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Annex B

Intermodulation Plots
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EXHIBIT 1. INTERMODULATION FOR 6.25KHZ CHANNEL SPACING

Configuration: 138.1MHz, CW
Signal Input-0.2dB below AGC

@ “RBW 300 Hz Marker 1 [T1 ]
*VBW 1 kHz -24.57 dBm
Ref 40 dBm “Att 15 dB SWT 1.15 s 138.096730769 MHz
40 Offset 20)7 dB Markgr 2 [T1(]
26.97 dBm
L 30 2 138.103044872 MHz
Markgr 3 [T1]|]
RV 2¢.78 dBm
V1 EW) - 1381008458129 MLl
20 B LVL
Markgr 4 [T1(]
-21.82 dBm
10 TIETTISTOFT2E A
o
1o CINIT-13
3DB
20 4
- 1
--30 J
40 A{'l ok
-50 \Jh .W\/ Lkw R W I\lu

Center 138.10625 MHz 10 kHz/ Span 100 kHz

Date: 7.MAY.2018 14:21:54

Signal Input 3 dB above AGC

® “RBW 300 Hz Marker 1 [T1 ]
*VBW 1 kHz -24.57 dBm
Ref 40 dBm “Att 15 dB SWT 1.15 s 138.096730769 MHz
40 Offget 20]7 dB Markdr 2 [T1[]
27.11 dBm
L 30 2 138.103044872 MHz
Markgr 3 [T1]|]
2¢.94 dBm
148 100458128 MM
Markgqr 4 [T1|] vk
-21.43 dBm
10 T8 TISTOFT2E
o
-1 TINIT-13
3DB
4
--20 T
--30
-40
Center 138.10625 MHz 10 kHz/ Span 100 kHz
Date: 7.MAY.2018 14:24:10
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FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster

Page 4 of 17

Bi-Directional Amplifier System, Model: BDA138174 FCC ID: WDM-BDA138174

Configuration: 148.1MHz, CW
Signal Input-0.2dB below AGC

@ “RBW 300 Hz Marker 1 [T1 ]
“VBW 1 kHz -21.82 dBm
Ref 40 dBm “Att 15 dB SWT 1.15 s 148.096794872 MHz
40 Offset 20]7 dB Markdgr 2 [T1|]
23.86 dBm
L0 148.103044872 MHz
2 3 Markegr 3 [T1|]
1 RVES 23.92 dBm
(V1 EW) - 148108459129 MLl
20 B LVL
Markgr 4 [T1(]
-22.13 dBm
10 1481570t ittt
o
-0 CI1T-13
3DB
20 i 4
--30
--40
--50 n m w LI A
AaRu b Al sl .WU “hm LA/\.A ey |
Center 148.10625 MHz 10 kHz/ Span 100 kHz
Date: 7.MAY.2018 14:30:44
Signal Input 3 dB above AGC
® “RBW 300 Hz Marker 1 [T1 ]
“VBW 1 kHz -25.79 dBm
Ref 40 dBm “Att 15 dB SWT 1.15 s 148.096794872 MHz
40 Offget 2017 dB Markegr 2 [T1|]
26.99 dBm
L 30 2 148.103044872 MHz
Markgr 3 [T1|]
IRV 27.07 dBm
\VIEW] - 148108458129 MLl
20 B LVL
Markgr 4 [T1(]
-22.63 dBm
10 TS T TS TOF T2
o
-0 CINIT-13
3DB
--20
1
--30
_40 ..n“ \lm N
--50 7 ‘W i

Center 148.10625 MHz 10 kHz/ Span 100 kHz

Date: 7.MAY.2018 14:33:18
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Bi-Directional Amplifier System, Model: BDA138174

Page 5 of 17

FCC ID: WDM-BDA138174

Configuration: 150.1MHz, CW
Signal Input-0.2dB below AGC

@ “RBW 300 Hz Marker 1 [T1 ]
*VBW 1 kHz -22.40 dBm
Ref 40 dBm *Att 15 dB SWT 1.15 s 150.096891026 MHz
40 Offset 2047 dB Markgr 2 [T1|]
23.66 dBm
| 30 150.103141026 MHz
2 3 Markgr 3 [T1(]
1 RV 23.90 dBm
VI EV/ I PV 180109291026 MH
Marker 4 [T1|]
-22.13 dBm
10 THOTI56AT026
Y
-0 CINIT-13
--20 1 -
--30
-40 \/‘
B AJ\} JA‘A
Center 150.10625 MHz 10 kHz/ Span 100 kHz
Date: 7.MAY.2018 14:48:08
Signal Input 3 dB above AGC
*RBW 300 Hz Marker 1 [T1 ]
*VBW 1 kHz -27.08 dBm
Ref 40 dBm *Att 15 dB SWT 1.15 s 150.096891026 MHz
40 Offget 2017 dB Markegr 2 [T1|]
2%.96 dBm
s 150.103141026 MHz
Markgr 3 [T1|]
26.21 dBm
140109291026 MH
Markgr 4 [T1(]
-24.61 dBm
10 THO-TI56A 1026
Y
-0 CINTT-13
-20- Y.
1
=30
- -40: WJ hfqﬂ

L L

e 0 1 Vgl

ity o

Center 150.10625 MHz 10 kHz/

Date: 7.MAY.2018 14:44:19

Span 100

kHz
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Bi-Directional Amplifier System, Model: BDA138174

Page 6 of 17

FCC ID: WDM-BDA138174

Configuration: 157.2MHz, CW
Signal Input-0.2dB below AGC

@ “RBW 300 Hz Marker 1 [T1 ]
“VBW 1 kHz -21.63 dBm
Ref 40 dBm “Att 15 dB SWT 1.15 s 157.196794872 MHz
40 Offset 20]7 dB Markdgr 2 [T1|]
23.97 dBm
. 1587.203044872 MHz
2 3 Markegr 3 [T1|]
23.76 dBm
187200458128 Mu
Markgr 4 [T1(]
-22.36 dBm
10 197215705t ittt
o
T3
-20 L 4
-30
-40 W W
I LJ.
--50 —
- kﬁ"\;
L ol A i s ]
Center 157.20625 MHz 10 kHz/ Span 100 kHz
Date: 7.MAY.2018 14:52:13
Signal Input 3 dB above AGC
® *“RBW 300 Hz Marker 1 [T1 ]
“VBW 1 kHz -27.91 dBm
Ref 40 dBm “Att 15 dB SWT 1.15 s 157.196794872 MHz
40 Offget 2017 dB Markegr 2 [T1|]
26.98 dBm
|30 2 157.203044872 MHz
Markgr 3 [T1|]
26.88 dBm
L 20 187 200458128 Mu
Markgr 4 [T1(]
-24.26 dBm
10 97257028 M
o
o=z
--20
1
--30
40 }
--50 L,LW‘JI f ‘upl‘J i

Center 157.20625 MHz 10 kHz/

Date: 7.MAY.2018 14:54:20

Span 100

kHz

3DB
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Page 7 of 17

FCC ID: WDM-BDA138174

Configuration: 173.3MHz, CW
Signal Input-0.2dB below AGC

@ *RBW 300 Hz
“VBW 1 kHz

Marker 1 [T1 ]

-22.98 dBm
Ref 40 dBm *Att 15 dB SWT 1.15 s 173.296794872 MHz
40 Offset 2047 dB Markgr 2 [T1|]
23.23 dBm
L 30 1413.303044872 MHz
2 3 Marker 3 [T1|]
23.51 dBm
143309458128 MH
LVL
Marker 4 [T1|]
-23.14 dBm
10 TS TSTSTOFT28 Mt
Y
o=
3DB
--20 i
--30
-40
o . [,
0, I AWW Uy Ml L
Center 173.30625 MHz 10 kHz/ Span 100 kHz

Date: 7.MAY.2018 14:58:01

Signal Input 3 dB above AGC

® “RBW 300 Hz
*VBW 1 kHz

Marker 1 [T1 ]

-29.38 dBm
Ref 40 dBm *Att 15 dB SWT 1.15 s 173.296794872 MHz
40 Offset 20]7 dB Markdgr 2 [T1|]
26.39 dBm
143.303044872 MHz
30 3
Marker 3 [T1|]
26.37 dBm
143 300453128 My
Markgr 4 [T1(]
-33.03 dBm
10 T43-315705T W
Y
CoT—a3
--20-
1
--30-
L _a0 |

| _s0 wmj' m

Center 173.30625 MHz 10 kHz/

Date: 7.MAY.2018 14:59:43

s

Span 100 kHz
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FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster Page 8 of 17
Bi-Directional Amplifier System, Model: BDA138174 FCC ID: WDM-BDA138174

EXHIBIT 2. INTERMODULATION FOR 12.5KHZ CHANNEL SPACING

Configuration: 138.1MHz, CW
Signal Input-0.2dB below AGC

*RBW 300 Hz Marker 1 [T1 ]
“VBW 1 kHz -22.18 dBm
Ref 40 dBm “Att 15 dB SWT 1.15 s 138.093750000 MHz
40 Offget 20]7 dB Markdr 2 [T1[]
23.53 dBm
| 30 138.106250000 MHz
2 3 Markgr 3 [T1|]
1 RV 23.53 dBm
N 148118754000 MK
LVL
Marker 4 [T1|]
-22.31 dBm
10 148131259000 HH
o
-1 CINIT-13
308
--20 1 4
--30
--40
WA .
EBQlﬁI:A MA.MW ‘MJMM A mh“.

Center 138.1125 MHz 10 kHz/ Span 100 kHz

Date: 7.MAY.2018 15:23:11

Signal Input 3 dB above AGC

® *RBW 300 Hz Marker 1 [T1 ]
*VBW 1 kHz -22.74 dBm

Ref 40 dBm “Att 15 dB SWT 1.15 s 138.093750000 MHz

40 Offget 20]7 dB Markgr 2 [T1]]
26.60 dBm
L 30 138.106250000 MHz

Markgr 3 [T1(]
* 26.62 dBm
L 20 148 113754000 MM
LVL
Markgr 4 [T1|]
-21.73 dBm
10 T8 TS T25GO00 A
o
--10 CINIT-13
308
-20 - 2
--30
40 F‘J]“
. My‘ Mn

P L A " PV (P A

Center 138.1125 MHz 10 kHz/ Span 100 kHz

Date: 7.MAY.2018 15:25:01
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Bi-Directional Amplifier System, Model: BDA138174 FCC ID: WDM-BDA138174

Configuration: 148.1MHz, CW
Signal Input-0.2dB below AGC

@ *RBW 300 Hz Marker 1 [T1 ]
*VBW 1 kHz -21.37 dBm
Ref 40 dBm “Att 15 dB SWT 1.15 s 148.093750000 MHz
40 Offget 20]7 dB Markgr 2 [T1(]
23.58 dBm
L 30 148.106250000 MHz.
2 3 Markgr 3 [T1(]
23.59 dBm
148 118754000 MM
LVL
Marker 4 [T1|]
-21.58 dBm
10 TAC - LoTZ0Q000 VI,
o
1o CIIT-13
N 3DB
--20 4
--30
Wl
I--50: oY ﬁ
-0 I J MM\M Abibi sl Wi

Center 148.1125 MHz 10 kHz/ Span 100 kHz

Date: 7.MAY.2018 15:32:33

Signal Input 3 dB above AGC

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 1 kHz _24.86 dBm

Ref 40 dBm *Att 15 dB SWT 1.15 s 148.093750000 MHz

40 Offset 20]7 dB Markdgr 2 [T1|]
2¢.67 dBm
148.10625 MHz

30
Marker 3 [T1|]
26.70 dBm
148 _11875d000 Mu. "
Markgr 4 [T1(]
-23.76 dBm
10 A48 T1I3T25¢000 H
Y
- CIfiT-13
3DB
-20: T —-
--30-
| 40 J1
-50 h u‘fl u“
MMJ/\ m A L‘Ml
Center 148.1125 MHz 10 kHz/ Span 100 kHz
Date: 7.MAY.2018 15:34:01
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Bi-Directional Amplifier System, Model: BDA138174 FCC ID: WDM-BDA138174

Configuration: 150.1MHz, CW
Signal Input-0.2dB below AGC

“RBW 300 Hz Marker 1 [T1 ]
*VBW 1 kHz -21.22 dBm
Ref 40 dBm “Att 15 dB SWT 1.15 s 150.093750000 MHz
40 Offset 20]7 dB Markdgr 2 [T1|]
23.39 dBm
30 190.106250000 MHz
2 3 Markegr 3 [T1|]
N 23.41 dBm
B 140118753000 MK
20 B LVL
Markgr 4 [T1(]
-21.62 dBm
10 THOT TS T25G000H
o
-1 CINIT-13
N 308
--20 =t
--30
--40
Wy, |
av il I Y MF MLMJ ulﬂl Al [T ™ J\l
Center 150.1125 MHz 10 kHz/ Span 100 kHz
Date: 7.MAY.2018 15:40:56
Signal Input 3 dB above AGC
® “RBW 300 Hz Marker 1 [T1 ]
“VBW 1 kHz -21.40 dBm
Ref 40 dBm “Att 15 dB SWT 1.15 s 150.093750000 MHz
40 Offgset 2017 dB Markegr 2 [T1|]
24.71 dBm
| 30 150.106250000 MHz
2 3 Markgr 3 [T1|]
24.74 dBm
140118754000 MK
LVL
Markgr 4 [T1(]
-21.75 dBm
10 THOT TS T25G000H
o
-1 CINIT-13
N 308
--20 =t
--30
s A uﬂrﬁ i MWW
Center 150.1125 MHz 10 kHz/ Span 100 kHz
Date: 7.MAY.2018 15:39:33
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FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster
Bi-Directional Amplifier System, Model: BDA138174

Page 11 of 17

FCC ID: WDM-BDA138174

Configuration: 157.2MHz, CW
Signal Input-0.2dB below AGC

@ *RBW 300 Hz
“VBW 1 kHz

Marker 1 [T1 ]
-21.08 dBm

Ref 40 dBm *Att 15 dB SWT 1.15 s 157.193750000 MHz
40 Offset 2047 dB Markgr 2 [T1|]
23.42 dBm
| 30 147.206250000 MHz
2 3 Markgr 3 [T1(]
RV 23.40 dBm
MED | 1 218754000 MH
20 B LVL
Marker 4 [T1|]
-21.59 dBm
10 197231254000
o
roimT=13
3DB
1
--20 =
--30
40
|
i‘mJM e/l LWM bl n.ML
Center 157.2125 MHz 10 kHz/ Span 100 kHz

Date: 7.MAY.2018 15:44:54

Signal Input 3 dB above AGC

® “RBW 300 Hz
*VBW 1 kHz

Marker 1 [T1 ]
-25.90 dBm

Ref 40 dBm “Att 15 dB SWT 1.15 s 157.193750000 MHz
40 Offset 20]7 dB Markdgr 2 [T1|]
2¢.43 dBm
L 30 197.20625 MHz
3
Marker 3 [T1|]
1 RVES 2¢.51 dBm
(V1 EW) - e l= 218750000 M.
20 B LVL
Markgr 4 [T1(]
-24.22 dBm
10 TH7 23 T25¢000 MH
o
T3
308
--20
1 4
--30
--40 W‘
--50 Mﬂ'{}l A u
Lt LA “ U B S o | s

Center 157.2125 MHz 10 kHz/

Date: 7.MAY.2018 15:46:32

Span 100 kHz

ULTRATECH GROUP OF LABS
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FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster Page 12 of 17
Bi-Directional Amplifier System, Model: BDA138174 FCC ID: WDM-BDA138174

Configuration: 173.3MHz, CW
Signal Input-0.2dB below AGC

*RBW 300 Hz Marker 1 [T1 ]
*VBW 1 kHz -22.12 dBm
Ref 40 dBm “Att 15 dB SWT 1.15 s 173.293750000 MHz
40 Offset 20]7 dB Markdgr 2 [T1|]
23.83 dBm
30 173.306250000 MHz
2 3 Markegr 3 [T1|]
1 RV 23.84 dBm
\VIEWESE 143 318753000 M.
20 B LVL
Markgr 4 [T1(]
-22.60 dBm
10 173331259000 M
-0
o3
3DB
L 20 1 a
--30
I--40 ”ﬂf 4
A »«WM rb% A
Center 173.3125 MHz 10 kHz/ Span 100 kHz
Date: 7.MAY.2018 16:15:30
Signal Input 3 dB above AGC
@ *RBW 300 Hz Marker 1 [T1 ]
“VBW 1 kHz -31.62 dBm
Ref 40 dBm “Att 15 dB SWT 1.15 s 173.293750000 MHz
40 Offget 207 dB Markgr 2 [T1(]
2¢.98 dBm
L 30 2 173.306250000 MHz
Markgr 3 [T1(]
1 _RVES 2¢.97 dBm
V1 EV/ 143218754000 MH
20 B LVL
Markgr 4 [T1|]
-35%.29 dBm
10 113331259000
-0
=13
3DB
--20
1
--30
4
W)
--40- hNM' M \;ﬂq'“
M’\M
--50 s Ww
LA A N ! ,
Center 173.3125 MHz 10 kHz/ Span 100 kHz
Date: 7.MAY.2018 16:18:25
ULTRATECH GROUP OF LABS File #: 18CMPR026Q_FCC90
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FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster Page 13 of 17
Bi-Directional Amplifier System, Model: BDA138174 FCC ID: WDM-BDA138174

EXHIBIT 3. INTERMODULATION FOR 25KHZ CHANNEL SPACING

Configuration: 138.1MHz, CW
Signal Input-0.2dB below AGC

*RBW 300 Hz Marker 1 [T1 ]
*VBW 1 kHz -23.57 dBm
Ref 40 dBm *Att 15 dB SWT 1.15 s 138.087500000 MHz
40 Offget 2017 dB Markegr 2 [T1|]
22.57 dBm
L 30 138.112500000 MHz
Markgr 3 [T1|]
* 2 3
4 22.61 dBm
VIEW - 1381 503000 Mk
20 B LVL
Markgr 4 [T1(]
-23.69 dBm
10 T30 - TOZ25U0UQO000WVITT.
Y
-1 CINIT-13
3DB
--20 + o
=30
I--40
L _s0 iy
6 MAIJL“\ a1 Loy
Center 138.125 MHz 10 kHz/ Span 100 kHz

Date: 7.MAY.2018 16:59:57

Signal Input 3 dB above AGC

® “RBW 300 Hz Marker 1 [T1 ]
*VBW 1 kHz -22.03 dBm
Ref 40 dBm “Att 15 dB SWT 1.15 s 138.087500000 MHz
40 Offget 20]7 dB Markdr 2 [T1[]
2%.61 dBm
138.112500000 MHz
2 Markgr 3 [T1]|]
25.68 dBm
148 127504000 MH
Markgqr 4 [T1|] vk
-21.97 dBm
10 T8 T6250¢000
o
-1 TINIT-13
30B
--20 1 4
--30
-40 1
50 LW
b %WW Mg b L
Center 138.125 MHz 10 kHz/ Span 100 kHz
Date: 7.MAY.2018 17:01:15
ULTRATECH GROUP OF LABS File #: 18CMPR026Q_FCC90
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FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster
Bi-Directional Amplifier System, Model: BDA138174

Page 14 of 17

FCC ID: WDM-BDA138174

Configuration: 148.1MHz, CW
Signal Input-0.2dB below AGC

® *“RBW 300 Hz
*VBW 1 kHz

Marke

ri[T1]
-22.43 dBm

Ref 40 dBm *Att 15 dB SWT 1.15 s 148.087500000 MHz
40 Offget 2017 dB Markegr 2 [T1|]
22.52 dBm
30 148.112500000 MHz
> 3 Markgr 3 [T1|]
22.56 dBm
1ds 1237504000 My
Markgr 4 [T1(]
-22.54 dBm
10 A8 TT62509000
Y
o CINIT-13
--20 . 4
=30
I--40
--50- «’\l
Z60 i, hnh.k Mo o WU )
Center 148.125 MHz 10 kHz/ Span 100 kHz

Date: 7.MAY.2018 16:54:53

Signal Input 3 dB above AGC

® *“RBW 300 Hz
*VBW 1 kHz

Marker 1 [T1 ]

-22.84 dBm

Ref 40 dBm *Att 15 dB SWT 1.15 s 148.087500000 MHz
40 Offget 2017 dB Markegr 2 [T1|]
2%.58 dBm
30 148.112500000 MHz
z 3 Markgr 3 [T1|]
RV 2%.63 dBm
V| EV/ ISV 148 137504000 M.
Markgr 4 [T1(]
-22.78 dBm
10 A8 TT62509000
Y
1o CIIT-13
--20- 1 4
=30
I--40
MMW WMMMKJJ- st il
Center 148.125 MHz 10 kHz/ Span 100 kHz

Date: 7.MAY.2018 16:56:02

ULTRATECH GROUP OF LABS
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4
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FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster
Bi-Directional Amplifier System, Model: BDA138174

Page 15 of 17

FCC ID: WDM-BDA138174

Configuration: 150.1MHz, CW

Signal Input-0.2dB below AGC

“RBW 300 Hz
*VBW 1 kHz

Marker 1 [T1 ]

-21.60 dBm

Ref 40 dBm “Att 15 dB SWT 1.15 s 150.087500000 MHz
40 Offget 20]7 dB Markdr 2 [T1[]
23.38 dBm
L 30 150.112509000 MHz
2 3 Markgr 3 [T1(]
23.37 dBm
1401237504000 MH
LvL
Markgr 4 [T1|]
-21.98 dBm
10 THOTT6250G000H
o
-0 CIfIT-13
3DB
20 : -
--30
--40 ¥
--50 3 ".,hu“‘
Center 150.125 MHz 10 kHz/ Span 100 kHz
Date: 7.MAY.2018 16:35:51
Signal Input 3 dB above AGC
® “RBW 300 Hz Marker 1 [T1 ]
“VBW 1 kHz -22.99 dBm
Ref 40 dBm “Att 15 dB SWT 1.15 s 150.087500000 MHz
40 Offgset 2017 dB Markegr 2 [T1|]
24.67 dBm
| 30 150.112500000 MHz
z 3 Markgr 3 [T1|]
25.69 dBm
140137504000 MK
LVL
Markgr 4 [T1(]
-23.31 dBm
10 O 162504000
o
-1 CINIT-13
3DB
--20 . 4
--30
--40 %
50 Wl IL&M

Center 150.125 MHz

Date: 7.MAY.2018 16:49:50

10 kHz/

Span 100 kHz

ULTRATECH GROUP OF LABS
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4
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FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster
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FCC ID: WDM-BDA138174

Configuration: 157.2MHz, CW
Signal Input-0.2dB below AGC

“RBW 300 Hz

Marker 1 [T1 ]

*VBW 1 kHz -21.50 dBm
Ref 40 dBm “Att 15 dB SWT 1.15 s 157.187500000 MHz
40 Offset 20]7 dB Markdgr 2 [T1|]
23.36 dBm
L 30 197.212500000 MHz
2 3 Markegr 3 [T1|]
N 23.30 dBm
L 147 237504000 MM
20 B LVL
Markgr 4 [T1(]
-21.94 dBm
10 1947262509000 MH
-0
o3
N 3DB
--20 4
--30
I--40:
I--50:
Lceon ) Ll N WWML Ll
Center 157.225 MHz 10 kHz/ Span 100 kHz

Date: 7.MAY.2018 16:28:40

Signal Input 3 dB above AGC

@

*RBW 300 Hz

Marker 1 [T1 ]

*VBW 1 kHz -26.03 dBm
Ref 40 dBm *Att 15 dB SWT 1.15 s 157.187500000 MHz
40 Offset 2017 dB Markgr 2 [T1|]
26.39 dBm
L 30 3 187.212500000 MHz.
Markgr 3 [T1(]
26.42 dBm
187237504000 MH
LVL
Marker 4 [T1|]
-2%.83 dBm
10 T7 - 2062509000Vt
Y
roi®T=13
3DB
--20
1 4
--30
L _40 | "
50 W j‘
Center 157.225 MHz 10 kHz/ Span 100 kHz

Date: 7.MAY.2018 16:30:57
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FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster
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FCC ID: WDM-BDA138174

Configuration: 173.3MHz, CW
Signal Input-0.2dB below AGC

“RBW 300 Hz
*VBW 1 kHz

Marke

r i1 [T1]
-22.73 dBm

3DB

3DB

Ref 40 dBm *Att 15 dB SWT 1.15 s 173.287500000 MHz
40 Offset 20]7 dB Markgr 2 [T1[]
23.77 dBm
30 143.312500000 MHz
2 3 Markgr 3 [T1(]
23.80 dBm
143227500000 MH
Markgr 4 [T1|]
-22.80 dBm
10 T3 -36250000
-0
o=
20 1 4
=30
-40 ]A
150, 14 Mﬂhh N M.Ln.hn A by
Center 173.325 MHz 10 kHz/ Span 100 kHz
Date: 7.MAY.2018 16:24:58
Signal Input 3 dB above AGC
® “RBW 300 Hz Marker 1 [T1 ]
*VBW 1 kHz -34.09 dBm
Ref 40 dBm *Att 15 dB SWT 1.15 s 173.287500000 MHz
40 Offset 2047 dB Markgr 2 [T1|]
26.94 dBm
30 2 143.312500000 MHz
Markgr 3 [T1(]
26.96 dBm
oo 143337500000 MH
Marker 4 [T1|]
-3¢.32 dBm
10 TS TS6250G000 Mt
Y
roi®T=13
--20
--30 T
4
-40 m
s . J“Iw
M AN L.Jﬂ.l L
Center 173.325 MHz 10 kHz/ Span 100 kHz
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