
FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster                   Page 1 of 107 
 Bi-Directional Amplifier System, Model: BDA380512                                FCC ID: WDM-BDA380512 
 

 
ULTRATECH GROUP OF LABS File #: 18CMPR025Q_FCC90 
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4  

Tel. #:  905-829-1570, Fax. #: 905-829-8050, Email: vic@ultratech-labs.com, Website: http://www.ultratech-labs.com 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Annex A 
 

OBW and Mask Plots 



FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster                   Page 2 of 107 
 Bi-Directional Amplifier System, Model: BDA380512                                FCC ID: WDM-BDA380512 
 

 
ULTRATECH GROUP OF LABS File #: 18CMPR025Q_FCC90 
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4  

Tel. #:  905-829-1570, Fax. #: 905-829-8050, Email: vic@ultratech-labs.com, Website: http://www.ultratech-labs.com 

 

                                   Table	of	Contents	
 

EXHIBIT 1. OBW ANALOG 25KHZ ....................................................................................................................................... 3 

EXHIBIT 2. OBW ANALOG 12.5KHZ .................................................................................................................................. 17 

EXHIBIT 3. OBW ANALOG 6.25KHZ .................................................................................................................................. 31 

EXHIBIT 4. OBW DIGITAL 12.5KHZ ................................................................................................................................... 45 

EXHIBIT 5. OBW DIGITAL 6.25KHZ ................................................................................................................................... 59 

EXHIBIT 6. MASK C ............................................................................................................................................................... 73 

EXHIBIT 7. MASK D ............................................................................................................................................................... 80 

EXHIBIT 8. MASK E ................................................................................................................................................................ 94 

 



FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster                   Page 3 of 107 
 Bi-Directional Amplifier System, Model: BDA380512                                FCC ID: WDM-BDA380512 
 

 
ULTRATECH GROUP OF LABS File #: 18CMPR025Q_FCC90 
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4  

Tel. #:  905-829-1570, Fax. #: 905-829-8050, Email: vic@ultratech-labs.com, Website: http://www.ultratech-labs.com 

EXHIBIT 1.   OBW ANALOG 25KHZ 

406.2 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

*

*

Center 406.2 MHz Span 50 kHz5 kHz/

1 PK

VIEW

 A 

3DB

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -56.67 dBm

   406.204006410 MHz

OBW 12.419871795 kHz

T1

Temp 1 [T1 OBW]

          -70.91 dBm

   406.193750000 MHz

T2

Temp 2 [T1 OBW]

          -68.37 dBm

   406.206169872 MHz

Date: 7.MAR.2018  10:17:13

 

406.2 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK

VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 406.2 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           22.60 dBm

   406.195993590 MHz

OBW 12.339743590 kHz

T1

Temp 1 [T1 OBW]

           11.54 dBm

   406.193830128 MHz

T2

Temp 2 [T1 OBW]

           10.98 dBm

   406.206169872 MHz

Date: 7.MAR.2018  13:57:13
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406.2 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK

VIEW

 A 

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 406.2 MHz Span 50 kHz5 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -53.44 dBm

   406.195993590 MHz

OBW 12.419871795 kHz

T1

Temp 1 [T1 OBW]

          -67.73 dBm

   406.193750000 MHz

T2

Temp 2 [T1 OBW]

          -65.14 dBm

   406.206169872 MHz

Date: 7.MAR.2018  10:18:27

 

406.2 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK

VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 406.2 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           22.34 dBm

   406.195993590 MHz

OBW 12.339743590 kHz

T1

Temp 1 [T1 OBW]

           11.29 dBm

   406.193830128 MHz

T2

Temp 2 [T1 OBW]

           10.72 dBm

   406.206169872 MHz

Date: 7.MAR.2018  13:58:57

 



FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster                   Page 5 of 107 
 Bi-Directional Amplifier System, Model: BDA380512                                FCC ID: WDM-BDA380512 
 

 
ULTRATECH GROUP OF LABS File #: 18CMPR025Q_FCC90 
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4  

Tel. #:  905-829-1570, Fax. #: 905-829-8050, Email: vic@ultratech-labs.com, Website: http://www.ultratech-labs.com 

418 MHz, Signal Input_0.2dB below  

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 418 MHz Span 50 kHz5 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -56.35 dBm

   417.995993590 MHz

OBW 12.419871795 kHz

T1

Temp 1 [T1 OBW]

          -70.50 dBm

   417.993750000 MHz

T2

Temp 2 [T1 OBW]

          -68.07 dBm

   418.006169872 MHz

Date: 7.MAR.2018  10:20:38

 

418 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 418 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           22.63 dBm

   417.995993590 MHz

OBW 12.419871795 kHz

T1

Temp 1 [T1 OBW]

            8.37 dBm

   417.993750000 MHz

T2

Temp 2 [T1 OBW]

           10.98 dBm

   418.006169872 MHz

Date: 7.MAR.2018  14:03:54
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418 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 418 MHz Span 50 kHz5 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -53.13 dBm

   417.995993590 MHz

OBW 12.419871795 kHz

T1

Temp 1 [T1 OBW]

          -67.29 dBm

   417.993750000 MHz

T2

Temp 2 [T1 OBW]

          -64.86 dBm

   418.006169872 MHz

Date: 7.MAR.2018  10:22:21

 

418 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 418 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           22.37 dBm

   417.995993590 MHz

OBW 12.419871795 kHz

T1

Temp 1 [T1 OBW]

            8.12 dBm

   417.993750000 MHz

T2

Temp 2 [T1 OBW]

           10.73 dBm

   418.006169872 MHz

Date: 7.MAR.2018  14:05:02
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429.9 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 429.9 MHz Span 50 kHz5 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -55.62 dBm

   429.895993590 MHz

OBW 12.419871795 kHz

T1

Temp 1 [T1 OBW]

          -69.70 dBm

   429.893750000 MHz

T2

Temp 2 [T1 OBW]

          -67.30 dBm

   429.906169872 MHz

Date: 7.MAR.2018  10:24:39

 

429.9 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 429.9 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           22.81 dBm

   429.895993590 MHz

OBW 12.419871795 kHz

T1

Temp 1 [T1 OBW]

            8.62 dBm

   429.893750000 MHz

T2

Temp 2 [T1 OBW]

           11.19 dBm

   429.906169872 MHz

Date: 7.MAR.2018  14:07:27
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429.9 MHz, Signal Input_3dB  

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 429.9 MHz Span 50 kHz5 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -52.44 dBm

   429.895993590 MHz

OBW 12.419871795 kHz

T1

Temp 1 [T1 OBW]

          -66.52 dBm

   429.893750000 MHz

T2

Temp 2 [T1 OBW]

          -64.12 dBm

   429.906169872 MHz

Date: 7.MAR.2018  10:26:18

 

429.9 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 429.9 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           22.44 dBm

   429.895993590 MHz

OBW 12.419871795 kHz

T1

Temp 1 [T1 OBW]

            8.26 dBm

   429.893750000 MHz

T2

Temp 2 [T1 OBW]

           10.83 dBm

   429.906169872 MHz

Date: 7.MAR.2018  14:08:27
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450.5 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 450.5 MHz Span 50 kHz5 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -55.07 dBm

   450.495993590 MHz

OBW 12.419871795 kHz

T1

Temp 1 [T1 OBW]

          -69.24 dBm

   450.493750000 MHz

T2

Temp 2 [T1 OBW]

          -66.87 dBm

   450.506169872 MHz

Date: 7.MAR.2018  10:34:07

 

450.5 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 450.5 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           22.58 dBm

   450.495993590 MHz

OBW 12.419871795 kHz

T1

Temp 1 [T1 OBW]

            8.30 dBm

   450.493750000 MHz

T2

Temp 2 [T1 OBW]

           10.85 dBm

   450.506169872 MHz

Date: 7.MAR.2018  14:11:24
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450.5 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 450.5 MHz Span 50 kHz5 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -51.92 dBm

   450.504006410 MHz

OBW 12.419871795 kHz

T1

Temp 1 [T1 OBW]

          -66.12 dBm

   450.493750000 MHz

T2

Temp 2 [T1 OBW]

          -63.72 dBm

   450.506169872 MHz

Date: 7.MAR.2018  10:35:42

 

450.5 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 450.5 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           22.26 dBm

   450.495993590 MHz

OBW 12.339743590 kHz

T1

Temp 1 [T1 OBW]

           11.29 dBm

   450.493830128 MHz

T2

Temp 2 [T1 OBW]

           10.55 dBm

   450.506169872 MHz

Date: 7.MAR.2018  14:14:12
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459 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 459 MHz Span 50 kHz5 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -54.82 dBm

   459.004006410 MHz

OBW 12.339743590 kHz

T1

Temp 1 [T1 OBW]

          -65.84 dBm

   458.993830128 MHz

T2

Temp 2 [T1 OBW]

          -66.49 dBm

   459.006169872 MHz

Date: 7.MAR.2018  10:37:46

 

459 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 459 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           22.66 dBm

   458.995993590 MHz

OBW 12.339743590 kHz

T1

Temp 1 [T1 OBW]

           11.59 dBm

   458.993830128 MHz

T2

Temp 2 [T1 OBW]

           11.08 dBm

   459.006169872 MHz

Date: 7.MAR.2018  14:17:23
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459 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 459 MHz Span 50 kHz5 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -51.66 dBm

   459.004006410 MHz

OBW 12.339743590 kHz

T1

Temp 1 [T1 OBW]

          -62.67 dBm

   458.993830128 MHz

T2

Temp 2 [T1 OBW]

          -63.32 dBm

   459.006169872 MHz

Date: 7.MAR.2018  10:39:53

 

459 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 459 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           22.39 dBm

   458.995993590 MHz

OBW 12.339743590 kHz

T1

Temp 1 [T1 OBW]

           11.31 dBm

   458.993830128 MHz

T2

Temp 2 [T1 OBW]

           10.82 dBm

   459.006169872 MHz

Date: 7.MAR.2018  14:18:48
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469.9 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 469.9 MHz Span 50 kHz5 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -54.71 dBm

   469.895993590 MHz

OBW 12.419871795 kHz

T1

Temp 1 [T1 OBW]

          -68.75 dBm

   469.893750000 MHz

T2

Temp 2 [T1 OBW]

          -66.34 dBm

   469.906169872 MHz

Date: 7.MAR.2018  10:41:50

 

469.9 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 469.9 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           22.70 dBm

   469.895993590 MHz

OBW 12.419871795 kHz

T1

Temp 1 [T1 OBW]

            8.55 dBm

   469.893750000 MHz

T2

Temp 2 [T1 OBW]

           11.14 dBm

   469.906169872 MHz

Date: 7.MAR.2018  14:20:47
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469.9 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 469.9 MHz Span 50 kHz5 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -51.50 dBm

   469.895993590 MHz

OBW 12.419871795 kHz

T1

Temp 1 [T1 OBW]

          -65.53 dBm

   469.893750000 MHz

T2

Temp 2 [T1 OBW]

          -63.14 dBm

   469.906169872 MHz

Date: 7.MAR.2018  10:43:25

 

469.9 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 469.9 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           22.48 dBm

   469.895993590 MHz

OBW 12.419871795 kHz

T1

Temp 1 [T1 OBW]

            8.34 dBm

   469.893750000 MHz

T2

Temp 2 [T1 OBW]

           10.93 dBm

   469.906169872 MHz

Date: 7.MAR.2018  14:23:03
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511.975 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 511.975 MHz Span 50 kHz5 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -54.75 dBm

   511.970993590 MHz

OBW 12.419871795 kHz

T1

Temp 1 [T1 OBW]

          -69.01 dBm

   511.968750000 MHz

T2

Temp 2 [T1 OBW]

          -66.30 dBm

   511.981169872 MHz

Date: 7.MAR.2018  10:45:52

 

511.975 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 511.975 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           22.85 dBm

   511.970993590 MHz

OBW 12.339743590 kHz

T1

Temp 1 [T1 OBW]

           11.72 dBm

   511.968830128 MHz

T2

Temp 2 [T1 OBW]

           11.41 dBm

   511.981169872 MHz

Date: 7.MAR.2018  14:29:13
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511.975 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 511.975 MHz Span 50 kHz5 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -51.58 dBm

   511.979006410 MHz

OBW 12.419871795 kHz

T1

Temp 1 [T1 OBW]

          -65.83 dBm

   511.968750000 MHz

T2

Temp 2 [T1 OBW]

          -63.12 dBm

   511.981169872 MHz

Date: 7.MAR.2018  10:47:21

  

511.975 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 511.975 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           22.77 dBm

   511.970993590 MHz

OBW 12.339743590 kHz

T1

Temp 1 [T1 OBW]

           11.65 dBm

   511.968830128 MHz

T2

Temp 2 [T1 OBW]

           11.32 dBm

   511.981169872 MHz

Date: 7.MAR.2018  14:28:01
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EXHIBIT 2.   OBW ANALOG 12.5KHZ 

406.2 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK

VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 406.2 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -54.70 dBm

   406.198990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

          -71.12 dBm

   406.196009615 MHz

T2

Temp 2 [T1 OBW]

          -72.04 dBm

   406.203942308 MHz

Date: 7.MAR.2018  10:56:36

 

406.2 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 406.2 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           24.64 dBm

   406.198990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

            8.23 dBm

   406.196009615 MHz

T2

Temp 2 [T1 OBW]

            7.23 dBm

   406.203942308 MHz

Date: 7.MAR.2018  14:38:07
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406.2 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK

VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 406.2 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -51.45 dBm

   406.201009615 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

          -67.87 dBm

   406.196009615 MHz

T2

Temp 2 [T1 OBW]

          -68.79 dBm

   406.203942308 MHz

Date: 7.MAR.2018  10:58:36

 

406.2 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 406.2 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           24.39 dBm

   406.198990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

            7.98 dBm

   406.196009615 MHz

T2

Temp 2 [T1 OBW]

            6.95 dBm

   406.203942308 MHz

Date: 7.MAR.2018  14:39:49
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418 MHz, Signal Input_0.2dB below  

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 418 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -54.35 dBm

   417.998990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

          -70.76 dBm

   417.996009615 MHz

T2

Temp 2 [T1 OBW]

          -71.62 dBm

   418.003942308 MHz

Date: 7.MAR.2018  11:02:33

 

418 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 418 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           24.70 dBm

   417.998990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

            8.30 dBm

   417.996009615 MHz

T2

Temp 2 [T1 OBW]

            7.33 dBm

   418.003942308 MHz

Date: 7.MAR.2018  14:42:23
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418 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 418 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -51.11 dBm

   417.998990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

          -67.53 dBm

   417.996009615 MHz

T2

Temp 2 [T1 OBW]

          -68.38 dBm

   418.003942308 MHz

Date: 7.MAR.2018  11:03:54

 

418 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 418 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           24.46 dBm

   417.998990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

            8.06 dBm

   417.996009615 MHz

T2

Temp 2 [T1 OBW]

            7.08 dBm

   418.003942308 MHz

Date: 7.MAR.2018  14:44:04
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429.9 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 429.9 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -53.59 dBm

   429.898990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

          -70.04 dBm

   429.896009615 MHz

T2

Temp 2 [T1 OBW]

          -70.84 dBm

   429.903942308 MHz

Date: 7.MAR.2018  11:27:31

 

429.9 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 429.9 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           24.92 dBm

   429.898990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

            8.47 dBm

   429.896009615 MHz

T2

Temp 2 [T1 OBW]

            7.56 dBm

   429.903942308 MHz

Date: 7.MAR.2018  14:45:51
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429.9 MHz, Signal Input_3dB  

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 429.9 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -50.42 dBm

   429.898990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

          -66.88 dBm

   429.896009615 MHz

T2

Temp 2 [T1 OBW]

          -67.66 dBm

   429.903942308 MHz

Date: 7.MAR.2018  11:34:38

 

 

429.9 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 429.9 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           24.54 dBm

   429.898990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

            8.10 dBm

   429.896009615 MHz

T2

Temp 2 [T1 OBW]

            7.20 dBm

   429.903942308 MHz

Date: 7.MAR.2018  14:47:00
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450.5 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 450.5 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -53.08 dBm

   450.498990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

          -69.51 dBm

   450.496009615 MHz

T2

Temp 2 [T1 OBW]

          -70.34 dBm

   450.503942308 MHz

Date: 7.MAR.2018  11:36:33

 

450.5 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 450.5 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           24.57 dBm

   450.501009615 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

            8.17 dBm

   450.496009615 MHz

T2

Temp 2 [T1 OBW]

            7.24 dBm

   450.503942308 MHz

Date: 7.MAR.2018  14:48:57
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450.5 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 450.5 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -49.93 dBm

   450.498990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

          -66.35 dBm

   450.496009615 MHz

T2

Temp 2 [T1 OBW]

          -67.17 dBm

   450.503942308 MHz

Date: 7.MAR.2018  11:37:45

 

450.5 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 450.5 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           24.27 dBm

   450.498990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

            7.86 dBm

   450.496009615 MHz

T2

Temp 2 [T1 OBW]

            6.95 dBm

   450.503942308 MHz

Date: 7.MAR.2018  14:50:13
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459 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 459 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -52.83 dBm

   458.998990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

          -69.28 dBm

   458.996009615 MHz

T2

Temp 2 [T1 OBW]

          -70.13 dBm

   459.003942308 MHz

Date: 7.MAR.2018  11:39:43

 

459 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 459 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           22.44 dBm

   458.998990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

            6.02 dBm

   458.996009615 MHz

T2

Temp 2 [T1 OBW]

            5.08 dBm

   459.003942308 MHz

Date: 7.MAR.2018  14:53:17

 

 



FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster                   Page 26 of 107 
 Bi-Directional Amplifier System, Model: BDA380512                                FCC ID: WDM-BDA380512 
 

 
ULTRATECH GROUP OF LABS File #: 18CMPR025Q_FCC90 
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4  

Tel. #:  905-829-1570, Fax. #: 905-829-8050, Email: vic@ultratech-labs.com, Website: http://www.ultratech-labs.com 

459 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 459 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -49.66 dBm

   458.998990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

          -66.10 dBm

   458.996009615 MHz

T2

Temp 2 [T1 OBW]

          -66.96 dBm

   459.003942308 MHz

Date: 7.MAR.2018  11:40:58

 

459 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 459 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           24.41 dBm

   458.998990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

            7.99 dBm

   458.996009615 MHz

T2

Temp 2 [T1 OBW]

            7.00 dBm

   459.003942308 MHz

Date: 7.MAR.2018  14:51:59
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469.9 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 469.9 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -52.73 dBm

   469.898990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

          -69.19 dBm

   469.896009615 MHz

T2

Temp 2 [T1 OBW]

          -69.87 dBm

   469.903942308 MHz

Date: 7.MAR.2018  11:42:34

 

469.9 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 469.9 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           24.70 dBm

   469.898990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

            8.25 dBm

   469.896009615 MHz

T2

Temp 2 [T1 OBW]

            7.49 dBm

   469.903942308 MHz

Date: 7.MAR.2018  14:55:39
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469.9 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 469.9 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -49.52 dBm

   469.898990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

          -65.98 dBm

   469.896009615 MHz

T2

Temp 2 [T1 OBW]

          -66.66 dBm

   469.903942308 MHz

Date: 7.MAR.2018  11:45:21

 

469.9 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 469.9 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           24.47 dBm

   469.898990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

            8.04 dBm

   469.896009615 MHz

T2

Temp 2 [T1 OBW]

            7.26 dBm

   469.903942308 MHz

Date: 7.MAR.2018  15:01:32
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511.975 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 511.975 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -52.75 dBm

   511.973990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

          -69.19 dBm

   511.971009615 MHz

T2

Temp 2 [T1 OBW]

          -69.97 dBm

   511.978942308 MHz

Date: 7.MAR.2018  11:47:23

 

511.975 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 511.975 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           24.83 dBm

   511.973990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

            8.40 dBm

   511.971009615 MHz

T2

Temp 2 [T1 OBW]

            7.51 dBm

   511.978942308 MHz

Date: 7.MAR.2018  15:04:48
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511.975 MHz, Signal Input_3dB  

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 511.975 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -49.58 dBm

   511.973990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

          -66.02 dBm

   511.971009615 MHz

T2

Temp 2 [T1 OBW]

          -66.81 dBm

   511.978942308 MHz

Date: 7.MAR.2018  11:48:59

 

511.975 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 3.6 s

Center 511.975 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           24.74 dBm

   511.973990385 MHz

OBW  7.932692308 kHz

T1

Temp 1 [T1 OBW]

            8.32 dBm

   511.971009615 MHz

T2

Temp 2 [T1 OBW]

            7.42 dBm

   511.978942308 MHz

Date: 7.MAR.2018  15:03:17
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EXHIBIT 3.   OBW ANALOG 6.25KHZ 

406.2 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK

VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 406.2 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -50.95 dBm

   406.200000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

          -67.86 dBm

   406.197948718 MHz

T2

Temp 2 [T1 OBW]

          -67.47 dBm

   406.202019231 MHz

Date: 7.MAR.2018  12:30:25

 

406.2 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 406.2 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           28.44 dBm

   406.200000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

           11.49 dBm

   406.197948718 MHz

T2

Temp 2 [T1 OBW]

           11.92 dBm

   406.202019231 MHz

Date: 7.MAR.2018  15:07:32
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406.2 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 406.2 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40
1

Marker 1 [T1 ]

          -47.68 dBm

   406.200000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

          -64.59 dBm

   406.197948718 MHz

T2

Temp 2 [T1 OBW]

          -64.20 dBm

   406.202019231 MHz

Date: 7.MAR.2018  12:35:42

 

406.2 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 406.2 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           28.19 dBm

   406.200000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

           11.25 dBm

   406.197948718 MHz

T2

Temp 2 [T1 OBW]

           11.68 dBm

   406.202019231 MHz

Date: 7.MAR.2018  15:08:22

 

 



FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster                   Page 33 of 107 
 Bi-Directional Amplifier System, Model: BDA380512                                FCC ID: WDM-BDA380512 
 

 
ULTRATECH GROUP OF LABS File #: 18CMPR025Q_FCC90 
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4  

Tel. #:  905-829-1570, Fax. #: 905-829-8050, Email: vic@ultratech-labs.com, Website: http://www.ultratech-labs.com 

418 MHz, Signal Input_0.2dB below  

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 418 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -50.61 dBm

   418.000000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

          -67.47 dBm

   417.997948718 MHz

T2

Temp 2 [T1 OBW]

          -67.14 dBm

   418.002019231 MHz

Date: 7.MAR.2018  12:46:08

 

418 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 418 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           28.45 dBm

   418.000000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

           11.55 dBm

   417.997948718 MHz

T2

Temp 2 [T1 OBW]

           11.93 dBm

   418.002019231 MHz

Date: 7.MAR.2018  15:10:04
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418 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 418 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40
1

Marker 1 [T1 ]

          -47.37 dBm

   418.000000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

          -64.23 dBm

   417.997948718 MHz

T2

Temp 2 [T1 OBW]

          -63.90 dBm

   418.002019231 MHz

Date: 7.MAR.2018  12:47:47

 

418 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 418 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           28.23 dBm

   418.000000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

           11.34 dBm

   417.997948718 MHz

T2

Temp 2 [T1 OBW]

           11.71 dBm

   418.002019231 MHz

Date: 7.MAR.2018  15:10:57
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429.9 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 429.9 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -49.85 dBm

   429.900000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

          -66.66 dBm

   429.897948718 MHz

T2

Temp 2 [T1 OBW]

          -66.42 dBm

   429.902019231 MHz

Date: 7.MAR.2018  12:49:34

 

429.9 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 429.9 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           28.64 dBm

   429.900000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

           11.79 dBm

   429.897948718 MHz

T2

Temp 2 [T1 OBW]

           12.09 dBm

   429.902019231 MHz

Date: 7.MAR.2018  15:12:32
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429.9 MHz, Signal Input_3dB  

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 429.9 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40 1

Marker 1 [T1 ]

          -46.67 dBm

   429.900000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

          -63.48 dBm

   429.897948718 MHz

T2

Temp 2 [T1 OBW]

          -63.24 dBm

   429.902019231 MHz

Date: 7.MAR.2018  12:50:56

 

429.9 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 429.9 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           28.31 dBm

   429.900000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

           11.43 dBm

   429.897948718 MHz

T2

Temp 2 [T1 OBW]

           11.74 dBm

   429.902019231 MHz

Date: 7.MAR.2018  15:13:39
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450.5 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 450.5 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -49.33 dBm

   450.500000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

          -66.11 dBm

   450.497948718 MHz

T2

Temp 2 [T1 OBW]

          -65.88 dBm

   450.502019231 MHz

Date: 7.MAR.2018  12:52:37

 

450.5 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 450.5 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           28.35 dBm

   450.500000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

           11.52 dBm

   450.497948718 MHz

T2

Temp 2 [T1 OBW]

           11.82 dBm

   450.502019231 MHz

Date: 7.MAR.2018  15:15:11

 

 



FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster                   Page 38 of 107 
 Bi-Directional Amplifier System, Model: BDA380512                                FCC ID: WDM-BDA380512 
 

 
ULTRATECH GROUP OF LABS File #: 18CMPR025Q_FCC90 
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4  

Tel. #:  905-829-1570, Fax. #: 905-829-8050, Email: vic@ultratech-labs.com, Website: http://www.ultratech-labs.com 

450.5 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 450.5 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40 1

Marker 1 [T1 ]

          -46.17 dBm

   450.500000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

          -62.98 dBm

   450.497948718 MHz

T2
Temp 2 [T1 OBW]

          -62.73 dBm

   450.502019231 MHz

Date: 7.MAR.2018  12:53:31

 

450.5 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 450.5 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           28.05 dBm

   450.500000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

           11.23 dBm

   450.497948718 MHz

T2

Temp 2 [T1 OBW]

           11.52 dBm

   450.502019231 MHz

Date: 7.MAR.2018  15:16:00

 

 



FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster                   Page 39 of 107 
 Bi-Directional Amplifier System, Model: BDA380512                                FCC ID: WDM-BDA380512 
 

 
ULTRATECH GROUP OF LABS File #: 18CMPR025Q_FCC90 
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4  

Tel. #:  905-829-1570, Fax. #: 905-829-8050, Email: vic@ultratech-labs.com, Website: http://www.ultratech-labs.com 

459 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 459 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -49.08 dBm

   459.000000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

          -65.91 dBm

   458.997948718 MHz

T2

Temp 2 [T1 OBW]

          -65.62 dBm

   459.002019231 MHz

Date: 7.MAR.2018  12:55:02

 

459 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 459 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           28.42 dBm

   459.000000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

           11.55 dBm

   458.997948718 MHz

T2

Temp 2 [T1 OBW]

           11.89 dBm

   459.002019231 MHz

Date: 7.MAR.2018  15:17:31
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459 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 459 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40 1

Marker 1 [T1 ]

          -45.92 dBm

   459.000000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

          -62.76 dBm

   458.997948718 MHz

T2
Temp 2 [T1 OBW]

          -62.46 dBm

   459.002019231 MHz

Date: 7.MAR.2018  12:58:33

 

459 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 459 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           28.17 dBm

   459.000000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

           11.30 dBm

   458.997948718 MHz

T2

Temp 2 [T1 OBW]

           11.65 dBm

   459.002019231 MHz

Date: 7.MAR.2018  15:18:25
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469.9 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 469.9 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -48.98 dBm

   469.900000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

          -65.71 dBm

   469.897948718 MHz

T2

Temp 2 [T1 OBW]

          -65.57 dBm

   469.902019231 MHz

Date: 7.MAR.2018  13:00:17

 

469.9 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 469.9 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           28.45 dBm

   469.900000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

           11.69 dBm

   469.897948718 MHz

T2

Temp 2 [T1 OBW]

           11.88 dBm

   469.902019231 MHz

Date: 7.MAR.2018  15:22:57
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469.9 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 469.9 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40 1

Marker 1 [T1 ]

          -45.77 dBm

   469.900000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

          -62.50 dBm

   469.897948718 MHz

T2
Temp 2 [T1 OBW]

          -62.35 dBm

   469.902019231 MHz

Date: 7.MAR.2018  13:01:14

 

469.9 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 469.9 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           28.25 dBm

   469.900000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

           11.48 dBm

   469.897948718 MHz

T2

Temp 2 [T1 OBW]

           11.67 dBm

   469.902019231 MHz

Date: 7.MAR.2018  15:24:22
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511.975 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 511.975 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -48.99 dBm

   511.975000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

          -65.78 dBm

   511.972948718 MHz

T2

Temp 2 [T1 OBW]

          -65.55 dBm

   511.977019231 MHz

Date: 7.MAR.2018  13:05:39

 

511.975 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 511.975 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30 1

Marker 1 [T1 ]

           26.44 dBm

   511.975000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

            9.62 dBm

   511.972948718 MHz

T2

Temp 2 [T1 OBW]

            9.92 dBm

   511.977019231 MHz

Date: 7.MAR.2018  15:27:25
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511.975 MHz, Signal Input_3dB  

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 511.975 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40 1

Marker 1 [T1 ]

          -45.82 dBm

   511.975000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

          -62.61 dBm

   511.972948718 MHz

T2
Temp 2 [T1 OBW]

          -62.38 dBm

   511.977019231 MHz

Date: 7.MAR.2018  13:04:25

 

511.975 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 300 Hz

SWT 2.4 s

Center 511.975 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           28.49 dBm

   511.975000000 MHz

OBW  4.070512820 kHz

T1

Temp 1 [T1 OBW]

           11.67 dBm

   511.972948718 MHz

T2

Temp 2 [T1 OBW]

           11.96 dBm

   511.977019231 MHz

Date: 7.MAR.2018  15:26:04
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EXHIBIT 4.   OBW DIGITAL 12.5KHZ 

406.2 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK

VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 406.2 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -56.54 dBm

   406.199230769 MHz

OBW  7.403846154 kHz

T1

Temp 1 [T1 OBW]

          -72.88 dBm

   406.196298077 MHz

T2

Temp 2 [T1 OBW]

          -73.89 dBm

   406.203701923 MHz

Date: 4.APR.2018  12:05:40

 

406.2 MHz, Signal Output 

Ref  35 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 406.2 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           21.51 dBm

   406.200032051 MHz

OBW  7.403846154 kHz

T1

Temp 1 [T1 OBW]

            8.32 dBm

   406.196346154 MHz

T2

Temp 2 [T1 OBW]

            7.51 dBm

   406.203750000 MHz

Date: 4.APR.2018  09:58:18
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406.2 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 406.2 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -53.40 dBm

   406.201346154 MHz

OBW  7.355769231 kHz

T1

Temp 1 [T1 OBW]

          -68.63 dBm

   406.196298077 MHz

T2

Temp 2 [T1 OBW]

          -69.99 dBm

   406.203653846 MHz

Date: 4.APR.2018  12:06:49

 

406.2 MHz, Signal Output 

Ref  30.2 dBm Att  15 dB

*

*

Offset  20.2 dB2

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 406.2 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30.2
1

Marker 1 [T1 ]

           22.42 dBm

   406.200528846 MHz

OBW  7.403846154 kHz

T1

Temp 1 [T1 OBW]

            6.77 dBm

   406.196201923 MHz

T2

Temp 2 [T1 OBW]

            6.28 dBm

   406.203605769 MHz

Date: 4.APR.2018  10:11:32
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418 MHz, Signal Input_0.2dB below  

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 418 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -57.54 dBm

   418.001538462 MHz

OBW  7.307692308 kHz

T1

Temp 1 [T1 OBW]

          -71.85 dBm

   417.996298077 MHz

T2

Temp 2 [T1 OBW]

          -72.66 dBm

   418.003605769 MHz

Date: 4.APR.2018  12:03:23

 

418 MHz, Signal Output 

Ref  30.2 dBm Att  15 dB

*

*

Offset  20.2 dB2

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 418 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30.2
1

Marker 1 [T1 ]

           22.02 dBm

   417.999471154 MHz

OBW  7.500000000 kHz

T1

Temp 1 [T1 OBW]

            6.93 dBm

   417.996298077 MHz

T2 Temp 2 [T1 OBW]

            9.99 dBm

   418.003798077 MHz

Date: 4.APR.2018  10:20:03
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418 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 418 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -52.20 dBm

   418.000048077 MHz

OBW  7.307692308 kHz

T1

Temp 1 [T1 OBW]

          -69.29 dBm

   417.996298077 MHz

T2

Temp 2 [T1 OBW]

          -68.92 dBm

   418.003605769 MHz

Date: 4.APR.2018  12:04:13

 

418 MHz, Signal Output 

Ref  30.2 dBm Att  15 dB

*

*

Offset  20.2 dB2

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 418 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30.2
1

Marker 1 [T1 ]

           22.75 dBm

   418.001250000 MHz

OBW  7.307692308 kHz

T1

Temp 1 [T1 OBW]

            5.54 dBm

   417.996346154 MHz

T2

Temp 2 [T1 OBW]

            3.40 dBm

   418.003653846 MHz

Date: 4.APR.2018  10:21:47
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429.9 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 429.9 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -55.45 dBm

   429.901394231 MHz

OBW  7.163461538 kHz

T1

Temp 1 [T1 OBW]

          -71.22 dBm

   429.896394231 MHz

T2

Temp 2 [T1 OBW]

          -70.45 dBm

   429.903557692 MHz

Date: 4.APR.2018  11:59:17

 

429.9 MHz, Signal Output 

Ref  30.7 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 429.9 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           21.81 dBm

   429.900961538 MHz

OBW  7.307692308 kHz

T1

Temp 1 [T1 OBW]

            6.48 dBm

   429.896346154 MHz

T2

Temp 2 [T1 OBW]

            6.28 dBm

   429.903653846 MHz

Date: 4.APR.2018  10:30:25
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429.9 MHz, Signal Input_3dB  

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 429.9 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -52.99 dBm

   429.899615385 MHz

OBW  7.307692308 kHz

T1

Temp 1 [T1 OBW]

          -69.51 dBm

   429.896250000 MHz

T2

Temp 2 [T1 OBW]

          -67.91 dBm

   429.903557692 MHz

Date: 4.APR.2018  12:01:40

 

429.9 MHz, Signal Output 

Ref  30.7 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 429.9 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           21.93 dBm

   429.898365385 MHz

OBW  7.403846154 kHz

T1

Temp 1 [T1 OBW]

            6.76 dBm

   429.896346154 MHz

T2

Temp 2 [T1 OBW]

            4.09 dBm

   429.903750000 MHz

Date: 4.APR.2018  10:32:14
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450.5 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 450.5 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -55.71 dBm

   450.501009615 MHz

OBW  7.355769231 kHz

T1

Temp 1 [T1 OBW]

          -67.71 dBm

   450.496394231 MHz

T2

Temp 2 [T1 OBW]

          -72.06 dBm

   450.503750000 MHz

Date: 4.APR.2018  11:56:22

 

450.5 MHz, Signal Output 

Ref  30.8 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 450.5 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           20.41 dBm

   450.501250000 MHz

OBW  7.451923077 kHz

T1

Temp 1 [T1 OBW]

            7.86 dBm

   450.496201923 MHz

T2

Temp 2 [T1 OBW]

            5.89 dBm

   450.503653846 MHz

Date: 4.APR.2018  10:40:05
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450.5 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 450.5 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -53.58 dBm

   450.498413462 MHz

OBW  7.355769231 kHz

T1

Temp 1 [T1 OBW]

          -70.11 dBm

   450.496250000 MHz

T2

Temp 2 [T1 OBW]

          -67.98 dBm

   450.503605769 MHz

Date: 4.APR.2018  11:57:50

 

450.5 MHz, Signal Output 

Ref  30.8 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 450.5 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           22.77 dBm

   450.498846154 MHz

OBW  7.403846154 kHz

T1

Temp 1 [T1 OBW]

            7.82 dBm

   450.496298077 MHz

T2
Temp 2 [T1 OBW]

            9.59 dBm

   450.503701923 MHz

Date: 4.APR.2018  10:41:29
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459 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 459 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -55.51 dBm

   459.000384615 MHz

OBW  7.355769231 kHz

T1

Temp 1 [T1 OBW]

          -71.43 dBm

   458.996346154 MHz

T2

Temp 2 [T1 OBW]

          -68.78 dBm

   459.003701923 MHz

Date: 4.APR.2018  11:53:26

 

459 MHz, Signal Output 

Ref  30.5 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 459 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           21.70 dBm

   459.000480769 MHz

OBW  7.403846154 kHz

T1

Temp 1 [T1 OBW]

            6.11 dBm

   458.996298077 MHz

T2

Temp 2 [T1 OBW]

            7.18 dBm

   459.003701923 MHz

Date: 4.APR.2018  10:49:13
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459 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 459 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -53.09 dBm

   459.000480769 MHz

OBW  7.500000000 kHz

T1

Temp 1 [T1 OBW]

          -67.47 dBm

   458.996250000 MHz

T2

Temp 2 [T1 OBW]

          -67.24 dBm

   459.003750000 MHz

Date: 4.APR.2018  11:54:16

 

459 MHz, Signal Output 

Ref  30.5 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 459 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           21.82 dBm

   458.999230769 MHz

OBW  7.403846154 kHz

T1

Temp 1 [T1 OBW]

            6.94 dBm

   458.996346154 MHz

T2
Temp 2 [T1 OBW]

            8.63 dBm

   459.003750000 MHz

Date: 4.APR.2018  10:51:42
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469.9 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 469.9 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -54.69 dBm

   469.898653846 MHz

OBW  7.307692308 kHz

T1

Temp 1 [T1 OBW]

          -71.07 dBm

   469.896394231 MHz

T2

Temp 2 [T1 OBW]

          -71.58 dBm

   469.903701923 MHz

Date: 4.APR.2018  11:51:11

 

469.9 MHz, Signal Output 

Ref  30.3 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 469.9 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           21.40 dBm

   469.899230769 MHz

OBW  7.500000000 kHz

T1

Temp 1 [T1 OBW]

            4.82 dBm

   469.896250000 MHz

T2

Temp 2 [T1 OBW]

            7.35 dBm

   469.903750000 MHz

Date: 4.APR.2018  11:02:09
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469.9 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 469.9 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -52.76 dBm

   469.898076923 MHz

OBW  7.259615385 kHz

T1

Temp 1 [T1 OBW]

          -65.55 dBm

   469.896298077 MHz

T2

Temp 2 [T1 OBW]

          -67.93 dBm

   469.903557692 MHz

Date: 4.APR.2018  11:52:03

 

469.9 MHz, Signal Output 

Ref  30.3 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 469.9 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           22.91 dBm

   469.901875000 MHz

OBW  7.307692308 kHz

T1

Temp 1 [T1 OBW]

            6.97 dBm

   469.896394231 MHz

T2

Temp 2 [T1 OBW]

            7.33 dBm

   469.903701923 MHz

Date: 4.APR.2018  11:03:11
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511.975 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 511.975 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -55.38 dBm

   511.973798077 MHz

OBW  7.259615385 kHz

T1

Temp 1 [T1 OBW]

          -70.54 dBm

   511.971346154 MHz

T2

Temp 2 [T1 OBW]

          -71.93 dBm

   511.978605769 MHz

Date: 4.APR.2018  11:48:35

 

511.975 MHz, Signal Output 

Ref  30.8 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 511.975 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           23.29 dBm

   511.975000000 MHz

OBW  7.307692308 kHz

T1

Temp 1 [T1 OBW]

            8.48 dBm

   511.971346154 MHz

T2

Temp 2 [T1 OBW]

            6.48 dBm

   511.978653846 MHz

Date: 4.APR.2018  11:18:45
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511.975 MHz, Signal Input_3dB  

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 511.975 MHz Span 30 kHz3 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -50.93 dBm

   511.975384615 MHz

OBW  7.259615385 kHz

T1

Temp 1 [T1 OBW]

          -68.44 dBm

   511.971346154 MHz

T2

Temp 2 [T1 OBW]

          -70.48 dBm

   511.978605769 MHz

Date: 4.APR.2018  11:49:27

 

511.975 MHz, Signal Output 

Ref  30.8 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 511.975 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           21.49 dBm

   511.975048077 MHz

OBW  7.403846154 kHz

T1

Temp 1 [T1 OBW]

            6.79 dBm

   511.971346154 MHz

T2
Temp 2 [T1 OBW]

            8.71 dBm

   511.978750000 MHz

Date: 4.APR.2018  11:15:59
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EXHIBIT 5.   OBW DIGITAL 6.25KHZ 

406.2 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK

VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 406.2 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -53.65 dBm

   406.199615385 MHz

OBW  3.653846154 kHz

T1

Temp 1 [T1 OBW]

          -71.80 dBm

   406.198141026 MHz

T2

Temp 2 [T1 OBW]

          -71.86 dBm

   406.201794872 MHz

Date: 4.APR.2018  12:14:32

 

406.2 MHz, Signal Output 

Ref  31 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 406.2 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           23.59 dBm

   406.199839744 MHz

OBW  3.685897436 kHz

T1

Temp 1 [T1 OBW]

            7.43 dBm

   406.198173077 MHz

T2

Temp 2 [T1 OBW]

            5.84 dBm

   406.201858974 MHz

Date: 4.APR.2018  12:36:15
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406.2 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK

VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 406.2 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -49.48 dBm

   406.200288462 MHz

OBW  3.717948718 kHz

T1

Temp 1 [T1 OBW]

          -68.95 dBm

   406.198141026 MHz

T2

Temp 2 [T1 OBW]

          -68.47 dBm

   406.201858974 MHz

Date: 4.APR.2018  12:15:38

 

406.2 MHz, Signal Output 

Ref  31 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 406.2 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30 1

Marker 1 [T1 ]

           25.37 dBm

   406.200512821 MHz

OBW  3.493589744 kHz

T1

Temp 1 [T1 OBW]

            8.15 dBm

   406.198205128 MHz

T2 Temp 2 [T1 OBW]

           10.33 dBm

   406.201698718 MHz

Date: 4.APR.2018  12:37:19
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418 MHz, Signal Input_0.2dB below  

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 418 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -52.51 dBm

   418.000000000 MHz

OBW  3.461538462 kHz

T1

Temp 1 [T1 OBW]

          -69.82 dBm

   417.998237179 MHz

T2

Temp 2 [T1 OBW]

          -69.38 dBm

   418.001698718 MHz

Date: 4.APR.2018  12:17:44

 

418 MHz, Signal Output 

Ref  30.2 dBm Att  15 dB

*

*

Offset  20.2 dB2

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 418 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30.2 1

Marker 1 [T1 ]

           24.99 dBm

   417.999839744 MHz

OBW  3.557692308 kHz

T1

Temp 1 [T1 OBW]

            6.53 dBm

   417.998205128 MHz

T2
Temp 2 [T1 OBW]

            8.57 dBm

   418.001762821 MHz

Date: 4.APR.2018  12:53:06
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418 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 418 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -49.36 dBm

   417.999967949 MHz

OBW  3.557692308 kHz

T1

Temp 1 [T1 OBW]

          -68.24 dBm

   417.998205128 MHz

T2

Temp 2 [T1 OBW]

          -66.32 dBm

   418.001762821 MHz

Date: 4.APR.2018  12:18:38

 

418 MHz, Signal Output 

Ref  30.2 dBm Att  15 dB

*

*

Offset  20.2 dB2

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 418 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30.2
1

Marker 1 [T1 ]

           26.24 dBm

   417.999807692 MHz

OBW  3.589743590 kHz

T1

Temp 1 [T1 OBW]

            7.23 dBm

   417.998173077 MHz

T2

Temp 2 [T1 OBW]

            5.20 dBm

   418.001762821 MHz

Date: 4.APR.2018  12:51:55
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429.9 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 429.9 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -52.55 dBm

   429.900032051 MHz

OBW  3.589743590 kHz

T1

Temp 1 [T1 OBW]

          -71.86 dBm

   429.898237179 MHz

T2

Temp 2 [T1 OBW]

          -71.18 dBm

   429.901826923 MHz

Date: 4.APR.2018  12:20:16

 

429.9 MHz, Signal Output 

Ref  31 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 429.9 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30 1

Marker 1 [T1 ]

           25.38 dBm

   429.899615385 MHz

OBW  3.653846154 kHz

T1

Temp 1 [T1 OBW]

            6.74 dBm

   429.898205128 MHz

T2

Temp 2 [T1 OBW]

            6.84 dBm

   429.901858974 MHz

Date: 4.APR.2018  12:54:52
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429.9 MHz, Signal Input_3dB  

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 429.9 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40
1

Marker 1 [T1 ]

          -48.49 dBm

   429.899743590 MHz

OBW  3.685897436 kHz

T1

Temp 1 [T1 OBW]

          -66.51 dBm

   429.898173077 MHz

T2

Temp 2 [T1 OBW]

          -65.78 dBm

   429.901858974 MHz

Date: 4.APR.2018  12:21:38

 

429.9 MHz, Signal Output 

Ref  31 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 429.9 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30 1

Marker 1 [T1 ]

           25.53 dBm

   429.900128205 MHz

OBW  3.557692308 kHz

T1

Temp 1 [T1 OBW]

            7.11 dBm

   429.898205128 MHz

T2

Temp 2 [T1 OBW]

            7.41 dBm

   429.901762821 MHz

Date: 4.APR.2018  12:55:52
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450.5 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 450.5 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -52.78 dBm

   450.500224359 MHz

OBW  3.621794872 kHz

T1

Temp 1 [T1 OBW]

          -70.37 dBm

   450.498173077 MHz

T2

Temp 2 [T1 OBW]

          -71.04 dBm

   450.501794872 MHz

Date: 4.APR.2018  12:23:12

 

450.5 MHz, Signal Output 

Ref  30.1 dBm Att  15 dB

*

*

Offset  20.2 dB1

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 450.5 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30.1 1

Marker 1 [T1 ]

           24.26 dBm

   450.499775641 MHz

OBW  3.589743590 kHz

T1

Temp 1 [T1 OBW]

            8.35 dBm

   450.498173077 MHz

T2
Temp 2 [T1 OBW]

            8.06 dBm

   450.501762821 MHz

Date: 4.APR.2018  13:09:28
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450.5 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 450.5 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -49.43 dBm

   450.500320513 MHz

OBW  3.557692308 kHz

T1

Temp 1 [T1 OBW]

          -65.04 dBm

   450.498205128 MHz

T2

Temp 2 [T1 OBW]

          -67.43 dBm

   450.501762821 MHz

Date: 4.APR.2018  12:24:10

 

450.5 MHz, Signal Output 

Ref  30.1 dBm Att  15 dB

*

*

Offset  20.2 dB1

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 450.5 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30.1
1

Marker 1 [T1 ]

           26.20 dBm

   450.499551282 MHz

OBW  3.589743590 kHz

T1

Temp 1 [T1 OBW]

            8.32 dBm

   450.498237179 MHz

T2
Temp 2 [T1 OBW]

            7.62 dBm

   450.501826923 MHz

Date: 4.APR.2018  13:08:33
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459 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 459 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -51.17 dBm

   458.999391026 MHz

OBW  3.525641026 kHz

T1

Temp 1 [T1 OBW]

          -70.10 dBm

   458.998237179 MHz

T2

Temp 2 [T1 OBW]

          -70.37 dBm

   459.001762821 MHz

Date: 4.APR.2018  12:26:18

 

459 MHz, Signal Output 

Ref  30.5 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 459 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30 1

Marker 1 [T1 ]

           25.40 dBm

   459.000096154 MHz

OBW  3.685897436 kHz

T1

Temp 1 [T1 OBW]

            7.93 dBm

   458.998141026 MHz

T2

Temp 2 [T1 OBW]

            6.11 dBm

   459.001826923 MHz

Date: 4.APR.2018  13:10:59
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459 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 459 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40
1

Marker 1 [T1 ]

          -48.54 dBm

   458.999615385 MHz

OBW  3.557692308 kHz

T1

Temp 1 [T1 OBW]

          -64.50 dBm

   458.998173077 MHz

T2

Temp 2 [T1 OBW]

          -67.75 dBm

   459.001730769 MHz

Date: 4.APR.2018  12:27:41

 

459 MHz, Signal Output 

Ref  30.5 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 459 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30 1

Marker 1 [T1 ]

           25.65 dBm

   458.999903846 MHz

OBW  3.653846154 kHz

T1

Temp 1 [T1 OBW]

            6.02 dBm

   458.998173077 MHz

T2

Temp 2 [T1 OBW]

            7.06 dBm

   459.001826923 MHz

Date: 4.APR.2018  13:12:22
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469.9 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 469.9 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -52.65 dBm

   469.900032051 MHz

OBW  3.589743590 kHz

T1

Temp 1 [T1 OBW]

          -70.01 dBm

   469.898205128 MHz

T2

Temp 2 [T1 OBW]

          -70.70 dBm

   469.901794872 MHz

Date: 4.APR.2018  12:29:05

 

469.9 MHz, Signal Output 

Ref  30.5 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 469.9 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30 1

Marker 1 [T1 ]

           25.77 dBm

   469.899871795 MHz

OBW  3.589743590 kHz

T1

Temp 1 [T1 OBW]

            6.94 dBm

   469.898205128 MHz

T2
Temp 2 [T1 OBW]

            8.34 dBm

   469.901794872 MHz

Date: 4.APR.2018  13:30:36
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469.9 MHz, Signal Input_3dB 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 469.9 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -49.05 dBm

   469.900000000 MHz

OBW  3.621794872 kHz

T1

Temp 1 [T1 OBW]

          -67.12 dBm

   469.898205128 MHz

T2

Temp 2 [T1 OBW]

          -66.49 dBm

   469.901826923 MHz

Date: 4.APR.2018  12:30:02

 

469.9 MHz, Signal Output 

Ref  30.5 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 469.9 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30 1

Marker 1 [T1 ]

           25.89 dBm

   469.900673077 MHz

OBW  3.621794872 kHz

T1

Temp 1 [T1 OBW]

            8.21 dBm

   469.898237179 MHz

T2
Temp 2 [T1 OBW]

            8.86 dBm

   469.901858974 MHz

Date: 4.APR.2018  13:29:27
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511.975 MHz, Signal Input_0.2dB below 

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 511.975 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -51.64 dBm

   511.975160256 MHz

OBW  3.557692308 kHz

T1

Temp 1 [T1 OBW]

          -69.14 dBm

   511.973237179 MHz

T2

Temp 2 [T1 OBW]

          -68.57 dBm

   511.976794872 MHz

Date: 4.APR.2018  12:31:18

 

511.975 MHz, Signal Output 

Ref  30.5 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 511.975 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30 1

Marker 1 [T1 ]

           26.14 dBm

   511.975320513 MHz

OBW  3.557692308 kHz

T1

Temp 1 [T1 OBW]

            6.90 dBm

   511.973205128 MHz

T2

Temp 2 [T1 OBW]

            5.87 dBm

   511.976762821 MHz

Date: 4.APR.2018  13:32:35

 

 



FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster                   Page 72 of 107 
 Bi-Directional Amplifier System, Model: BDA380512                                FCC ID: WDM-BDA380512 
 

 
ULTRATECH GROUP OF LABS File #: 18CMPR025Q_FCC90 
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4  

Tel. #:  905-829-1570, Fax. #: 905-829-8050, Email: vic@ultratech-labs.com, Website: http://www.ultratech-labs.com 

511.975 MHz, Signal Input_3dB  

Ref -40 dBm Att  5 dB

*

*

1 PK
VIEW

 A 

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 511.975 MHz Span 20 kHz2 kHz/

-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

-40

1

Marker 1 [T1 ]

          -48.81 dBm

   511.975224359 MHz

OBW  3.621794872 kHz

T1

Temp 1 [T1 OBW]

          -65.82 dBm

   511.973173077 MHz

T2

Temp 2 [T1 OBW]

          -67.16 dBm

   511.976794872 MHz

Date: 4.APR.2018  12:32:21

 

511.975 MHz, Signal Output 

Ref  30.5 dBm Att  20 dB

*

*

Offset  20.2 dB

1 PK
VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 511.975 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30
1

Marker 1 [T1 ]

           27.53 dBm

   511.975032051 MHz

OBW  3.685897436 kHz

T1

Temp 1 [T1 OBW]

            6.55 dBm

   511.973076923 MHz

T2

Temp 2 [T1 OBW]

            5.58 dBm

   511.976762821 MHz

Date: 4.APR.2018  13:33:55
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EXHIBIT 6.   MASK C 

406.2MHz-Analog-25KHz, Signal Input_0.2dB below AGC 

Ref  30.9 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 406.2 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.82 dBm

   406.200000000 MHz

MASK-C

Date: 7.MAR.2018  15:47:22

 

 

406.2MHz-Analog-25KHz, Signal Input_3dB above AGC 

Ref  30.7 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK
VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 406.2 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.55 dBm

   406.200000000 MHz

MASK-C

Date: 7.MAR.2018  15:55:16
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418MHz-Analog-25 KHz, Signal Input_0.2dB below 

Ref  30.8 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 418 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.69 dBm

   418.000000000 MHz

MASK-C

Date: 8.MAR.2018  08:39:45

 

418MHz-Analog-25 KHz, Signal Input_3dB above AGC 

Ref  30.5 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 418 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.41 dBm

   418.000000000 MHz

MASK-C

Date: 8.MAR.2018  08:42:37
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429.9MHz-Analog-25 KHz, Signal Input_0.2dB below AGC 

Ref  31 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 429.9 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.93 dBm

   429.900000000 MHz

MASK-C

Date: 8.MAR.2018  08:46:37

 

429.9MHz-Analog-25KHz, Signal Input_3dB above AGC 

Ref  30.6 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 429.9 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.53 dBm

   429.900000000 MHz

MASK-C

Date: 8.MAR.2018  08:49:19
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450.5MHz-Analog-25 KHz, Signal Input_0.2dB below AGC 

Ref  30.7 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 450.5 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.67 dBm

   450.500000000 MHz

MASK-C

Date: 8.MAR.2018  08:53:06

 

450.5MHz-Analog-25 KHz, Signal Input_3dB above AGC 

Ref  30.4 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 450.5 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.36 dBm

   450.500000000 MHz

MASK-C

Date: 8.MAR.2018  08:56:18
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459MHz-Analog-25 KHz, Signal Input_0.2dB below AGC 

Ref  30.8 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 459 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.77 dBm

   459.000000000 MHz

MASK-C

Date: 8.MAR.2018  08:59:58

 

459MHz-Analog-25 KHz, Signal Input_3dB above AGC 

Ref  30.6 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 459 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.51 dBm

   459.000000000 MHz

MASK-C

Date: 8.MAR.2018  09:02:41
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469MHz-Analog-25 KHz, Signal Input_0.2dB below AGC 

Ref  30.8 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 469.9 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.80 dBm

   469.900000000 MHz

MASK-C

Date: 8.MAR.2018  09:05:36

 

 

469MHz-Analog-25 KHz, Signal Input_3dB above AGC 

Ref  30.6 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 469.9 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.58 dBm

   469.900000000 MHz

MASK-C

Date: 8.MAR.2018  09:07:58
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511.975MHz-Analog-25 KHz, Signal Input_0.2dB below AGC 

Ref  31 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 511.975 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.95 dBm

   511.975000000 MHz

MASK-C

Date: 8.MAR.2018  09:11:10

 

 

511.975MHz-Analog-25 KHz, Signal Input_3dB above AGC 

Ref  30.9 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 300 Hz

VBW 3 kHz

SWT 560 ms

Center 511.975 MHz Span 50 kHz5 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.84 dBm

   511.975000000 MHz

MASK-C

Date: 8.MAR.2018  09:13:24
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EXHIBIT 7.   MASK D 

406.2MHz-Analog-12.5KHz, Signal Input_0.2dB below 

Ref  30.8 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 406.2 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.78 dBm

   406.200000000 MHz

MASK-D

Date: 8.MAR.2018  09:26:01

 

406.2MHz-Analog-12.5KHz, Signal Input_3dB above AGC 

Ref  30.6 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK
VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 406.2 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.53 dBm

   406.200000000 MHz

MASK-D

Date: 8.MAR.2018  09:28:46

 

 



FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster                   Page 81 of 107 
 Bi-Directional Amplifier System, Model: BDA380512                                FCC ID: WDM-BDA380512 
 

 
ULTRATECH GROUP OF LABS File #: 18CMPR025Q_FCC90 
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4  

Tel. #:  905-829-1570, Fax. #: 905-829-8050, Email: vic@ultratech-labs.com, Website: http://www.ultratech-labs.com 

418MHz-Analog-12.5 KHz, Signal Input_0.2dB below 

Ref  30.9 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 418 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.82 dBm

   418.000000000 MHz

MASK-D

Date: 8.MAR.2018  09:32:05

 

418MHz-Analog-12.5 KHz, Signal Input_3dB above AGC 

Ref  30.6 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 418 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.58 dBm

   418.000000000 MHz

MASK-D

Date: 8.MAR.2018  09:34:35
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429.9MHz-Analog-12.5KHz, Signal Input_0.2dB below 

Ref  31 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 429.9 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           31.03 dBm

   429.900000000 MHz

MASK-D

Date: 8.MAR.2018  09:37:43

 

429.9MHz-Analog-12.5KHz, Signal Input_3dB above AGC 

Ref  30.7 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 429.9 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.68 dBm

   429.900000000 MHz

MASK-D

Date: 8.MAR.2018  09:39:59
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450.5MHz-Analog-12.5KHz, Signal Input_0.2dB below 

Ref  30.8 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 450.5 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.76 dBm

   450.500000000 MHz

MASK-D

Date: 8.MAR.2018  09:43:35

 

450.5MHz-Analog-12.5KHz, Signal Input_3dB above AGC 

Ref  30.5 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 450.5 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.46 dBm

   450.500000000 MHz

MASK-D

Date: 8.MAR.2018  09:46:33
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459MHz-Analog-12.5 KHz, Signal Input_0.2dB below 

Ref  30.9 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 459 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.84 dBm

   459.000000000 MHz

MASK-D

Date: 8.MAR.2018  09:50:01

 

459MHz-Analog-12.5 KHz, Signal Input_3dB above AGC 

Ref  30.6 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 459 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.60 dBm

   459.000000000 MHz

MASK-D

Date: 8.MAR.2018  09:52:44
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469MHz-Analog-12.5 KHz, Signal Input_0.2dB below 

Ref  30.9 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 469.9 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.88 dBm

   469.900000000 MHz

MASK-D

Date: 8.MAR.2018  09:56:16

 

469MHz-Analog-12.5 KHz, Signal Input_3dB above AGC 

Ref  30.7 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 469.9 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.67 dBm

   469.900000000 MHz

MASK-D

Date: 8.MAR.2018  09:58:34
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511.975MHz-Analog-12.5 KHz, Signal Input_0.2dB below 

Ref  31 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 511.975 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           31.03 dBm

   511.975000000 MHz

MASK-D

Date: 8.MAR.2018  10:04:05

 

511.975MHz-Analog-12.5 KHz, Signal Input_3dB above AGC 

Ref  31 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 511.975 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.92 dBm

   511.975000000 MHz

MASK-D

Date: 8.MAR.2018  10:01:47

 

 

 

 



FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster                   Page 87 of 107 
 Bi-Directional Amplifier System, Model: BDA380512                                FCC ID: WDM-BDA380512 
 

 
ULTRATECH GROUP OF LABS File #: 18CMPR025Q_FCC90 
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4  

Tel. #:  905-829-1570, Fax. #: 905-829-8050, Email: vic@ultratech-labs.com, Website: http://www.ultratech-labs.com 

406.2MHz-Digital-12.5KHz, Signal Input_0.2dB below 

Ref  30.6 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 406.2 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.43 dBm

   406.200000000 MHz

MASK-D

Date: 4.APR.2018  10:05:54

 

406.2MHz-Digital-12.5KHz, Signal Input_3dB above AGC 

Ref  30.2 dBm Att  35 dB

*

*

Offset  20.2 dB2

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 406.2 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30.2

1

Marker 1 [T1 ]

           30.08 dBm

   406.200000000 MHz

MASK-D

Date: 4.APR.2018  10:10:01
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418MHz-Digital-12.5 KHz, Signal Input_0.2dB below 

Ref  30.7 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 418 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.58 dBm

   418.000000000 MHz

MASK-D

Date: 4.APR.2018  10:27:18

 

418MHz-Digital-12.5 KHz, Signal Input_3dB above AGC 

Ref  30.3 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 418 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.22 dBm

   418.000000000 MHz

MASK-D

Date: 4.APR.2018  10:24:48
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429.9MHz- Digital-12.5KHz, Signal Input_0.2dB below 

Ref  30.8 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 429.9 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.73 dBm

   429.900000000 MHz

MASK-D

Date: 4.APR.2018  10:37:53

 

429.9MHz-Digital-12.5KHz, Signal Input_3dB above AGC 

Ref  30.5 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 429.9 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.33 dBm

   429.900000000 MHz

MASK-D

Date: 4.APR.2018  10:35:18
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450.5MHz- Digital-12.5KHz, Signal Input_0.2dB below 

Ref  30.5 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 450.5 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.37 dBm

   450.500000000 MHz

MASK-D

Date: 4.APR.2018  10:47:01

 

450.5MHz-Digital-12.5KHz, Signal Input_3dB above AGC 

Ref  30.2 dBm Att  35 dB

*

*

Offset  20.2 dB2

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 450.5 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30.2

1

Marker 1 [T1 ]

           30.12 dBm

   450.500000000 MHz

MASK-D

Date: 4.APR.2018  10:44:34
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459MHz-Digital-12.5 KHz, Signal Input_0.2dB below 

Ref  30.3 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 459 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.14 dBm

   459.000000000 MHz

MASK-D

Date: 4.APR.2018  10:59:32

 

459MHz-Digital-12.5 KHz, Signal Input_3dB above AGC 

Ref  30.3 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 459 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.24 dBm

   459.000000000 MHz

MASK-D

Date: 4.APR.2018  10:57:56
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469MHz-Digital-12.5 KHz, Signal Input_0.2dB below 

Ref  30.5 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 469.9 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.45 dBm

   469.900000000 MHz

MASK-D

Date: 4.APR.2018  11:07:32

 

469MHz-Digital-12.5 KHz, Signal Input_3dB above AGC 

Ref  30.3 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 469.9 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.25 dBm

   469.900000000 MHz

MASK-D

Date: 4.APR.2018  11:05:30
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511.975MHz-Digital-12.5 KHz, Signal Input_0.2dB below 

Ref  30.8 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 511.975 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.71 dBm

   511.975000000 MHz

MASK-D

Date: 4.APR.2018  11:11:16

 

511.975MHz-Digital-12.5 KHz, Signal Input_3dB above AGC 

Ref  30.8 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 3.6 s

Center 511.975 MHz Span 30 kHz3 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.69 dBm

   511.975000000 MHz

MASK-D

Date: 4.APR.2018  11:13:08
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EXHIBIT 8.   MASK E 

406.2MHz-Analog-6.25KHz, Signal Input_0.2dB below 

Ref  31 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 406.2 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.91 dBm

   406.200000000 MHz

MASK-E

Date: 8.MAR.2018  10:25:23

 

406.2MHz-Analog-6.25KHz, Signal Input_3dB above AGC 

Ref  30.6 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK
VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 406.2 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.61 dBm

   406.200000000 MHz

MASK-E

Date: 8.MAR.2018  10:27:34

 

 



FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster                   Page 95 of 107 
 Bi-Directional Amplifier System, Model: BDA380512                                FCC ID: WDM-BDA380512 
 

 
ULTRATECH GROUP OF LABS File #: 18CMPR025Q_FCC90 
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4  

Tel. #:  905-829-1570, Fax. #: 905-829-8050, Email: vic@ultratech-labs.com, Website: http://www.ultratech-labs.com 

418MHz-Analog-6.25 KHz, Signal Input_0.2dB below 

Ref  30.9 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 418 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.90 dBm

   418.000000000 MHz

MASK-E

Date: 8.MAR.2018  10:30:32

 

418MHz-Analog-6.25 KHz, Signal Input_3dB above AGC 

Ref  30.7 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 418 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.66 dBm

   418.000000000 MHz

MASK-E

Date: 8.MAR.2018  10:32:58
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429.9MHz-Analog-6.25KHz, Signal Input_0.2dB below 

Ref  29.8 dBm Att  35 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 429.9 MHz Span 20 kHz2 kHz/

-70.2

-60

-50

-40

-30

-20

-10

0

10

20

1

Marker 1 [T1 ]

           29.79 dBm

   429.900000000 MHz

MASK-E

Date: 8.MAR.2018  10:42:34

 

429.9MHz-Analog-6.25KHz, Signal Input_3dB above AGC 

Ref  30.8 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 429.9 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.78 dBm

   429.900000000 MHz

MASK-E

Date: 8.MAR.2018  10:45:33
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450.5MHz-Analog-6.25KHz, Signal Input_0.2dB below 

Ref  30.8 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 450.5 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.84 dBm

   450.500000000 MHz

MASK-E

Date: 8.MAR.2018  10:51:17

 

450.5MHz-Analog-6.25KHz, Signal Input_3dB above AGC 

Ref  30.6 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 450.5 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.54 dBm

   450.500000000 MHz

MASK-E

Date: 8.MAR.2018  10:54:15

 

 

 

 



FCC Parts 2, 90.219 & KDB 935210 D05- Signal Booster                   Page 98 of 107 
 Bi-Directional Amplifier System, Model: BDA380512                                FCC ID: WDM-BDA380512 
 

 
ULTRATECH GROUP OF LABS File #: 18CMPR025Q_FCC90 
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4  

Tel. #:  905-829-1570, Fax. #: 905-829-8050, Email: vic@ultratech-labs.com, Website: http://www.ultratech-labs.com 

459MHz-Analog-6.25 KHz, Signal Input_0.2dB below 

Ref  31 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 459 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.92 dBm

   459.000000000 MHz

MASK-E

Date: 8.MAR.2018  10:57:26

 

459MHz-Analog-6.25 KHz, Signal Input_3dB above AGC 

 

Ref  30.7 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 459 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.67 dBm

   459.000000000 MHz

MASK-E

Date: 8.MAR.2018  10:59:31
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469MHz-Analog-6.25 KHz, Signal Input_0.2dB below 

Ref  31 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 469.9 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.91 dBm

   469.900000000 MHz

MASK-E

Date: 8.MAR.2018  11:02:33

 

469MHz-Analog-6.25 KHz, Signal Input_3dB above AGC 

Ref  30.7 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 469.9 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.71 dBm

   469.900000000 MHz

MASK-E

Date: 8.MAR.2018  11:06:34
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511.975MHz-Analog-6.25 KHz, Signal Input_0.2dB below 

Ref  31.1 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 511.975 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           31.11 dBm

   511.975000000 MHz

MASK-E

Date: 8.MAR.2018  11:10:27

 

511.975MHz-Analog-6.25 KHz, Signal Input_3dB above AGC 

 

Ref  30.9 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 511.975 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.85 dBm

   511.975000000 MHz

MASK-E

Date: 8.MAR.2018  11:14:51
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406.2MHz-Digital-6.25KHz, Signal Input_0.2dB below 

Ref  30.5 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 406.2 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.41 dBm

   406.200000000 MHz

MASK-E

Date: 4.APR.2018  12:44:18

 

406.2MHz- Digital -6.25KHz, Signal Input_3dB above AGC 

Ref  30.1 dBm Att  35 dB

*

*

Offset  20.2 dB1

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 406.2 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30.1

1

Marker 1 [T1 ]

           30.04 dBm

   406.200000000 MHz

MASK-E

Date: 4.APR.2018  12:41:35
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418MHz- Digital 6.25 KHz, Signal Input_0.2dB below 

Ref  30.5 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 418 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.51 dBm

   418.000000000 MHz

MASK-E

Date: 4.APR.2018  12:48:12

 

418MHz- Digital 6.25 KHz, Signal Input_3dB above AGC 

Ref  30.2 dBm Att  35 dB

*

*

Offset  20.2 dB2

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 418 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30.2

1

Marker 1 [T1 ]

           30.16 dBm

   418.000000000 MHz

MASK-E

Date: 4.APR.2018  12:50:26
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429.9MHz- Digital -6.25KHz, Signal Input_0.2dB below 

Ref  30.7 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 429.9 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.69 dBm

   429.900000000 MHz

MASK-E

Date: 4.APR.2018  13:00:55

 

429.9MHz- Digital -6.25KHz, Signal Input_3dB above AGC 

 

Ref  30.3 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 429.9 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.28 dBm

   429.900000000 MHz

MASK-E

Date: 4.APR.2018  12:58:42
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450.5MHz- Digital -6.25KHz, Signal Input_0.2dB below 

Ref  30.4 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 450.5 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.33 dBm

   450.500000000 MHz

MASK-E

Date: 4.APR.2018  13:04:56

 

450.5MHz- Digital -6.25KHz, Signal Input_3dB above AGC 

Ref  30.1 dBm Att  35 dB

*

*

Offset  20.2 dB1

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 450.5 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30.1

1

Marker 1 [T1 ]

           30.09 dBm

   450.500000000 MHz

MASK-E

Date: 4.APR.2018  13:07:02
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459MHz- Digital 6.25 KHz, Signal Input_0.2dB below 

Ref  30.5 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 459 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.44 dBm

   459.000000000 MHz

MASK-E

Date: 4.APR.2018  13:16:50

 

459MHz- Digital 6.25 KHz, Signal Input_3dB above AGC 

Ref  30.3 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 459 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.20 dBm

   459.000000000 MHz

MASK-E

Date: 4.APR.2018  13:14:43
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469MHz- Digital 6.25 KHz, Signal Input_0.2dB below 

Ref  30.5 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 469.9 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.44 dBm

   469.900000000 MHz

MASK-E

Date: 4.APR.2018  13:22:18

 

469MHz- Digital 6.25 KHz, Signal Input_3dB above AGC 

Ref  30.3 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 469.9 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.23 dBm

   469.900000000 MHz

MASK-E

Date: 4.APR.2018  13:24:59
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511.975MHz- Digital 6.25 KHz, Signal Input_0.2dB below 

Ref  30.7 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 511.975 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.67 dBm

   511.975000000 MHz

MASK-E

Date: 4.APR.2018  13:39:54

 

511.975MHz- Digital 6.25 KHz, Signal Input_3dB above AGC 

 

Ref  30.6 dBm Att  40 dB

*

*

Offset  20.2 dB

1 PK

VIEW

2 PK

VIEW

 A 

LVL

3DB

RBW 100 Hz

VBW 1 kHz

SWT 2.4 s

Center 511.975 MHz Span 20 kHz2 kHz/

-60

-50

-40

-30

-20

-10

0

10

20

30

1

Marker 1 [T1 ]

           30.57 dBm

   511.975000000 MHz

MASK-E

Date: 4.APR.2018  13:36:16

 

 


