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TITLE:
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DATE

UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE INCHES [mm]:
SURFACE FINISH:
TOLERANCES:
   LINEAR:
   ANGULAR:

APPROVED

DRAWN

CONFIDENTIAL STATEMENT:
THIS DOCUMENT CONTAINS INFORMATION 
CONFIDENTIAL TO 2GIG TECHNOLOGIES 
AND MAY NOT BE COPIED IN WHOLE OR 
PART WITHOUT AUTHORIZATION OF 2GIG
TECHNOLOGIES, INC.

DATE

x1 INITIAL RELEASE 7/30/2014 DSR

D. ROBINSON 7/30/14

NOTES: (UNLESS OTHERWISE SPECIFIED)
1.  MATERIAL: FASSON 2MIL HIGH GLOSS WHT POLYESTER NTC/S33/BG50# WHT, 
     OR EQUIVALENT.
2.  USE ART WORK #44-000072-001.EPS

+/- .5 DEG

NOTED

.XX +/- .02 .XXX +/- .010

.062 [15.7]

1.00 [25.4]

2GIG-BRDG1-900

WWYYYY 44-000072-001 x3

POWER SUPPLY: 5.0VDC, 0.2A. 
TRANSCEIVER FREQUENCY: 910 TO 920 MHz.

REFER TO #77-000044-001 REVB FOR INSTALLATION INSTRUCTIONS.     
WEEKLY TESTING IS REQUIRED TO ENSURE PROPER 
OPERATION OF THE SYSTEM.
DO NOT CONNECT AC POWER TO A RECEPTACLE CONTROLLED 
BY A SWITCH.

FCC ID:WDQ-BRDG
IC: 7794A-BRDG

COMPLIES WITH: RSS-10IC
EN CONFORMITE AVEC

IC CNR 210

R.030 [.001


