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Annex A 
 

Setup Photographs 
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PHOTOGRAPHS OF MAXIMUM EMISSION SET-UP 
 
1 Conducted disturbance at mains terminals 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Note :  Maintaining 10cm spacing between all the equipment cabinets. 
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2 Radiated disturbance (0.009 – 30 MHz) 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Note :  Maintaining 10cm spacing between all the equipment cabinets. 
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3 Radiated disturbance (30 – 1000 MHz) 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Note :  Maintaining 10cm spacing between all the equipment cabinets. 
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4 Radiated disturbance (Above 1 GHz) 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Note :  Maintaining 10cm spacing between all the equipment cabinets. 
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5 Restricted bands of operation, Voltage Varied 
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6 Occupied Bandwidth, Frequency Stability 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


