
 

 

FIGURE 3 
VISIT SMART HUB (M/N: BE1310) 

COVER REMOVED 
 

 
 
 

FIGURE 4 
VISIT SMART HUB (M/N: BE1310) 
MAIN BOARD #1 (FRONT VIEW) 

 

 
 



 

 

FIGURE 5 
VISIT SMART HUB (M/N: BE1310) 

MAIN BOARD #1 (FRONT VIEW WITHOUT BT MODULE) 
 

 
 
 

FIGURE 6 
VISIT SMART HUB (M/N: BE1310) 

MAIN BOARD #1 (BACK VIEW) 
 

 
 



 

 

FIGURE 7 
VISIT SMART HUB (M/N: BE1310) 
MAIN BOARD #2 (FRONT VIEW) 

 

 
 
 

FIGURE 8 
VISIT SMART HUB (M/N: BE1310) 

MAIN BOARD #2 (BACK VIEW) 
 

 
 



 

 

FIGURE 9 
VISIT SMART HUB (M/N: BE1310) 

CHIP AND IC ON MAIN BOARD #2  
 

 
 
 

FIGURE 10 
VISIT SMART HUB (M/N: BE1310) 

BT MODULE ON MAIN BOARD #1(FRONT VIEW) 
 

 
 



 

 

FIGURE 11 
VISIT SMART HUB (M/N: BE1310) 

BT MODULE ON MAIN BOARD #1(BACK VIEW) 
 

 
 
 

FIGURE 12 
VISIT SMART HUB (M/N: BE1310) 

ADAPTER 
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