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Shenzhen Xinguodu  

Technology Co., Ltd. G101 Password keyboard 

Specification 
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Copyright Information 

 

2005 XINGUODU Technology Company 

 

COPYRIGHT: Unless permitted by applicable copyright law, reproduction, use and 

translation without prior written permission is prohibited. 

 

version number：V 1.00 

 

 

 

 

 

     

 Product specification 

project index 

processor K21 (1M bytes flash,128K RAM) 

memory 4M bytes SPI FLASH 

power Connect the POS host, powered by the POS host 

SIM card 2 

LCD 2.8 Inch color LCD screen 

keyboard 15 Key waterproof dustproof keyboard. 

Security module Support 100 keys 

Programing 

language 
Standard C, support two development 

Special function Black box function 
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Electrify use 

Power on 

G101：The G101 and POS connected to power, G101 shows the following 

interface 

 

 

 

 

 

 

General function operation 

Non contact card reader 

function：Do not accept the transaction 

steps：     1、POS initiated non connected transaction； 

2、G101 voice prompts, interface tips； 

3、Non contact card； 

4、Prompt transaction success； 

5、Welcome interface。  

 

Lose password 

function：As a common password keyboard password。 

steps：   1、POS machine launched password； 

2、G101 prompt password； 

3、Enter password according to the prompt； 

4、Welcome interface after confirmation； 

 

 

Self-test 

 

 

China UnionPay IC card 

welcome 
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Technical support 

You can always get technical support and service, our technical support department is willing to help 

you. Just include the following information in your letter, fax, or E-mail： 

◆ G101 number； 

◆ The detailed description of your problem, as well as problems arise when you 

are operating； 

◆ In order to solve the problem, you have to take what measures。 

If you need to immediately have a call with us, please on Monday to Friday Beijing 

time AM8:30 ~ PM5:30 call our technical support phone number, and please prepare the 

above information, this can help us to answer your questions as soon as possible. 

Provide feedback and advice: if you have a good idea or want to know G101, please 

send us the information by mail or email. In order to make G101 products better and more 

suitable for you, your feedback and suggestions will be very important for us，Many of the 

features of G101 and the important user interface are clearly attracted many users 

comments. So, if you have a good idea about a particular feature or how to get a job done, 

please let us know in time. 

wep：http://www.xinguodu.com/ 

 

email：public@xinguodu.com 

 

phone number：(0755)-83890390 

 

Fax：(0755)-83890273 

 

address：17B JinSong Mansion, Terra Industrial & Trade Park Chegongmiao, Futian 

District, Shenzhen, China 

Postcode：518040 

http://www.xinguodu.com/
mailto:public@xinguodu.com
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Warning 

 

 

 

 

This device complies with Part 15 of the FCC Rules. Operation is subject to the following 

two  conditions:(1)  this  device  may  not  cause  harmful  interference,  and  (2)  this  device 

must accept any interference received, including interference that may cause undesired 

operation.

Changes or modifications not expressly approved by the party responsible for compliance 

could void the user's authority to operate the equipment.

This device has been tested and found to comply with the limits for a Class B digital device, 
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable 
protection against harmful interference in a residential installation. 

This equipment generates, uses and can radiate radio frequency energy and, if not installed 
and used in accordance with the instructions, may cause harmful interference to radio 
communications. 

However, there is no guarantee that interference will not occur in a particular installation. If this 
equipment does cause harmful interference to radio or television reception, which can be 
determined by turning the equipment off and on, the user is encouraged to try to correct the 
interference by one or more of the following measures:

—Reorient or relocate the receiving antenna.

—Increase the separation between the equipment and receiver.

—Connect the equipment into an outlet on a circuit different from that to which the receiver is 
connected.

—Consult the dealer or an experienced radio/TV technician for help.

 




