
1 Switch on the remote, press 
1 second the button 

Press 2 seconds the button on top left             to switch off the remote control.

The wireless XP headphones switches off automatically (otherwise force it off by pressing       and      ).

If you wish to change the main detection settings: 

Press MENU , scroll through the functions, set with                and press             to return to the main menu.
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Switch OFF

After charging your device ! 

Choose the audio output Switch on the headphone 
press 2 seconds  
(WS6 / WSA II / WSA II XL)

The flash of the led indicates the awakening of the coil then flashes every second. 
 
By default the DEUS II starts on the factory program N ° 1 GENERAL. 
 
Use                to test another of the 12 factory programs.

Wire 
headphone

Speaker 
BH-01 : Bone 
Headphone

Wireless 
headphone

QUICK START

NOTE: an headset paired with the remote control will turn on and off automatically. 

- +

- +

03/08/2021
www.xpmetaldetectors.com

Switch ON
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Battery life

POWER SUPPLY - BATTERIES

-

WS6

Coil in Multi

REMOTE CONTROL

BATTERY LIFE

BATTERY LIFE

BATTERY LIFE 

BATTERY LIFE

BATTERY LIFE 

4 kHz

Wireless Audio output 

7 to 18 kHz 25 kHz 32 kHz 45 kHz

Speaker or BH-01 audio output

-

4 seconds. 

*

Coil LED explanation

*
DISQUES

01 - 052D89

OPTION

SELECT

02 - 042C75 

%  
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for use.

Output 5V       

POWER SUPPLY - BATTERIES



POWER SUPPLY - BATTERIES

protection systems, risk of explosion or cause ignition.

Remplacing batteries

Safety Precautions

-

for obvious reasons - safety and impermeability. It must be returned to our service department or an XP 
distributor for replacement.

-
turned to your vendor.

-



SPECIFICATIONS

Link

Display screen 8192 pixels

Wireless coil optional
Coil cover Yes
Belt-mounted remote control case Yes

Yes
Stem
Batteries
Batterie levels indicator
Wireless Remote Control battery life

Wireless Coil battery life 8H to 20H depending programs and frequencies

Optional

370 g S-Telescopic - 305 g S-Telescopic lite
150 g

58 cm
130 cm

Operating T°

Recommended storage T° 25°C
Waterproof coil 
Guarantee

Patents US 7940049 B2 - EP 1990658 B1 and patents pending

Detection frequencies

Sensitivity 99 levels
Sound type
Audio Volume
Reactivity
Audio Response 8 levels
Iron Volume 6 levels
Multi Tones
Ground balance Tracking, Grab, Manual

Statique Mode - Pinpoint
Discrimination

Equalizer
Programs

Radio

General Features



ACCESSORIES & OPTIONS

WSA II XLWS6 WSA II

DEUS II 

MI-6

HIPMOUNT 
CASE

S-TELESCOPIC STEM

CAR
CHARGER

XP BACKPACK
280

XP BACKPACK
240

XP CASE

FX-03

MI-4

SUPPORT 
WS6

GOLD PAN 
STARTER

BH-01

22.5 FMF 

CLIP 
PINPOINTER

BRACELET 
WS6

S-TELESCOPIC LITE STEM

GOLD PAN 
PREMIUM

28 FMF

DRAGONNE

CLIP JACK
ADAPTOR

GOLD PAN 
BATEA

GOLD PAN
VS1 RAMPE

34X28 FMF

HOLSTER
PINPOINTER

CABLE JACK 
ADAPTOR

KIT AERIAL
ANTENNA

XP FINDS 
POUCH



DEUS II

PPCAP

VIS2.2*9.5TF

PPBLOCVIB-A

PPVIBR 

PPJTOR

PPJPLAT-A 

PPBLOCFER

PPFER

D088M

WS AUDIO II

WSAII-TOP            

WSAII-PCB 

WSAII-BACK

TELESCOPIC STEM

WS6

SPARE PARTS

D2-RC1-MAIN 

D2-RC1-TOP

D2-RC1-SPEAKER

D2-RC1-BOTTOM 

D2-RC1-WAVE

D2-RC1-PLUG 

D2-RC1-Aø-ø12 

D2-RC1-Aø-ø13 

D2-RC1-PCBLCD 

WS6-TOP            

WS6-PCBLCD         WS6-BACK

Coil Cover

Coil

D0894 

D038D

D041

D04 

D061  

D05B-A

D042

D072

D071
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-

  need access.

image!

-

-

operation. 

DECLARATION OF CONFORMITY EU - IC - UKCA



-

receiver.

-
tions, mines, etc. 

-

PRECAUTION FOR USE 

SAFETY RELATING TO ELECTROMAGNETIC RADIO WAVES

- Do not expose your detector to extreme temperatures, particularly inside a car in full sun.

recycled appropriately.
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