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CONDUCTED AND RADIATED MEASUREMENT PHOTO 

1.1 Conducted emission – Without Contact less optio n 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Configuration n°1 : FRIWO Mains « 110V/60Hz » 

Configuration n°2 (POE) : Injector POE « 110V/60Hz » 
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 Configuration n°4 : PHIHONG Mains « 110V/60Hz » 

Configuration n°2 (POE): Laptop Toshiba power suppl y « 110V/60Hz » 

Configuration n°3 (USB) : Laptop Toshiba power supp ly « 110V/60Hz » 
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1.2 Conducted emission – With Contact less option 
 

    
 

 
Configuration n°1  
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Configuration n°2  
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Configuration n°3  
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Configuration n°4  
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1.3 Radiated emissions – Without Contact less Optio n 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Configuration n°1 

Configuration n°2 
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Configuration n°3 

Configuration n°4 
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1.4 Radiated emissions – With Contact less Option 
 

  
Configuration n°1  

 
 

  
Configuration n°2  
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Configuration n°3  
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Configuration n°4  

 


