
 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11a Mode 5700 MHz (U-NII-2C) 

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11a Mode 5700 MHz (U-NII-2C) 

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11n(HT20) Mode 5500 MHz (U-NII-2C)  

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11n(HT20) Mode 5500 MHz (U-NII-2C) 

Remark:  

 
 

 

Emission Level= Read Level+ Correct Factor 

 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11n(HT20) Mode 5700 MHz (U-NII-2C) 

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11n(HT20) Mode 5700 MHz (U-NII-2C) 

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11ac(VHT20) Mode 5500 MHz (U-NII-2C)  

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11ac(VHT20) Mode 5500 MHz (U-NII-2C) 

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11ac(VHT20) Mode 5700 MHz (U-NII-2C) 

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11ac(VHT20) Mode 5700 MHz (U-NII-2C) 

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11n(HT40) Mode 5510 MHz (U-NII-2C) 

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11n(HT40) Mode 5510 MHz (U-NII-2C) 

Remark:  

 
 

 

Emission Level= Read Level+ Correct Factor 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11n(HT40) Mode 5670 MHz (U-NII-2C) 

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11n(HT40) Mode 5670 MHz (U-NII-2C) 

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11ac(VHT40) Mode 5510 MHz (U-NII-2C) 

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11ac(VHT40) Mode 5510 MHz (U-NII-2C) 

Remark:  

 
 

 

Emission Level= Read Level+ Correct Factor 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11ac(VHT40) Mode 5670 MHz (U-NII-2C) 

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11ac(VHT40) Mode 5670 MHz (U-NII-2C) 

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11ac(VHT80) Mode 5530 MHz (U-NII-2C) 

Remark:  

 
 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11ac(VHT80) Mode 5530 MHz (U-NII-2C)  

Remark:  

 
 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11ac(VHT80) Mode 5610 MHz (U-NII-2C) 

Remark:  

 
 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11ac(VHT80) Mode 5610 MHz (U-NII-2C)  

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11a Mode 5745 MHz (U-NII-3)  

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11a Mode 5745 MHz (U-NII-3)  

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11a Mode 5825 MHz (U-NII-3) 

Remark:  

 
 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11a Mode 5825 MHz (U-NII-3)  

Remark:  

 
 

 

Emission Level= Read Level+ Correct Factor 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11n(HT20) Mode 5745 MHz (U-NII-3)  

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11n(HT20) Mode 5745 MHz (U-NII-3)  

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11n(HT20) Mode 5825 MHz (U-NII-3) 

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11n(HT20) Mode 5825 MHz (U-NII-3) 

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 



 

      

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11ac(VHT20) Mode 5745 MHz (U-NII-3)  

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11ac(VHT20) Mode 5745 MHz (U-NII-3)  

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11ac(VHT20) Mode 5825 MHz (U-NII-3) 

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11ac(VHT20) Mode 5825 MHz (U-NII-3) 

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11n(HT40) Mode 5755 MHz (U-NII-3)  

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11n(HT40) Mode 5755 MHz (U-NII-3)  

Remark:  

 

 

Emission Level= Read Level+ Correct Factor 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11n(HT40) Mode 5795 MHz (U-NII-3)  

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11n(HT40) Mode 5795 MHz (U-NII-3) 

Remark:  

 
 

 

Emission Level= Read Level+ Correct Factor 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11ac(VHT40) Mode 5755 MHz (U-NII-3)  

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11ac(VHT40) Mode 5755 MHz (U-NII-3)  

Remark:  

 

 

Emission Level= Read Level+ Correct Factor 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11ac(VHT40) Mode 5795 MHz (U-NII-3)  

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11ac(VHT40) Mode 5795 MHz (U-NII-3) 

Remark:  

 
 

 

Emission Level= Read Level+ Correct Factor 

 

 

 



 

  

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Horizontal 

Test Mode: TX 802.11ac(VHT80) Mode 5775 MHz (U-NII-3)  

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Ant. Pol. Vertical 

Test Mode: TX 802.11ac(VHT80) Mode 5775 MHz (U-NII-3) 

Remark:  

 

 

 

Emission Level= Read Level+ Correct Factor 



 

Attachment D--Bandwidth Test Data 
 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Test Mode: TX 802.11a Mode (U-NII-1) 

Channel  
Frequency 

 (MHz) 

26dB Bandwidth  

(MHz) 

99% Bandwidth  

(MHz) 

36 5180 20.18 16.756 

40 5200 20.13 16.731 

48 5240 20.10 16.717 

802.11a Mode 

5180 MHz 

 



 

802.11a Mode 

5200 MHz 

 

802.11a Mode 

5240 MHz 

 

 



 

 

Temperature: 25  Relative Humidity: 55% 

Test Voltage: DC 3.8V 

Test Mode: TX 802.11n(HT20) Mode (U-NII-1) 

Channel  
Frequency 

 (MHz) 

26dB Bandwidth  

(MHz) 

99% Bandwidth  

(MHz) 

36 5180 22.17 17.732 

40 5200 20.53 17.733 

48 5240 20.31 17.742 

802.11n(HT20) Mode 

5180 MHz 

 




