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Appelez le 1-800-968-9853. Ayez sous la main la date d’achat de l’appareil et son 
numéro de modèle/série. Le numéro de modèle et de série se trouve à l’arrière de 
votre appareil.



www.curtisint.
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HxLxP
Poids
Processeur
Système d’ opération
Display
Resolution
Mémoire(interne)
Micro SD
Caméra arrière
Caméra avant
GSM
WCDMA
Batterie
Temps de conversation
Temps de veille
SAR
Lecteur multimédia

Others

71.8x144.6x9.5mm

MTK6572M Processeur 
Bicoeur 1.0GHZ
Android 4.4
5”(12.7cm) Écran IPS Cristal
480*854pixels

850/900/1800/1900
850/1700/1900
Li-Ion 2000mAh
3~5Hours
One Week
Head: 0.306 W/kg Body:0.772 W/kg
MP4,MOV,3GP,AVI
MP3,AAC,M4A,WAV,FLAC,APE
Bluetooth/GPS/WIFI/FM Radio
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 Call 1-800-968-9853. Please have your unit’s date of purchase and model/serial 

your unit.
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WxHxD

Display
Resolution
Memory(intern)
Micro SD
Front Camera
Rear Camera
GSM
WCDMA
Battery

SAR
Mediaplayer

Others

71.8x144.6x9.5mm

MTK6572M Dual core
1.0GHz Processor
Android 4.4
5”(12.7cm) IPS FWVGA 
480*854pixels
4GB Flash, 512MB RAM Max.32GB

850/900/1800/1900
850/1700/1900
Li-on 2000mAh
3~5Hours
One Week

306 k   Body:0.772 W/kg
MP4,MOV,3GP,AVI
MP3,AAC,M4A,WAV,FLAC,APE
Bluetooth/GPS/WIFI/FM Radio



 

1)  this device may not cause harmful interference, and 

cause undesired operation.

and if not installed and used in accordance with the instructions, may cause harmful 

interference will not occur in a particular installation.  If this equipment does cause 

-Connect the equipment into and outlet on a circuit different from that to which the 
receiver is connected.
-Consult the dealer or an experienced radio/TV technician for help.

BODY-WORN OPERATION:
This device was tested for typical body-worn operations 
with the back of the phone kept 1.0cm from the body. To 
comply with FCC RF exposure requirements, a minimum 
separation distance of 1.0cm must be maintained between 
the user's body and the back of the phone, including the 
antenna, whether extended or retracted. Third-party belt-
clips, holsters and similar accessories containing metallic 
components shall not be used. Body-worn accessories
that cannot maintain 1.0cm separation distance between 
the user’s body and the back of the phone, and have not 
been tested for typical body-worn operations may not 
comply with FCC RF exposure limits and should be 
avoided.
For more information about RF exposure, please visit the 
FCC website at www.fcc.gov

Use only the supplied or an approved replacement 
antenna. Unauthorized antennas, modifications, or 
attachments could damage the phone and may violate 
FCC regulations.



SAR：
The radiated output power of this device is below the FCC radio 
frequency exposure limits. Nevertheless, the device should be used 
in such a manner that the potential for human contact is minimized 
during normal operation.

The exposure standard for wireless devices employs a unit of 
measurement known as the Specific Absorption Rate, or SAR. The 
SAR limit set by the FCC is 1.6 W/Kg. Tests for SAR are conducted 
using standard operating positions accepted by the FCC with the 
device transmitting at its highest certified power level in all tested 
frequency bands. Although the SAR is determined at the highest 
certified power level, the actual SAR level of the device while 
operating can be well below the maximum value. This is because 
the device is designed to operate at multiple power levels so as to 
use only the power required to reach the network. In general, the 
closer you are to a wireless base station antenna, the lower the 
power output. To avoid the possibility of exceeding the FCC radio 
frequency exposure limits, human proximity to the antenna should 
be minimized.




