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銓鼎

M44-10423-100(上蓋).M44-10423-110(下蓋)

M44-10421-100(上蓋).M44-10421-110(下蓋)

AU7212/TEW-806UBH
(PJTRADE-TRENDnet) 黑色 LF 

AU7212/TEW-806UBH(PJTRADE-TRENDnet)黑色 LF

Black

PANTONE Cool Gray 2C
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NOTES:
1. "O" ARE CRITICAL DIMENSIONS FOR INCOMING INSPECTION.
2. ALL PARTS TO BE FREE OF NOTICEABLE FLASH.
3. NO MOLDING DEFECTS ALLOWED WHICH AFFECT FUNCTION.
4. EXTERIOR SURFACE TO BE FREE OF SINK, WIRE LINE, EJECTOR MARKS AND OTHER VISUAL DEFECTS.
5. THE OUT SHAPE IS BASED UPON 3D DATA, DO NOT SCALE THE DRAWING.
6. REFER TO TOLERANCE TABLE UNLESS OTHERWISE SPECIFIED.
7. RoHS COMPLIANCE AND UL94HB FLAMMABILITY.
8. GATE NOT TO EXCECD 0.05MM.
9. FLATNESS TO BE UNDER 0.1MM.
10. BREAK ALL SHARP CORNERS TO BE NATURE RADIUS R0.15MM UNLESS OTHERWISE SPECIFIED.
11. GATING, P/L, EJECTOR LOCATIONS TO BE APPROVED BY DESIGNER.
12. GREASE, OIL AND DIRT REMOVE.


