## 7 EXHIBIT A - FCC EQUIPMENT LABELING REQUIREMENTS

### 7.1 FCC ID Label Requirement

As Per FCC § 2.925, (a) Each equipment covered in an application for equipment authorization shall bear a nameplate or label listing the following:
(1) FCC Identifier consisting of the two elements in the exact order specified in §2.926. The FCC Identifier shall be preceded by the term FCC ID in capital letters on a single line, and shall be of a type size large enough to be legible without the aid of magnification.

Example: FCC ID: XXX123, where: XXX—Grantee Code 123—Equipment Product Code
As Per FCC § 15.19 (a) In addition to the requirements in part 2 of this chapter, a device subject to certification, or verification shall be labeled as follows:
(3) All other devices shall bear the following statement in a conspicuous location on the device:

This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions:
(1) This device may not cause harmful interference, and
(2) This device must accept any interference received, including interference that may cause undesired operation.
(5) When the device is so small or for such use that it is not practicable to place the statement specified under paragraph (a) of this section on it, the information required by this paragraph shall be placed in a prominent location in the instruction manual or pamphlet supplied to the user or, alternatively, shall be placed on the container in which the device is marketed. However, the FCC identifier or the unique identifier, as appropriate, must be displayed on the device.

### 7.2 FCC ID Label Content

Teltron, Inc.
Model: TMSM200-1000
FCC ID: XXNTMSM200-1000

### 7.3 Suggested FCC Label Location



