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NOTES: 

1. ALL DIMENSIONS ARE IN INCHES. INTERPRET DIMENSIONS AND 
TOLERANCES PER ANSI Y14.5 1994.

2. TOLERANCES: DECIMALS
  .X = ± 0.05
  .XX = ± 0.025 
  ANGLES = ± 0.5•

3. MATERIAL: .002”  BRIGHT SILVER MYLAR WITH .001” MATTE LAMINATION.

4. ADHESIVE: CLEAR, PERMANENT, ACRYLIC ADHESIVE.

5. COLOR: BACKGROUND: SILVER. GRAPHICS: PMS BLACK.

6. LABEL MATERIAL, ADHESIVE AND PRINTING PROCESS TO CONFORM TO UL 
AND CSA STANDARDS FOR USE ON ABS PLASTIC AND METAL SURFACES.

7. VISUAL INSPECTION OF PART TO MEET CLASS A PER SPIDERCLOUD 
COSMETIC SPECIFICATION.

8. OUTLINES AND FEATURE LINES ARE FOR REFERENCE ONLY AND DO NOT 
PRINT. THIS FILE CONTAINS ARTWORK AND ART SPECIFICATIONS.

001 PROTOTYPE DEVELOPMENT 10/16/12

Model: SCRN-200-244E
Input Rating: 56V         0.6A®

FCC ID: Y47RN200HB4
IC: 9424A-RN200HB4C US

Model: SCRN-200-244E
Input Rating: 56V         0.6A®

FCC ID: Y47RN200HB4
IC: 9424A-RN200HB4C US

200%
for reference only

R 0.05 (4X)

5.45

.33


