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1. Measurement diagrams

1.1. Radiated emissions in the frequency range 30 to 1000MHz

Common Information
Test description:
Test site and distance:
Version of Testsoftware:
Technical Data:
Test specification.:
Operating Conditions
Operator:
Operating conditions:
Power during tests:
Comment 1:

EUT Information
Manufacturer:
Product:

EUT Model:

HW:

SW:

Serial Nr.:
Conected Devices:

3.01_laying

Electric Field Strength Measurement

Ref.-Nr. 441 Semi Anechoic Room (SAR) with 3 m measurement distance
EMC32 v9.25.0

please see page 2 for detailed data of measurement setup

FCC 15.109 Class B; RSS-Gen. Issue 4

RX Mode

MBe

Humidity: 48%rH; Temperature: 20°C

24V DC

DUT_ Laying

Robert Bosch GmbH
Radio with Bluetooth
1-DIN TCC MID
18/20

0300
078000001648

24 VDC

Full Spectrum

FCC15:109-QP Class B

Level in dBpuV/m

203,120000 MHz
25,290 dBuv/m

120,000000 MHz v
19,970 dBWV/m

v
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Common Information
Test description:
Test site and distance:
Version of Testsoftware:
Technical Data:
Test specification.:
Operating Conditions
Operator:
Operating conditions:
Power during tests:
Comment 1:

EUT Information
Manufacturer:
Product:

EUT Model:

HW:

SW:

Serial Nr.:
Conected Devices:

3.02_standing

Electric Field Strength Measurement

Ref.-Nr. 441 Semi Anechoic Room (SAR) with 3 m measurement distance

EMC32 v9.25.0

please see page 2 for detailed data of measurement setup

FCC 15.109 Class B; RSS-Gen. Issue 4

RX Mode

MBe

Humidity: 48%rH; Temperature: 20°C
24V DC

DUT_ Standing

Robert Bosch GmbH
Radio with Bluetooth
1-DIN TCC MID
18/20

0300
078000001648

24 VDC

Full Spectrum

FCC15:109-QP Class B

Level in dBuV/m

203,080000 MHz
28,378 dBW/m

v

119,960000 MHz
20,451 dBV/m

v
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1.2. Radiated emissions in the frequency range above 1000MHz

4.01_FCC_15.109_1G_18G

Common Information

Test Description: Radiated Filed Strength Emission

Test Site Location: CETECOM GmbH Essen

Test Site: Fully Anechoic Room (FAR)

Test Standard: FCC Part 15.109, class B / RSS-Gen., Issue 4
Operating Mode: RX Mode

Equipment Class: Class B

Environmental Conditions: Humidity: 44%rH; Temperature: 20°C
Operator: MKh

EUT Information

Manufacturer: Robert Bosch GmbH
Product: Radio with Bluetooth
EUT Model: 1-DIN TCC MID
HW: 18/20
SW: 0300
Serial Nr.: 078000001648
Conected Devices: 24 VDC
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Note: Due to technical issues Bluetooth cannot be disabled.
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