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TEST SETUP PHOTO(S) - 120VAC/60HZ POWER SUPPLY / CARD EMULATION MODE 
  

 

CONDUIT-MOD E1 (2).JPG 

 

 

CONDUIT-MOD E1.JPG 
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TEST SETUP PHOTO(S) - 120VAC/60HZ POWER SUPPLY / READER MODE 
  

 

CONDUIT-MOD E2 (2).JPG 

 

 

CONDUIT-MOD E2.JPG 
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FIELD STRENGHT - TABULATED RESULTS 

Test Condition 
Frequency 

(MHz) 
Polarization 

(°) 

Level at 
10m 

(dBµA/m) 

Limit at 
10m 

(dBµA/m) 

Limit at 
30m 

(dBµV/m) 

Result 
Tab. 

Reader mode  13.56 90 -3.63 51.58 15848 EMI4523 

Reader mode  13.56 45 

 

-5.73 

 

51.58 15848 EMI4686 

Reader mode  13.56 

 

90 

 

 

-5.93 

 

51.58 15848 EMI4523 

Card emulation 
mode 

13.56 0 -3.43 51.58 15848 EMI4686 

Card emulation 
mode 

13.56 

 

45 

 

 

-2.13 

 

51.58 15848 EMI4523 

Card emulation 
mode 

13.56 90 0.87 51.58 15848 EMI4686 

 
Maximum level at 10m is 0.87dBµA/m for a limit at 51.58 dBµA/m. 
Using an extrapolation factor of 40dB/dec and a conversion factor of 51.5dB, level at 30m is 33.29dBµV/m for a 
limit at 84dBµV. 
 

TEST SETUP PHOTO(S) – READER MODE (OATS) 
  

 

OATS-FCC.JPG 

 

 

OATS-MODE1-FCC.JPG 

 

OATS-MODE2-FCC.JPG 
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TEST SETUP PHOTO(S) – CARD EMULATION MODE (OATS) 
  

 

OATS-FCC.JPG 

 

 

OATS-MODE1-FCC.JPG 

 

OATS-MODE2-FCC.JPG 
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TEST SETUP PHOTO(S) 
  

 

Mangétique FCC.JPG 
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TEST SETUP PHOTO(S)  
  

 

FCC-V3-MOD E1-200M- 1G.JPG 

 

 

FCC-V3-MOD E1-30M-200M.JPG 
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