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AC POWER-LINE CONDUCTED EMISSIONS - TABULATED RESULTS 

120VAC / 60HZ EMI4610 

FREQUENC

Y (MHZ) 
TERMINAL 

PEAK 

LEVEL 

(DBµV) 

QPEAK 

LEVEL 

(DBµV) 

QPEAK 

LIMIT 

(DBµV) 

QPEAK 

MARGIN 

(DBµV) 

AVERAGE 

LEVEL 

(DBµV) 

AVERAGE 

LIMIT 

(DBµV) 

AVERAGE 

MARGIN 

(DBµV) 

0.150 Neutral 48.80 N/P 56.00 N/P N/P 46.00 N/P 

0.176 Neutral 46.77 N/P 54.69 N/P N/P 44.69 N/P 

0.189 Neutral 45.62 N/P 54.07 N/P N/P 44.07 N/P 

0.201 Neutral 45.23 N/P 53.57 N/P N/P 43.57 N/P 

0.220 Neutral 44.08 N/P 52.82 N/P N/P 42.82 N/P 

0.227 Neutral 43.52 N/P 52.57 N/P N/P 42.57 N/P 

0.152 Line 47.92 N/P 55.91 N/P N/P 45.91 N/P 

0.181 Line 45.46 N/P 54.45 N/P N/P 44.45 N/P 

0.651 Line 36.52 N/P 46.00 N/P N/P 36.00 N/P 

0.688 Line 36.06 N/P 46.00 N/P N/P 36.00 N/P 

0.693 Line 36.12 N/P 46.00 N/P N/P 36.00 N/P 

0.702 Line 37.10 N/P 46.00 N/P N/P 36.00 N/P 

Supplementary information: When margin between peak measurements and Average/Qpeak limit(s) is > 6dB, 
no Average/Qpeak measurements were performed. 
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FIELD STRENGTH - TABULATED RESULTS 

TEST CONDITION FREQUENCIES 

LEVEL AT 

10m 

(dBµA/m) 

LIMIT AT 

10m 

(dBµA/m) 

LIMIT AT 

30m 

(µV/m) 

RESULT 

TAB. 

0° / X-NUCLEO-NFC10A1 13.56MHz 3.16 51.58 15848 EMI4605 

45° / X-NUCLEO-NFC10A1 13.56MHz 1.86 51.58 15848 EMI4604 

90° / X-NUCLEO-NFC10A1 13.56MHz 0.36 51.58 15848 EMI4603 

 

EUT MODIFICATIONS OPERATOR TEST DATE 

N/A OAT 07/10/2024 

 
Maximun level at 10m for X-NUCLEO-NFC010A1 is 3.16BµA/m for a limit at 51.58dBµA/m. 
 
Using an extrapolation factor of 40dB/dec and a conversion factor of -51.5dB, level at 30m is: 

35.58dBµV/m for  X-NUCLEO-NFC010A1 for a limit at 84dBµV/m.  
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