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CUSTOMER : Accton Technology Corp. 

CUSTOMER’S 
PART NO. 

: 120300000282S 

DESCRIPTION : 
Metal stamping antenna assembly 

PART NO. : 
MSA-1313-25GC4-A2-TN 

PRODUCTION 
NAME 

: 美磊電子(昆山)有限公司 

PRODUCTION 
ADDRESS 

: 江蘇省昆山市張浦鎮濱江南路 240號 
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Revisions 
REV. Description Date Prepared by Approved by 

V01 New Release 2019/12/30 Wallace Alvin 

V02 Modify Antenna test data 2020/03/11 Maggie Alvin 

V03 Mechanical Specification 2020/06/03 Maggie Alvin 

     

     

     

     

     

     

     

     

     

     

     

     

 
 

■ PRODUCT IDENTIFICATION 

M S A  –  1 3 1 3  – # # # x x  –  A 2  – □ □  

                                    ⑤ 
 
 Product Code  
 Dimension Code 
 Series Type (### represents center frequency and xx represents material type) 

 Design Code 
⑤ Inner Control Code 
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Mechanical Specification 
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Antenna Specification 
 
■ ELECTRICAL PROPERTIES 
 
1.1       Frequency Range…………2.4~2.4835GHz / 5.15~5.835GHz 
  
1.2       Impedance……………….. 50 Ohm Nominal 
 
1.3       VSWR………………………<3 
 
1.4       Radiation……………………Omni directional 
 
1.5       3D Peak Gain…………........Blue 5.43dBi(2.4GHz) 
                                     7.54dBi(5GHz) 
 
                                Gray5.36dBi(2.4GHz) 

6.92dBi (5GHz) 
 

White5.24dBi(2.4GHz) 
6.8dBi (5GHz) 

 
Black5.19dBi(2.4GHz)/BLE 

6.76dBi (5GHz) 
 

1.6       Polarization……………..… Linear Vertical 
 

1.7       Admitted Power……….…. 1W 
 

1.8      Connector……….…. IPEX1 Compatible 
 
1.9    Operating Temp................. -20℃ ~ +65℃ 

 
2.0    Storage Temp..................... -30℃ ~ +75℃ 
 

2.1    Storage Life..................... 1Year 
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Sample photo 

 

 
 

 

 



 

MAG.LAYERS
 

Test Report 
 

■ EXPERIMENTAL SETUP 
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■ VSWR & Isolation 
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3D Peak Gain…………........Black 5.19dBi(2.4GHz) 
                             6.76dBi(5GHz) 
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3D Peak Gain…………........ White 5.24dBi(2.4GHz) 
6.8dBi (5GHz) 
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3D Peak Gain…………........ Gray 5.36 dBi(2.4GHz) 
6.92dBi (5GHz) 
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3D Peak Gain…………........ Blue 5.43 dBi(2.4GHz) 
7.54dBi (5GHz) 
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