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(CSA 要求標示)

60

6
0

4 -R2

246000000760A  R01

ECS4210-12P

Made in XXX

Vender ID
(Arial Narrow, Point 5)

XXX X 製造

如�中國製造

警告使用者�
此為甲類資訊技術設備，於居住環境中使用
時，可能會造成射頻擾動，在此種情況下，
使用者會被要求採取某些適當的對策。

60

6
0

4 -R2

MFG Country
(Arial Narrow, Point 5)246000000610A  R02

ECS4210-12P

Made in XXX

This device complies with part 15 of the FCC Rules. Operation is subject 
to the following two conditions: (1) This device may not cause harmful 
interference, and (2) This device must accept any interference received, 
including interference that may cause undesired operation.

Input Voltage Range / 輸入�: 100    240V~ , 50    60Hz,  1.7A

C             US
LR9 9 150

FCC Class A CISPR Class A

Vender ID
(Arial Narrow, Point 5)

XX

2

D37019

4

二層交換器

警告使用者
這是甲類的資訊產品，在居住的環境中使
用時，可能會造成射頻干擾在這種情況下
，使用者會被要求採取某些適當的對策。

X X 製造

如�中國製造

6MFG Country
(Arial Narrow, Point 5)

製造國家(MFG Country):

Safety Label Note:

1. Printing color: Black

2.

(CSA 要求標示)

視代工廠而定(Decide by MFG Factory)

Accton  ---------------------------------------------------------->  AC

警告使用者�
此為甲類資訊技術設備，於居住環境中使用時，
可能會造成射頻擾動，在此種情況下，使用者
會被要求採取某些適當的對策。

Input Voltage Range / 輸入�: 100    240V~ , 50    60Hz, 1A
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60

4
0

This device complies with Part 15 of FCC Rules. Operation is subject to the following two
conditions: (1) this device may not cause harmful interference,  and (2) this device must 
accept any interference received, including interference that may cause undesired operation.

視代工廠而定(Decide by MFG Factory)

Accton  ---------------------------------------------------------->  AC

MFG Factory
(Arial Narrow, Point 5)

Vender ID
(Arial Narrow, Point 5)

XX246000000xxxx  RA0

MFG Country
(Arial Narrow, Point 5)

XX

Model/型號:SMC2891W-AN-L
產品名稱�室外型無線基地台
FCC ID:YZKSMC2891WAN
FCC CLASS B DC Input / 直流輸入:48V    0.3A 

Made in XXX / X�製造

XXXXXXXXXXXXXX

D37019

本器材須經專業工程人
員安裝及設定，始得設
置使用，且不得直接販
售給一般消費者。

DC Input / 直流輸入:48V    0.3A 

Input Voltage Range / 輸入�: 100   240V~,1A
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FCC ID：：：：YZKWAP5110 

LABEL LOCATION 
 

 

 

The label will be permanently affixed at a conspicuous location on the device. 
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