
Description of label for the Texas Instruments MSP-EXP430F6137R9: 
 

- Relevant sticker on PCB 

o Vendor: Texas Instruments 

o Product number/name: MSP-EXP430F6137R9 

o FCC ID: Z64EXP4F6137R9 

 

Approx. 120mm 

 

 



                FCC / IC Cert. Document Label 
    
   
       

 
 

 

Description of Labeling for MSP-EXP430F6137R9 

 

Placement of FCC/IC Information on product back side (sticker on PCB) 
 

 
 

 
Label Material specification: 

Material Polyesterfoil with permanent acrylic adhesiv (UL-listed) 

Working temperature - 40°C bis + 150°C 

Resistant against Water, Humidity, Alcohol, Oil, Grease, Conventional 

household detergents 

 

 

FCC ID Z64EXP4F6137R9  
This device complies with Part 15 of the FCC Rules. 
Operation is subject to the following two conditions: (1) This 
device may not cause harmful interference, and (2) This 
device must accept any interference received, including 
interference that may cause undesired operation 

 
This device complies with Industry Canada licence-exempt 
RSS standard(s). Operation is subject to the following two 
conditions:(1) this device may not cause interference, and 
(2) this device must accept any interference, including 
interference that may cause undesired operation of the 
device. 
 
Le présent appareil est conforme aux CNR d'Industrie 
Canada applicables aux appareils radio exempts de licence. 
L'exploitation est autorisée aux deux conditions suivantes : 
(1) l'appareil ne doit pas produire de brouillage, et (2) 
l'utilisateur de l'appareil doit accepter tout brouillage 
radioélectrique subi, même si le brouillage est susceptible 
d'en compromettre le fonctionnement. 
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