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Product characteristic specification
 sheet

DESCRIPTION VALUE

698-960MHz 1710-2690MHFrequency range z

50Impedance Ω

V.S.W.R

0.45 DB

Contrast sample waveform

Gain i

Omni-directionaRadiation l

linear VerticaPolarization l

1Admitted power W

SMConnector A

-45℃~+85Operating temp ℃

-45℃~+85Storage temp ℃

Product type: Glue stick antenna -NB- Knife type glue stick - SMA male female needle -
178 thread - double tin - Brown -L=158MM



1. Summary：
This report to account for the measurement setup and result of the Antenna. The measurement

setup includes s-parameter, The measured data for Antenna are presented and analysis.

2. S-Parameter Measurement S：

A. Reflection coefficient :

(1) Calibrate the Network Analyzer by one port calibration using O.S.L. calibration kits

(a) Instrument：Network Analyzer .(b) Setup：

.

(2) Connect the antenna under test to the Network Analyzer.

(3) Measure the S11(reflection coefficient) shown in Fig. 1
.

.

(4) Generally, the S11 is less than –10dB to ensure the 90% VSWR 2.0:1 power into
antenna and only less than 10% power back to system.

Fig.1 Antenna measured in Network Analyzer



3. S-Parameter Measurement Result S：

S-Parameter test data S-：

S-Parameter test image S-

Frequency MHz 698 824 960 1710 2170 2690

2.6V.S.W.R 8 1.59 1.65 2.72 2.89 1.83



Antenna configuration：

Passive value：



3D:
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