
Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/16/2012 

W-CDMA Band II 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.37 mho/m; εr = 39.879; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.51, 7.51, 7.51); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1632 
 

LHS/Touch_R99_ch 9400/Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.536 mW/g 
 

LHS/Touch_R99_ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 19.896 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 0.7020 
SAR(1 g) = 0.476 mW/g; SAR(10 g) = 0.300 mW/g 
Maximum value of SAR (measured) = 0.571 mW/g 

  

 
0 dB = 0.570mW/g = -4.88 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                               Date: 8/16/2012 

W-CDMA Band II 

Frequency: 1880 MHz; Duty Cycle: 1:1 

LHS/Touch_R99_ch 9400/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Maximum value of SAR (measured) = 0.528 mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/16/2012 

W-CDMA Band II 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.37 mho/m; εr = 39.879; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.51, 7.51, 7.51); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1632 
 

LHS/Tilt_R99_ch 9400/Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.240 mW/g 
 

LHS/Tilt_R99_ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 13.294 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 0.3870 
SAR(1 g) = 0.242 mW/g; SAR(10 g) = 0.141 mW/g 
Maximum value of SAR (measured) = 0.306 mW/g 

  

 
0 dB = 0.310mW/g = -10.17 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/16/2012 

W-CDMA Band II 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.37 mho/m; εr = 39.879; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.51, 7.51, 7.51); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1632 
 

RHS/Touch_R99_ch 9400/Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.396 mW/g 
 

RHS/Touch_R99_ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 17.127 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.4800 
SAR(1 g) = 0.333 mW/g; SAR(10 g) = 0.215 mW/g 
Maximum value of SAR (measured) = 0.389 mW/g 
 

RHS/Touch_R99_ch 9400/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 17.127 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.3520 
SAR(1 g) = 0.238 mW/g; SAR(10 g) = 0.155 mW/g 
Maximum value of SAR (measured) = 0.284 mW/g 

  

 
0 dB = 0.280mW/g = -11.06 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/16/2012 

W-CDMA Band II 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.37 mho/m; εr = 39.879; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.51, 7.51, 7.51); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1632 
 

RHS/Tilt_R99_ch 9400/Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.289 mW/g 
 

RHS/Tilt_R99_ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 14.734 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.4340 
SAR(1 g) = 0.268 mW/g; SAR(10 g) = 0.155 mW/g 
Maximum value of SAR (measured) = 0.343 mW/g 

  

 
0 dB = 0.340mW/g = -9.37 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/17/2012 

W-CDMA Band II 

Frequency: 1852.4 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1852.4 MHz; σ = 1.494 mho/m; εr = 53.336; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Rear/R99_ch 9262/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.044 mW/g 
 

Rear/R99_ch 9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 26.524 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 1.4330 
SAR(1 g) = 0.854 mW/g; SAR(10 g) = 0.508 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.060 mW/g 

  

 
0 dB = 1.060mW/g = 0.51 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/17/2012 

W-CDMA Band II 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.522 mho/m; εr = 53.259; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Rear/R99_ch 9400/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.965 mW/g 
 

Rear/R99_ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 25.165 V/m; Power Drift = -0.12 dB 
Peak SAR (extrapolated) = 1.6270 
SAR(1 g) = 0.919 mW/g; SAR(10 g) = 0.503 mW/g 
Maximum value of SAR (measured) = 1.239 mW/g 

  

 
0 dB = 1.240mW/g = 1.87 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/17/2012 

W-CDMA Band II 

Frequency: 1907.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1907.6 MHz; σ = 1.558 mho/m; εr = 53.07; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Rear/R99_ch 9538/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.315 mW/g 
 

Rear/R99_ch 9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 29.282 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 2.3100 
SAR(1 g) = 1.27 mW/g; SAR(10 g) = 0.651 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.672 mW/g 

  

 
0 dB = 1.670mW/g = 4.45 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                               Date: 8/17/2012 

W-CDMA Band II 

Frequency: 1907.6 MHz; Duty Cycle: 1:1 
 

Rear/R99_ch 9538/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.310 mW/g 

 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/17/2012 

W-CDMA Band II 

Frequency: 1907.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1907.6 MHz; σ = 1.558 mho/m; εr = 53.07; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Rear/R99_ch 9538 W/Headset/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.419 mW/g 
 

Rear/R99_ch 9538 W/Headset/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 30.119 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 2.2660 
SAR(1 g) = 1.25 mW/g; SAR(10 g) = 0.638 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.690 mW/g 

  

 
0 dB = 1.690mW/g = 4.56 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/17/2012 

W-CDMA Band II 

Frequency: 1852.4 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1852.4 MHz; σ = 1.494 mho/m; εr = 53.336; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Rear/HSDPA Subtest 1_ch 9262/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.995 mW/g 
 

Rear/HSDPA Subtest 1_ch 9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 26.363 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 1.4010 
SAR(1 g) = 0.836 mW/g; SAR(10 g) = 0.498 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.045 mW/g 

  

 
0 dB = 1.050mW/g = 0.42 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/17/2012 

W-CDMA Band II 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.522 mho/m; εr = 53.259; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Rear/HSDPA Subtest 1_ch 9400/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.963 mW/g 
 

Rear/HSDPA Subtest 1_ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 25.169 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 1.6100 
SAR(1 g) = 0.907 mW/g; SAR(10 g) = 0.494 mW/g 
Maximum value of SAR (measured) = 1.247 mW/g 

  

 
0 dB = 1.250mW/g = 1.94 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/17/2012 

W-CDMA Band II 

Frequency: 1907.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1907.6 MHz; σ = 1.558 mho/m; εr = 53.07; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Rear/HSDPA Subtest 1_ch 9538/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.325 mW/g 
 

Rear/HSDPA Subtest 1_ch 9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 28.995 V/m; Power Drift = 0.16 dB 
Peak SAR (extrapolated) = 2.2500 
SAR(1 g) = 1.23 mW/g; SAR(10 g) = 0.630 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.702 mW/g 

  

 
0 dB = 1.700mW/g = 4.61 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                               Date: 8/17/2012 

W-CDMA Band II 

Frequency: 1907.6 MHz; Duty Cycle: 1:1 

Rear/HSDPA Subtest 1_ch 9538/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.323 mW/g 

 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/23/2012 

W-CDMA Band II 

Frequency: 1852.4 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1852.4 MHz; σ = 1.469 mho/m; εr = 52.951; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Rear/HSUPA subtest 5_ch 9262/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.964 mW/g 
 

Rear/HSUPA subtest 5_ch 9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 25.896 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 1.2870 
SAR(1 g) = 0.759 mW/g; SAR(10 g) = 0.439 mW/g 
Maximum value of SAR (measured) = 0.960 mW/g 

  

 
0 dB = 0.960mW/g = -0.35 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/23/2012 

W-CDMA Band II 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.497 mho/m; εr = 52.886; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Rear/HSUPA subtest 5_ch 9400/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.018 mW/g 
 

Rear/HSUPA subtest 5_ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 25.450 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 1.5000 
SAR(1 g) = 0.855 mW/g; SAR(10 g) = 0.456 mW/g 
Maximum value of SAR (measured) = 1.124 mW/g 

  

 
0 dB = 1.120mW/g = 0.98 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/23/2012 

W-CDMA Band II 

Frequency: 1907.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1907.6 MHz; σ = 1.524 mho/m; εr = 52.802; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Rear/HSUPA subtest 5_ch 9538/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.043 mW/g 
 

Rear/HSUPA subtest 5_ch 9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 27.501 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 1.9940 
SAR(1 g) = 1.11 mW/g; SAR(10 g) = 0.582 mW/g 
Maximum value of SAR (measured) = 1.477 mW/g 

  

 
0 dB = 1.480mW/g = 3.41 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                               Date: 8/23/2012 

W-CDMA Band II 

Frequency: 1907.6 MHz; Duty Cycle: 1:1 

Rear/HSUPA subtest 5_ch 9538/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.130 mW/g 

 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/17/2012 

W-CDMA Band II 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.522 mho/m; εr = 53.259; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Front/R99_ch 9400/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.916 mW/g 
 

Front/R99_ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 24.225 V/m; Power Drift = 0.17 dB 
Peak SAR (extrapolated) = 1.2210 
SAR(1 g) = 0.688 mW/g; SAR(10 g) = 0.372 mW/g 
Maximum value of SAR (measured) = 0.880 mW/g 

  

 
0 dB = 0.880mW/g = -1.11 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/18/2012 

W-CDMA Band II 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.522 mho/m; εr = 53.259; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Edge 2/R99_ch 9400/Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.143 mW/g 
 

Edge 2/R99_ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 9.577 V/m; Power Drift = -0.11 dB 
Peak SAR (extrapolated) = 0.1940 
SAR(1 g) = 0.121 mW/g; SAR(10 g) = 0.073 mW/g 
Maximum value of SAR (measured) = 0.153 mW/g 
 

Edge 2/R99_ch 9400/Zoom Scan 2 (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 9.577 V/m; Power Drift = -0.11 dB 
Peak SAR (extrapolated) = 0.1770 
SAR(1 g) = 0.111 mW/g; SAR(10 g) = 0.070 mW/g 
Maximum value of SAR (measured) = 0.138 mW/g 

  

 
0 dB = 0.140mW/g = -17.08 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/18/2012 

W-CDMA Band II 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.522 mho/m; εr = 53.259; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Edge 3/R99_ch 9400/Area Scan (8x9x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.450 mW/g 
 

Edge 3/R99_ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 17.419 V/m; Power Drift = -0.14 dB 
Peak SAR (extrapolated) = 0.7820 
SAR(1 g) = 0.451 mW/g; SAR(10 g) = 0.239 mW/g 
Maximum value of SAR (measured) = 0.605 mW/g 

  

 
0 dB = 0.600mW/g = -4.44 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/18/2012 

W-CDMA Band II 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.522 mho/m; εr = 53.259; ρ = 1000 kg/m
3
  

DASY5 Configuration: 1 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.11, 7.11, 7.11); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Edge 4/R99_ch 9400/Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.329 mW/g 
 

Edge 4/R99_ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 14.636 V/m; Power Drift = -0.11 dB 
Peak SAR (extrapolated) = 0.5310 
SAR(1 g) = 0.325 mW/g; SAR(10 g) = 0.190 mW/g 
Maximum value of SAR (measured) = 0.414 mW/g 

  

 
0 dB = 0.410mW/g = -7.74 dB mW/g 
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