
Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/14/2012 

W-CDMA Band IV 

Frequency: 1732.4 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.4 MHz; σ = 1.322 mho/m; εr = 41.663; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.89, 7.89, 7.89); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1632 
 

LHS/Touch_R99_ch 1412/Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.554 mW/g 
 

LHS/Touch_R99_ch 1412/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 20.601 V/m; Power Drift = 0.17 dB 
Peak SAR (extrapolated) = 0.7840 
SAR(1 g) = 0.546 mW/g; SAR(10 g) = 0.357 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.659 mW/g 

  

 
0 dB = 0.660mW/g = -3.61 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                               Date: 8/14/2012 

W-CDMA Band IV 

 
Frequency: 1732.4 MHz; Duty Cycle: 1:1 

LHS/Touch_R99_ch 1412/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.564 mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/14/2012 

W-CDMA Band IV 

Frequency: 1732.4 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.4 MHz; σ = 1.322 mho/m; εr = 41.663; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.89, 7.89, 7.89); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1632 
 

LHS/Tilt_R99_ch 1412/Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.276 mW/g 
 

LHS/Tilt_R99_ch 1412/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 14.747 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 0.3440 
SAR(1 g) = 0.247 mW/g; SAR(10 g) = 0.166 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.282 mW/g 

  

 
0 dB = 0.280mW/g = -11.06 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/14/2012 

W-CDMA Band IV 

Frequency: 1732.4 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.4 MHz; σ = 1.322 mho/m; εr = 41.663; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.89, 7.89, 7.89); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1632 
 

RHS/Touch_R99_ch 1412/Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.589 mW/g 
 

RHS/Touch_R99_ch 1412/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 21.234 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 0.7290 
SAR(1 g) = 0.514 mW/g; SAR(10 g) = 0.337 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.611 mW/g 

  

 
0 dB = 0.610mW/g = -4.29 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/14/2012 

W-CDMA Band IV 

Frequency: 1732.4 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.4 MHz; σ = 1.322 mho/m; εr = 41.663; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.89, 7.89, 7.89); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1632 
 

RHS/Tilt_R99_ch 1412/Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.302 mW/g 
 

RHS/Tilt_R99_ch 1412/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 15.406 V/m; Power Drift = 0.27 dB 
Peak SAR (extrapolated) = 0.3930 
SAR(1 g) = 0.262 mW/g; SAR(10 g) = 0.161 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.323 mW/g 

  

 
0 dB = 0.320mW/g = -9.90 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/21/2012 

W-CDMA Band IV 

Frequency: 1712.4 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1712.4 MHz; σ = 1.415 mho/m; εr = 53.613; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.37, 7.37, 7.37); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Rear/R99_ch 1312/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.255 mW/g 
 

Rear/R99_ch 1312/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 30.147 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 1.9570 
SAR(1 g) = 1.17 mW/g; SAR(10 g) = 0.689 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.444 mW/g 

  

 
0 dB = 1.440mW/g = 3.17 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                               Date: 8/21/2012 

W-CDMA Band IV 

Frequency: 1712.4 MHz; Duty Cycle: 1:1 

Rear/R99_ch 1312/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.254 mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/21/2012 

W-CDMA Band IV 

Frequency: 1712.4 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1712.4 MHz; σ = 1.415 mho/m; εr = 53.613; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.37, 7.37, 7.37); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Rear/R99_ch 1312 W/Headset/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.355 mW/g 
 

Rear/R99_ch 1312 W/Headset/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 31.286 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 1.9080 
SAR(1 g) = 1.15 mW/g; SAR(10 g) = 0.683 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.440 mW/g 

  

 
0 dB = 1.440mW/g = 3.17 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/21/2012 

W-CDMA Band IV 

Frequency: 1732.4 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.4 MHz; σ = 1.431 mho/m; εr = 53.55; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.37, 7.37, 7.37); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Rear/R99_ch 1412/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.327 mW/g 
 

Rear/R99_ch 1412/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 30.562 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 1.8190 
SAR(1 g) = 1.11 mW/g; SAR(10 g) = 0.658 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.369 mW/g 

  

 
0 dB = 1.370mW/g = 2.73 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/21/2012 

W-CDMA Band IV 

 

Frequency: 1752.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1752.5 MHz; σ = 1.457 mho/m; εr = 53.555; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.37, 7.37, 7.37); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Rear/R99_ch 1862/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.205 mW/g 
 

Rear/R99_ch 1862/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 28.747 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 1.6530 
SAR(1 g) = 0.978 mW/g; SAR(10 g) = 0.575 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.187 mW/g 

  

 
0 dB = 1.190mW/g = 1.51 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/21/2012 

W-CDMA Band IV 

Frequency: 1712.4 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1712.4 MHz; σ = 1.415 mho/m; εr = 53.613; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.37, 7.37, 7.37); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Front/R99_ch 1312/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.327 mW/g 
 

Front/R99_ch 1312/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 30.925 V/m; Power Drift = 0.07 dB 
Peak SAR (extrapolated) = 1.9350 
SAR(1 g) = 1.13 mW/g; SAR(10 g) = 0.649 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.385 mW/g 

  

 
0 dB = 1.390mW/g = 2.86 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/21/2012 

W-CDMA Band IV 

Frequency: 1732.4 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.4 MHz; σ = 1.431 mho/m; εr = 53.55; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.37, 7.37, 7.37); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Front/R99_ch 1412/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.176 mW/g 
 

Front/R99_ch 1412/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 28.750 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 1.6970 
SAR(1 g) = 0.995 mW/g; SAR(10 g) = 0.571 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.218 mW/g 

  

 
0 dB = 1.220mW/g = 1.73 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/21/2012 

W-CDMA Band IV 

Frequency: 1752.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1752.5 MHz; σ = 1.457 mho/m; εr = 53.555; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.37, 7.37, 7.37); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Front/R99_ch 1862/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.080 mW/g 
 

Front/R99_ch 1862/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 27.167 V/m; Power Drift = 0.16 dB 
Peak SAR (extrapolated) = 1.6030 
SAR(1 g) = 0.926 mW/g; SAR(10 g) = 0.530 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.154 mW/g 

  

 
0 dB = 1.150mW/g = 1.21 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/21/2012 

W-CDMA Band IV 

Frequency: 1732.4 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.4 MHz; σ = 1.431 mho/m; εr = 53.55; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.37, 7.37, 7.37); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Edge 2/R99_ch 1412/Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.206 mW/g 
 

Edge 2/R99_ch 1412/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 12.190 V/m; Power Drift = -0.15 dB 
Peak SAR (extrapolated) = 0.2740 
SAR(1 g) = 0.175 mW/g; SAR(10 g) = 0.108 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.218 mW/g 
 

Edge 2/R99_ch 1412/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 12.190 V/m; Power Drift = -0.15 dB 
Peak SAR (extrapolated) = 0.2590 
SAR(1 g) = 0.167 mW/g; SAR(10 g) = 0.105 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.207 mW/g 

  

 
0 dB = 0.210mW/g = -13.56 dB mW/g 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/21/2012 

W-CDMA Band IV 

Frequency: 1732.4 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.4 MHz; σ = 1.431 mho/m; εr = 53.55; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.37, 7.37, 7.37); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Edge 3/R99_ch 1412/Area Scan (8x9x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.340 mW/g 
 

Edge 3/R99_ch 1412/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 15.477 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 0.5200 
SAR(1 g) = 0.322 mW/g; SAR(10 g) = 0.191 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.401 mW/g 

  

 
0 dB = 0.400mW/g = -7.96 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/21/2012 

W-CDMA Band IV 

Frequency: 1732.4 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.4 MHz; σ = 1.431 mho/m; εr = 53.55; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(7.37, 7.37, 7.37); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Edge 4/R99_ch 1412/Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.561 mW/g 
 

Edge 4/R99_ch 1412/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 19.969 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 0.7270 
SAR(1 g) = 0.453 mW/g; SAR(10 g) = 0.268 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.566 mW/g 

  

 
0 dB = 0.570mW/g = -4.88 dB mW/g 
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