
Test Laboratory: UL CCS SAR Lab B Date: 4/24/2012 

WiFi 2.4GHz 

Frequency: 2412 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2412 MHz; σ = 1.817 mho/m; εr = 38.992; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV3 - SN3531; ConvF(7.4, 7.4, 7.4); Calibrated: 12/19/2011 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

Left/Touch_ch 1/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.108 mW/g 
 

Left/Touch_ch 1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 7.793 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 0.1370 
SAR(1 g) = 0.069 mW/g; SAR(10 g) = 0.033 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.110 mW/g 

  

 
0 dB = 0.110mW/g = -19.17 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 4/24/2012 

WiFi 2.4GHz 

Frequency: 2437 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.848 mho/m; εr = 38.914; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV3 - SN3531; ConvF(7.4, 7.4, 7.4); Calibrated: 12/19/2011 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

Left/Tilt_ch 1/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.091 mW/g 
 

Left /Tilt_ch 1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 7.152 V/m; Power Drift = -0.06 dB 
Peak SAR (extrapolated) = 0.1320 
SAR(1 g) = 0.066 mW/g; SAR(10 g) = 0.030 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.124 mW/g 

  

 
0 dB = 0.120mW/g = -18.42 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 4/24/2012 

WiFi 2.4GHz_Head 

Frequency: 2412 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2412 MHz; σ = 1.817 mho/m; εr = 38.992; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV3 - SN3531; ConvF(7.4, 7.4, 7.4); Calibrated: 12/19/2011 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

Right/Touch_ch 1/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.446 mW/g 
 

Right /Touch_ch 1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 2.461 V/m; Power Drift = 0.12 dB 
Peak SAR (extrapolated) = 1.5780 
SAR(1 g) = 0.093 mW/g; SAR(10 g) = 0.019 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.954 mW/g 
 

Right /Touch_ch 1/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 2.461 V/m; Power Drift = 0.12 dB 
Peak SAR (extrapolated) = 0.7190 
SAR(1 g) = 0.142 mW/g; SAR(10 g) = 0.042 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.460 mW/g 

  

 
0 dB = 0.460mW/g = -6.74 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 4/24/2012 

WiFi 2.4GHz 

Frequency: 2412 MHz; Duty Cycle: 1:1 
 

Right /Touch_ch 1/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.011 mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 4/24/2012 

WiFi 2.4GHz 

Frequency: 2412 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2412 MHz; σ = 1.817 mho/m; εr = 38.992; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV3 - SN3531; ConvF(7.4, 7.4, 7.4); Calibrated: 12/19/2011 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

Right /Tilt_ch 1/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.103 mW/g 
 

Right /Tilt_ch 1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 7.630 V/m; Power Drift = 0.009 dB 
Peak SAR (extrapolated) = 0.1490 
SAR(1 g) = 0.077 mW/g; SAR(10 g) = 0.036 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.108 mW/g 

  

 
0 dB = 0.110mW/g = -19.17 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 4/23/2012 

WiFi 2.4GHz 

Frequency: 2412 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2412 MHz; σ = 1.912 mho/m; εr = 51.254; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV3 - SN3531; ConvF(7.44, 7.44, 7.44); Calibrated: 12/19/2011 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Rear/802.11b_Ch 1/Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.141 mW/g 
 

Rear/802.11b_Ch 1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 8.746 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 0.2410 
SAR(1 g) = 0.119 mW/g; SAR(10 g) = 0.058 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.159 mW/g 

  

 
0 dB = 0.160mW/g = -15.92 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 4/23/2012 

WiFi 2.4GHz 

Frequency: 2412 MHz; Duty Cycle: 1:1 
 

Rear/802.11b_Ch 1/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.143 mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 4/30/2012 

WiFi 2.4GHz Body 

Frequency: 2412 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2412 MHz; σ = 1.961 mho/m; εr = 53.487; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV3 - SN3531; ConvF(7.44, 7.44, 7.44); Calibrated: 12/19/2011 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear./802.11b_Ch 1 w/Headset/Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.104 mW/g 
 

Rear./802.11b_Ch 1 w/Headset/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 7.286 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 0.1590 
SAR(1 g) = 0.080 mW/g; SAR(10 g) = 0.041 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.111 mW/g 
 

Rear./802.11b_Ch 1 w/Headset/Zoom Scan(5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 7.286 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 0.1260 
SAR(1 g) = 0.068 mW/g; SAR(10 g) = 0.040 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.086 mW/g 

  

 
0 dB = 0.090mW/g = -20.92 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 4/23/2012 

WiFi 2.4GHz 

Frequency: 2412 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2412 MHz; σ = 1.912 mho/m; εr = 51.254; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV3 - SN3531; ConvF(7.44, 7.44, 7.44); Calibrated: 12/19/2011 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Front/802.11b_Ch 1/Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.044 mW/g 
 

Front/802.11b_Ch 1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 4.841 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.0670 
SAR(1 g) = 0.035 mW/g; SAR(10 g) = 0.019 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.046 mW/g 

  

 
0 dB = 0.050mW/g = -26.02 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 4/23/2012 

WiFi 2.4GHz 

Frequency: 2412 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2412 MHz; σ = 1.912 mho/m; εr = 51.254; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV3 - SN3531; ConvF(7.44, 7.44, 7.44); Calibrated: 12/19/2011 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Edge 1/802.11b_Ch 1/Area Scan (7x10x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.047 mW/g 
 

Edge 1/802.11b_Ch 1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 4.905 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 0.0680 
SAR(1 g) = 0.036 mW/g; SAR(10 g) = 0.019 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.046 mW/g 

  

 
0 dB = 0.050mW/g = -26.02 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 4/23/2012 

WiFi 2.4GHz 

Frequency: 2412 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2412 MHz; σ = 1.912 mho/m; εr = 51.254; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV3 - SN3531; ConvF(7.44, 7.44, 7.44); Calibrated: 12/19/2011 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Edge 4/802.11b_Ch 1/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.135 mW/g 
 

Edge 4/802.11b_Ch 1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 8.361 V/m; Power Drift = -0.09 dB 
Peak SAR (extrapolated) = 0.2120 
SAR(1 g) = 0.106 mW/g; SAR(10 g) = 0.051 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.144 mW/g 

  

 0 dB = 0.140mW/g = -17.08 dB mW/g 

 

 

 

 

 

 

 

 

 


