
Date: 8/20/2011 

Test Laboratory: UL CCS SAR Lab A 

01_Head_Left_CDMA_Cell Band_1xRTT 

Communication System: CDMA2000 (1xRTT); Frequency: 836.52 MHz; Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.891 mho/m; εr = 42.795; ρ = 1000 kg/m3  
Phantom section: Left Section  

Room Ambient Temperature: 24.0 deg. C; Liquid Temperature: 23.0 deg. C 

DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3686; ConvF(8.65, 8.65, 8.65); Calibrated: 1/24/2011 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1239; Calibrated: 11/17/2010 
- Phantom: SAM with CRP v5.0 (B); Type: QD000P40CD; Serial: 1628 
- Measurement SW: DASY52, Version 52.6 (2);SEMCAD X Version 14.4.5 (3634)  

Left Touch/1xRTT(RC3, SO55)_M-ch/Area Scan (61x91x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (interpolated) = 0.407 mW/g 
 

Left Touch/1xRTT(RC3, SO55)_M-ch/Zoom Scan 2 (5x5x7)/Cube 0: Measurement grid: dx=8mm, 
dy=8mm, dz=5mm 
Reference Value = 21.169 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 0.455 W/kg 
SAR(1 g) = 0.354 mW/g; SAR(10 g) = 0.266 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.400 mW/g 

  

 
0 dB = 0.400mW/g 

 



Date: 8/20/2011 

Test Laboratory: UL CCS SAR Lab A 

01_Head_Left_CDMA_Cell Band_1xRTT 

Communication System: CDMA2000 (1xRTT); Frequency: 836.52 MHz; Duty Cycle: 1:1 

Left Touch/1xRTT(RC3, SO55)_M-ch/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, 
dz=5mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.392 mW/g 

 

 



Date: 8/20/2011 

Test Laboratory: UL CCS SAR Lab A 

02_Head_Left_CDMA_Cell Band_1xRTT 

Communication System: CDMA2000 (1xRTT); Frequency: 836.52 MHz; Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.891 mho/m; εr = 42.795; ρ = 1000 kg/m3  
Phantom section: Left Section  

Room Ambient Temperature: 24.0 deg. C; Liquid Temperature: 23.0 deg. C 

DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3686; ConvF(8.65, 8.65, 8.65); Calibrated: 1/24/2011 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1239; Calibrated: 11/17/2010 
- Phantom: SAM with CRP v5.0 (B); Type: QD000P40CD; Serial: 1628 
- Measurement SW: DASY52, Version 52.6 (2);SEMCAD X Version 14.4.5 (3634)  

Left Tilt/1xRTT(RC3, SO55)_M-ch/Area Scan (61x91x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (interpolated) = 0.230 mW/g 
 

Left Tilt/1xRTT(RC3, SO55)_M-ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 
dy=8mm, dz=5mm 
Reference Value = 16.240 V/m; Power Drift = -0.17 dB 
Peak SAR (extrapolated) = 0.259 W/kg 
SAR(1 g) = 0.209 mW/g; SAR(10 g) = 0.160 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.232 mW/g 

  

 
0 dB = 0.230mW/g 

 



Date: 8/20/2011 

Test Laboratory: UL CCS SAR Lab A 

03_Head_Right_CDMA_Cell Band_1xRTT 

Communication System: CDMA2000 (1xRTT); Frequency: 836.52 MHz; Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.891 mho/m; εr = 42.795; ρ = 1000 kg/m3  
Phantom section: Right Section  

Room Ambient Temperature: 24.0 deg. C; Liquid Temperature: 23.0 deg. C 

DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3686; ConvF(8.65, 8.65, 8.65); Calibrated: 1/24/2011 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1239; Calibrated: 11/17/2010 
- Phantom: SAM with CRP v5.0 (B); Type: QD000P40CD; Serial: 1628 
- Measurement SW: DASY52, Version 52.6 (2);SEMCAD X Version 14.4.5 (3634)  

Right Touch/1xRTT(RC3, SO55)_M-ch/Area Scan (61x91x1): Measurement grid: dx=15mm, 
dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (interpolated) = 0.325 mW/g 
 

Right Touch/1xRTT(RC3, SO55)_M-ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 
dy=8mm, dz=5mm 
Reference Value = 18.812 V/m; Power Drift = 0.12 dB 
Peak SAR (extrapolated) = 0.360 W/kg 
SAR(1 g) = 0.292 mW/g; SAR(10 g) = 0.222 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.325 mW/g 

  

 
0 dB = 0.320mW/g 

 



Date: 8/20/2011 

Test Laboratory: UL CCS SAR Lab A 

04_Head_Right_CDMA_Cell Band_1xRTT 

Communication System: CDMA2000 (1xRTT); Frequency: 836.52 MHz; Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.891 mho/m; εr = 42.795; ρ = 1000 kg/m3  
Phantom section: Right Section  

Room Ambient Temperature: 24.0 deg. C; Liquid Temperature: 23.0 deg. C 

DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3686; ConvF(8.65, 8.65, 8.65); Calibrated: 1/24/2011 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection), Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1239; Calibrated: 11/17/2010 
- Phantom: SAM with CRP v5.0 (B); Type: QD000P40CD; Serial: 1628 
- Measurement SW: DASY52, Version 52.6 (2);SEMCAD X Version 14.4.5 (3634)  

Right Tilt/1xRTT(RC3, SO55)_M-ch/Area Scan (61x101x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (interpolated) = 0.214 mW/g 
 

Right Tilt/1xRTT(RC3, SO55)_M-ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 
dy=8mm, dz=5mm 
Reference Value = 15.665 V/m; Power Drift = -0.12 dB 
Peak SAR (extrapolated) = 0.235 W/kg 
SAR(1 g) = 0.191 mW/g; SAR(10 g) = 0.147 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.200 mW/g 

  

 
0 dB = 0.200mW/g 

 
 



Date: 8/21/2011 

Test Laboratory: UL CCS SAR Lab A 

01_Body-Worn_Cell Band_1xRTT 

Communication System: CDMA2000 (1xRTT); Frequency: 836.52 MHz; Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.67 mho/m; εr = 57.281; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Room Ambient Temperature: 24.0 deg. C; Liquid Temperature: 23.0 deg. C 

DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3686; ConvF(8.78, 8.78, 8.78); Calibrated: 1/24/2011 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1239; Calibrated: 11/17/2010 
- Phantom: SAM with CRP v5.0 (A); Type: QD000P40CD; Serial: 1602 
- Measurement SW: DASY52, Version 52.6 (2);SEMCAD X Version 14.4.5 (3634)  

Rear/1xRTT_M-ch/Area Scan (71x111x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (interpolated) = 0.616 mW/g 
 

Rear/1xRTT_M-ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 29.721 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.730 W/kg 
SAR(1 g) = 0.534 mW/g; SAR(10 g) = 0.384 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.618 mW/g 

  

 
0 dB = 0.620mW/g 

 



Date: 8/21/2011 

Test Laboratory: UL CCS SAR Lab A 

01_Body-Worn_Cell Band_1xRTT 

Communication System: CDMA2000 (1xRTT); Frequency: 836.52 MHz; Duty Cycle: 1:1 

Rear/1xRTT_M-ch/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.578 mW/g 

 

 



Date: 8/21/2011 

Test Laboratory: UL CCS SAR Lab A 

02_Body-Worn_Cell Band_1xRTT 

Communication System: CDMA2000 (1xRTT); Frequency: 836.52 MHz; Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.67 mho/m; εr = 57.281; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Room Ambient Temperature: 24.0 deg. C; Liquid Temperature: 23.0 deg. C 

DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3686; ConvF(8.78, 8.78, 8.78); Calibrated: 1/24/2011 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1239; Calibrated: 11/17/2010 
- Phantom: SAM with CRP v5.0 (A); Type: QD000P40CD; Serial: 1602 
- Measurement SW: DASY52, Version 52.6 (2);SEMCAD X Version 14.4.5 (3634)  

Rear/1xRTT_M-ch_with Headset/Area Scan (71x111x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (interpolated) = 0.565 mW/g 
 

Rear/1xRTT_M-ch_with Headset/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm 
Reference Value = 27.240 V/m; Power Drift = 0.0042 dB 
Peak SAR (extrapolated) = 0.654 W/kg 
SAR(1 g) = 0.416 mW/g; SAR(10 g) = 0.274 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.498 mW/g 

  

 
0 dB = 0.500mW/g 

 



Date: 8/21/2011 

Test Laboratory: UL CCS SAR Lab A 

03_Body-Worn_Cell Band_1xRTT 

Communication System: CDMA2000 (1xRTT); Frequency: 836.52 MHz; Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.67 mho/m; εr = 57.281; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Room Ambient Temperature: 24.0 deg. C; Liquid Temperature: 23.0 deg. C 

DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3686; ConvF(8.78, 8.78, 8.78); Calibrated: 1/24/2011 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1239; Calibrated: 11/17/2010 
- Phantom: SAM with CRP v5.0 (A); Type: QD000P40CD; Serial: 1602 
- Measurement SW: DASY52, Version 52.6 (2);SEMCAD X Version 14.4.5 (3634)  

Front/1xRTT_M-ch/Area Scan (71x111x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (interpolated) = 0.288 mW/g 
 

Front/1xRTT_M-ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 20.419 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 0.340 W/kg 
SAR(1 g) = 0.248 mW/g; SAR(10 g) = 0.181 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.287 mW/g 

  

 
0 dB = 0.290mW/g 

 
 
 


