
Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/8/2012 

WiFi 5.2GHz Band 

Frequency: 5180 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5180 MHz; σ = 4.63 mho/m; εr = 35.1; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.68, 4.68, 4.68); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Left Touch/802.11a/Ch36/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.029 mW/g 

 

Left Touch/802.11a/Ch36/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 2.50 V/m; Power Drift = -0.157 dB 

Peak SAR (extrapolated) = 0.148 W/kg 

SAR(1 g) = 0.014 mW/g; SAR(10 g) = 0.00462 mW/g 

Maximum value of SAR (measured) = 0.024 mW/g 

  

 
0 dB = 0.024mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/8/2012 

WiFi 5.2GHz Band 

Frequency: 5240 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5240 MHz; σ = 4.72 mho/m; εr = 35; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.68, 4.68, 4.68); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Left Touch/802.11a/Ch48/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.035 mW/g 

 

Left Touch/802.11a/Ch48/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 1.98 V/m; Power Drift = -0.156 dB 

Peak SAR (extrapolated) = 0.169 W/kg 

SAR(1 g) = 0.013 mW/g; SAR(10 g) = 0.00192 mW/g 

Maximum value of SAR (measured) = 0.021 mW/g 

  

 
0 dB = 0.021mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/8/2012 

WiFi 5.2GHz Band 

Frequency: 5180 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5180 MHz; σ = 4.63 mho/m; εr = 35.1; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.68, 4.68, 4.68); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Left Tilt/802.11a/Ch36/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.031 mW/g 

 

Left Tilt/802.11a/Ch36/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 1.54 V/m; Power Drift = -0.132 dB 

Peak SAR (extrapolated) = 0.137 W/kg 

SAR(1 g) = 0.014 mW/g; SAR(10 g) = 0.00338 mW/g 

Maximum value of SAR (measured) = 0.022 mW/g 

  

 
0 dB = 0.022mW/g 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/8/2012 

WiFi 5.2GHz Band 

Frequency: 5240 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5240 MHz; σ = 4.72 mho/m; εr = 35; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.68, 4.68, 4.68); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Left Tilt/802.11a/Ch48/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.037 mW/g 

 

Left Tilt/802.11a/Ch48/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 2.18 V/m; Power Drift = -0.133 dB 

Peak SAR (extrapolated) = 0.157 W/kg 

SAR(1 g) = 0.012 mW/g; SAR(10 g) = 0.00334 mW/g 

Maximum value of SAR (measured) = 0.028 mW/g 

  

 
0 dB = 0.028mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/8/2012 

WiFi 5.2GHz Band 

Frequency: 5180 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5180 MHz; σ = 4.63 mho/m; εr = 35.1; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.68, 4.68, 4.68); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Right Touch/802.11a/Ch36/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.076 mW/g 

 

Right Touch/802.11a/Ch36/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 3.91 V/m; Power Drift = 0.191 dB 

Peak SAR (extrapolated) = 0.431 W/kg 

SAR(1 g) = 0.041 mW/g; SAR(10 g) = 0.00852 mW/g 

Maximum value of SAR (measured) = 0.061 mW/g 

  

 
0 dB = 0.061mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/8/2012 

WiFi 5.2GHz Band 

Frequency: 5240 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5240 MHz; σ = 4.72 mho/m; εr = 35; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.68, 4.68, 4.68); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Right Touch/802.11a/Ch48/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.109 mW/g 

 

Right Touch/802.11a/Ch48/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 4.77 V/m; Power Drift = 0.162 dB 

Peak SAR (extrapolated) = 0.300 W/kg 

SAR(1 g) = 0.046 mW/g; SAR(10 g) = 0.013 mW/g 

Maximum value of SAR (measured) = 0.097 mW/g 

  

 
0 dB = 0.097mW/g 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/8/2012 

WiFi 5.2GHz Band 

Frequency: 5240 MHz; Duty Cycle: 1:1 

 

Right Touch/802.11a/Ch48/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Maximum value of SAR (measured) = 0.105 mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/8/2012 

WiFi 5.2GHz Band 

Frequency: 5180 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5180 MHz; σ = 4.63 mho/m; εr = 35.1; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.68, 4.68, 4.68); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Right Tilt/802.11a/Ch36/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.070 mW/g 

 

Right Tilt/802.11a/Ch36/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 3.53 V/m; Power Drift = 0.155 dB 

Peak SAR (extrapolated) = 0.175 W/kg 

SAR(1 g) = 0.028 mW/g; SAR(10 g) = 0.00886 mW/g 

Maximum value of SAR (measured) = 0.053 mW/g 

  

 
0 dB = 0.053mW/g 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/8/2012 

WiFi 5.2GHz Band 

Frequency: 5240 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5240 MHz; σ = 4.72 mho/m; εr = 35; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.68, 4.68, 4.68); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Right Tilt/802.11a/Ch48/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.081 mW/g 

 

Right Tilt/802.11a/Ch48/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 4.23 V/m; Power Drift = 0.133 dB 

Peak SAR (extrapolated) = 0.156 W/kg 

SAR(1 g) = 0.034 mW/g; SAR(10 g) = 0.011 mW/g 

Maximum value of SAR (measured) = 0.074 mW/g 

  

 
0 dB = 0.074mW/g 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/8/2012 

WiFi 5.3GHz Band 

Frequency: 5260 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5260 MHz; σ = 4.72 mho/m; εr = 35; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.41, 4.41, 4.41); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Left Touch/802.11a/Ch52/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.042 mW/g 

 

Left Touch/802.11a/Ch52/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 2.75 V/m; Power Drift = 0.122 dB 

Peak SAR (extrapolated) = 0.133 W/kg 

SAR(1 g) = 0.026 mW/g; SAR(10 g) = 0.00868 mW/g 

Maximum value of SAR (measured) = 0.052 mW/g 

  

 
0 dB = 0.052mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/8/2012 

WiFi 5.3GHz Band 

Frequency: 5320 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5320 MHz; σ = 4.78 mho/m; εr = 35; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.41, 4.41, 4.41); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Left Touch/802.11a/Ch64/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.054 mW/g 

 

Left Touch/802.11a/Ch64/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 3.51 V/m; Power Drift = 0.078 dB 

Peak SAR (extrapolated) = 0.179 W/kg 

SAR(1 g) = 0.031 mW/g; SAR(10 g) = 0.012 mW/g 

Maximum value of SAR (measured) = 0.055 mW/g 

  

 
0 dB = 0.055mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/8/2012 

WiFi 5.3GHz Band 

Frequency: 5320 MHz; Duty Cycle: 1:1 

 

Left Touch/802.11a/Ch64/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Maximum value of SAR (measured) = 0.039 mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/8/2012 

WiFi 5.3GHz Band 

Frequency: 5260 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5260 MHz; σ = 4.72 mho/m; εr = 35; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.41, 4.41, 4.41); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Left Tilt/802.11a/Ch52/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.040 mW/g 

 

Left Tilt/802.11a/Ch52/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 2.69 V/m; Power Drift = 0.199 dB 

Peak SAR (extrapolated) = 0.193 W/kg 

SAR(1 g) = 0.025 mW/g; SAR(10 g) = 0.00774 mW/g 

Maximum value of SAR (measured) = 0.048 mW/g 

  

 
0 dB = 0.040mW/g 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/8/2012 

WiFi 5.3GHz Band 

Frequency: 5320 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5320 MHz; σ = 4.78 mho/m; εr = 35; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.41, 4.41, 4.41); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Left Tilt/802.11a/Ch64/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.047 mW/g 

 

Left Tilt/802.11a/Ch64/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 3.07 V/m; Power Drift = 0.177 dB 

Peak SAR (extrapolated) = 0.194 W/kg 

SAR(1 g) = 0.027 mW/g; SAR(10 g) = 0.00839 mW/g 

Maximum value of SAR (measured) = 0.048 mW/g 

  

 
0 dB = 0.048mW/g 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/8/2012 

WiFi 5.3GHz Band 

Frequency: 5260 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5260 MHz; σ = 4.72 mho/m; εr = 35; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.41, 4.41, 4.41); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Right Touch/802.11a/Ch52/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.124 mW/g 

 

Right Touch/802.11a/Ch52/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 5.21 V/m; Power Drift = 0.149 dB 

Peak SAR (extrapolated) = 0.259 W/kg 

SAR(1 g) = 0.053 mW/g; SAR(10 g) = 0.016 mW/g 

Maximum value of SAR (measured) = 0.116 mW/g 

  

 
0 dB = 0.116mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/8/2012 

WiFi 5.3GHz Band 

Frequency: 5320 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5320 MHz; σ = 4.78 mho/m; εr = 35; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.41, 4.41, 4.41); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Right Touch/802.11a/Ch64/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.159 mW/g 

 

Right Touch/802.11a/Ch64/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 5.69 V/m; Power Drift = 0.144 dB 

Peak SAR (extrapolated) = 0.343 W/kg 

SAR(1 g) = 0.057 mW/g; SAR(10 g) = 0.016 mW/g 

Maximum value of SAR (measured) = 0.124 mW/g 

  

 
0 dB = 0.124mW/g 

   



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/8/2012 

WiFi 5.3GHz Band 

Frequency: 5320 MHz; Duty Cycle: 1:1 

 

Right Touch/802.11a/Ch64/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Maximum value of SAR (measured) = 0.143 mW/g 

 

   



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/8/2012 

WiFi 5.3GHz Band 

Frequency: 5260 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5260 MHz; σ = 4.72 mho/m; εr = 35; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.41, 4.41, 4.41); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Right Tilt/802.11a/Ch52/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.093 mW/g 

 

Right Tilt/802.11a/Ch52/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 4.52 V/m; Power Drift = 0.126 dB 

Peak SAR (extrapolated) = 0.150 W/kg 

SAR(1 g) = 0.040 mW/g; SAR(10 g) = 0.014 mW/g 

Maximum value of SAR (measured) = 0.085 mW/g 

  

 
0 dB = 0.085mW/g 

   



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/8/2012 

WiFi 5.3GHz Band 

Frequency: 5320 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5320 MHz; σ = 4.78 mho/m; εr = 35; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.41, 4.41, 4.41); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Right Tilt/802.11a/Ch64/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.105 mW/g 

 

Right Tilt/802.11a/Ch64/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 4.85 V/m; Power Drift = 0.142 dB 

Peak SAR (extrapolated) = 0.174 W/kg 

SAR(1 g) = 0.049 mW/g; SAR(10 g) = 0.017 mW/g 

Maximum value of SAR (measured) = 0.102 mW/g 

  

 
0 dB = 0.102mW/g 

   



Test Laboratory: UL CCS SAR Lab A                                                                                                   Date: 9/9/2012 

WiFi 5.5GHz Band 

Frequency: 5520 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5520 MHz; σ = 5.012 mho/m; εr = 35.217; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE4 Sn1258; Calibrated: 3/8/2012 

- Probe: EX3DV4 - SN3772; ConvF(4.53, 4.53, 4.53); Calibrated: 2/16/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection), Sensor-Surface: 2mm (Mechanical Surface Detection) 

- Phantom: SAM v5.0 (A); Type: QD000P40CC; Serial: 1602 

 

LHS/Touch/802.11a/Ch 104/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.066 mW/g 

 

LHS/Touch/802.11a/Ch 104/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 4.142 V/m; Power Drift = 0.029 dB 

Peak SAR (extrapolated) = 0.2810 

SAR(1 g) = 0.039 mW/g; SAR(10 g) = 0.011 mW/g 

Maximum value of SAR (measured) = 0.092 mW/g 

  

 
0 dB = 0.090mW/g = -20.92 dB mW/g 

 

  



Test Laboratory: UL CCS SAR Lab A                                                                                                   Date: 9/9/2012 

WiFi 5.5GHz Band 

Frequency: 5580 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5580 MHz; σ = 5.059 mho/m; εr = 35.105; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE4 Sn1258; Calibrated: 3/8/2012 

- Probe: EX3DV4 - SN3772; ConvF(4.25, 4.25, 4.25); Calibrated: 2/16/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2mm 

(Mechanical Surface Detection) 

- Phantom: SAM v5.0 (A); Type: QD000P40CC; Serial: 1602 

 

LHS/Touch/802.11a/Ch 116/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.054 mW/g 

 

LHS/Touch/802.11a/Ch 116/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 3.238 V/m; Power Drift = 0.199 dB 

Peak SAR (extrapolated) = 0.2310 

SAR(1 g) = 0.029 mW/g; SAR(10 g) = 0.00753 mW/g 

Maximum value of SAR (measured) = 0.072 mW/g 

  

 
0 dB = 0.070mW/g = -23.10 dB mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/12/2012 

WiFi 5.5GHz Band 

Frequency: 5680 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5680 MHz; σ = 5.18 mho/m; εr = 35.1; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(3.85, 3.85, 3.85); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Left Touch/802.11a/Ch136/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.048 mW/g 

 

Left Touch/802.11a/Ch136/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 3.07 V/m; Power Drift = 0.173 dB 

Peak SAR (extrapolated) = 0.179 W/kg 

SAR(1 g) = 0.018 mW/g; SAR(10 g) = 0.00428 mW/g 

Maximum value of SAR (measured) = 0.031 mW/g 

  

 
0 dB = 0.031mW/g 

  



Test Laboratory: UL CCS SAR Lab A                                                                                                   Date: 9/9/2012 

WiFi 5.5GHz Band 

Frequency: 5520 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5520 MHz; σ = 5.012 mho/m; εr = 35.217; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE4 Sn1258; Calibrated: 3/8/2012 

- Probe: EX3DV4 - SN3772; ConvF(4.53, 4.53, 4.53); Calibrated: 2/16/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM v5.0 (A); Type: QD000P40CC; Serial: 1602 

 

LHS/Tilt/802.11a/Ch 104/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.062 mW/g 

 

LHS/Tilt/802.11a/Ch 104/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 3.937 V/m; Power Drift = -0.17 dB 

Peak SAR (extrapolated) = 0.3140 

SAR(1 g) = 0.033 mW/g; SAR(10 g) = 0.011 mW/g 

Maximum value of SAR (measured) = 0.066 mW/g 

  

 
0 dB = 0.070mW/g = -23.10 dB mW/g 

 

  



Test Laboratory: UL CCS SAR Lab A                                                                                                   Date: 9/10/2012 

WiFi 5.5GHz Band 

Frequency: 5580 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5580 MHz; σ = 5.059 mho/m; εr = 35.105; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE4 Sn1258; Calibrated: 3/8/2012 

- Probe: EX3DV4 - SN3772; ConvF(4.25, 4.25, 4.25); Calibrated: 2/16/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM v5.0 (A); Type: QD000P40CC; Serial: 1602 

 

LHS/Tilt/802.11a/Ch 116/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.075 mW/g 

 

LHS/Tilt/802.11a/Ch 116/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 3.852 V/m; Power Drift = 0.127 dB 

Peak SAR (extrapolated) = 0.4240 

SAR(1 g) = 0.044 mW/g; SAR(10 g) = 0.013 mW/g 

Maximum value of SAR (measured) = 0.076 mW/g 

  

 
0 dB = 0.080mW/g = -21.94 dB mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/12/2012 

WiFi 5.5GHz Band 

Frequency: 5680 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5680 MHz; σ = 5.18 mho/m; εr = 35.1; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(3.85, 3.85, 3.85); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Left Tilt/802.11a/Ch136/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.056 mW/g 

 

Left Tilt/802.11a/Ch136/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 3.10 V/m; Power Drift = 0.151 dB 

Peak SAR (extrapolated) = 0.092 W/kg 

SAR(1 g) = 0.021 mW/g; SAR(10 g) = 0.00816 mW/g 

Maximum value of SAR (measured) = 0.038 mW/g 

  

 
0 dB = 0.038mW/g 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/12/2012 

WiFi 5.5GHz Band 

Frequency: 5520 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5520 MHz; σ = 5 mho/m; εr = 35.2; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.19, 4.19, 4.19); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Right Touch/802.11a/Ch104/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.207 mW/g 

 

Right Touch/802.11a/Ch104/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 6.64 V/m; Power Drift = -0.147 dB 

Peak SAR (extrapolated) = 0.344 W/kg 

SAR(1 g) = 0.093 mW/g; SAR(10 g) = 0.032 mW/g 

Maximum value of SAR (measured) = 0.188 mW/g 

  

 
0 dB = 0.188mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/12/2012 

WiFi 5.5GHz Band 

Frequency: 5520 MHz; Duty Cycle: 1:1 

 

Right Touch/802.11a/Ch104/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Maximum value of SAR (measured) = 0.177 mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/12/2012 

WiFi 5.5GHz Band 

Frequency: 5580 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5580 MHz; σ = 5.09 mho/m; εr = 35.1; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(3.85, 3.85, 3.85); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Right Touch/802.11a/Ch116/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.171 mW/g 

 

Right Touch/802.11a/Ch116/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 5.90 V/m; Power Drift = 0.019 dB 

Peak SAR (extrapolated) = 0.322 W/kg 

SAR(1 g) = 0.086 mW/g; SAR(10 g) = 0.029 mW/g 

Maximum value of SAR (measured) = 0.156 mW/g 

  

 
0 dB = 0.156mW/g 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/12/2012 

WiFi 5.5GHz Band 

Frequency: 5680 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5680 MHz; σ = 5.17 mho/m; εr = 35; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(3.85, 3.85, 3.85); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Right Touch/802.11a/Ch136/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.099 mW/g 

 

Right Touch/802.11a/Ch136/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 4.53 V/m; Power Drift = 0.053 dB 

Peak SAR (extrapolated) = 0.243 W/kg 

SAR(1 g) = 0.058 mW/g; SAR(10 g) = 0.018 mW/g 

Maximum value of SAR (measured) = 0.116 mW/g 

  

 
0 dB = 0.116mW/g 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/12/2012 

WiFi 5.5GHz Band 

Frequency: 5745 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5745 MHz; σ = 5.25 mho/m; εr = 34.8; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.04, 4.04, 4.04); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Right Tilt/802.11a/Ch104/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.160 mW/g 

 

Right Tilt/802.11a/Ch104/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 5.62 V/m; Power Drift = 0.144 dB 

Peak SAR (extrapolated) = 0.276 W/kg 

SAR(1 g) = 0.079 mW/g; SAR(10 g) = 0.026 mW/g 

Maximum value of SAR (measured) = 0.149 mW/g 

  

 
0 dB = 0.149mW/g 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/12/2012 

WiFi 5.5GHz Band 

Frequency: 5580 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5580 MHz; σ = 5.09 mho/m; εr = 35.1; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(3.85, 3.85, 3.85); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Right Tilt/802.11a/Ch116/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.134 mW/g 

 

Right Tilt/802.11a/Ch116/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 5.02 V/m; Power Drift = 0.200 dB 

Peak SAR (extrapolated) = 0.230 W/kg 

SAR(1 g) = 0.059 mW/g; SAR(10 g) = 0.020 mW/g 

Maximum value of SAR (measured) = 0.119 mW/g 

  

 
0 dB = 0.119mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/12/2012 

WiFi 5.5GHz Band 

Frequency: 5680 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5680 MHz; σ = 5.17 mho/m; εr = 35; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(3.85, 3.85, 3.85); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Right Tilt/802.11a/Ch136/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.073 mW/g 

 

Right Tilt/802.11a/Ch136/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 3.74 V/m; Power Drift = -0.023 dB 

Peak SAR (extrapolated) = 0.184 W/kg 

SAR(1 g) = 0.038 mW/g; SAR(10 g) = 0.011 mW/g 

Maximum value of SAR (measured) = 0.063 mW/g 

  

 
0 dB = 0.063mW/g 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/10/2012 

WiFi 5.8GHz Band 

Frequency: 5745 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5745 MHz; σ = 5.23 mho/m; εr = 35; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(4.04, 4.04, 4.04); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 
 

Left Touch/802.11a/Ch149/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.029 mW/g 
 

Left Touch/802.11a/Ch149/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 
Reference Value = 1.34 V/m; Power Drift = -0.123 dB 
Peak SAR (extrapolated) = 0.048 W/kg 
SAR(1 g) = 0.00159 mW/g; SAR(10 g) = 0.000502 mW/g 
Maximum value of SAR (measured) = 0.016 mW/g 

  

 
0 dB = 0.016mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/10/2012 

WiFi 5.8GHz Band 

Frequency: 5785 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5785 MHz; σ = 5.25 mho/m; εr = 34.9; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(4.04, 4.04, 4.04); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 
 

Left Touch/802.11a/Ch157/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.030 mW/g 
 

Left Touch/802.11a/Ch157/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 
Reference Value = 0.615 V/m; Power Drift = 0.157 dB 
Peak SAR (extrapolated) = 0.024 W/kg 
SAR(1 g) = 0.00681 mW/g; SAR(10 g) = 0.00247 mW/g 
Maximum value of SAR (measured) = 0.016 mW/g 

  

 
0 dB = 0.016mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/10/2012 

WiFi 5.8GHz Band 

Frequency: 5825 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5825 MHz; σ = 5.33 mho/m; εr = 34.9; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(4.04, 4.04, 4.04); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 
 

Left Touch/802.11a/Ch165/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.020 mW/g 
 

Left Touch/802.11a/Ch165/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 
Reference Value = 1.06 V/m; Power Drift = 0.122 dB 
Peak SAR (extrapolated) = 0.054 W/kg 
SAR(1 g) = 0.00738 mW/g; SAR(10 g) = 0.00234 mW/g 
Maximum value of SAR (measured) = 0.022 mW/g 

  

 
0 dB = 0.022mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/10/2012 

WiFi 5.8GHz Band 

Frequency: 5745 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5745 MHz; σ = 5.23 mho/m; εr = 35; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(4.04, 4.04, 4.04); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 
 

Left Tilt/802.11a/Ch149/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.033 mW/g 
 

Left Tilt/802.11a/Ch149/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 
Reference Value = 2.31 V/m; Power Drift = 0.189 dB 
Peak SAR (extrapolated) = 0.071 W/kg 
SAR(1 g) = 0.00353 mW/g; SAR(10 g) = 0.00136 mW/g 
Maximum value of SAR (measured) = 0.016 mW/g 

  

 
0 dB = 0.016mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/10/2012 

WiFi 5.8GHz Band 

Frequency: 5785 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5785 MHz; σ = 5.25 mho/m; εr = 34.9; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.04, 4.04, 4.04); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Left Tilt/802.11a/Ch157/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.022 mW/g 

 

Left Tilt/802.11a/Ch157/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 

Reference Value = 1.76 V/m; Power Drift = 0.181 dB 

Peak SAR (extrapolated) = 0.045 W/kg 

SAR(1 g) = 0.0052 mW/g; SAR(10 g) = 0.0016 mW/g 

Maximum value of SAR (measured) = 0.013 mW/g 

  

 
0 dB = 0.013mW/g 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/10/2012 

WiFi 5.8GHz Band 

Frequency: 5785 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5785 MHz; σ = 5.25 mho/m; εr = 34.9; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(4.04, 4.04, 4.04); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 
 

Left Tilt/802.11a/Ch165/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.021 mW/g 
 

Left Tilt/802.11a/Ch165/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 
Reference Value = 1.59 V/m; Power Drift = 0.155 dB 
Peak SAR (extrapolated) = 0.051 W/kg 
SAR(1 g) = 0.0052 mW/g; SAR(10 g) = 0.00307 mW/g 
Maximum value of SAR (measured) = 0.023 mW/g 

  

 
0 dB = 0.023mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/10/2012 

WiFi 5.8GHz Band 

Frequency: 5745 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5745 MHz; σ = 5.23 mho/m; εr = 35; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(4.04, 4.04, 4.04); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 
 

Right Touch/802.11a/Ch149/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.078 mW/g 
 

Right Touch/802.11a/Ch149/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 
Reference Value = 4.16 V/m; Power Drift = 0.168 dB 
Peak SAR (extrapolated) = 0.243 W/kg 
SAR(1 g) = 0.053 mW/g; SAR(10 g) = 0.015 mW/g 
Maximum value of SAR (measured) = 0.096 mW/g 

  

 
0 dB = 0.096mW/g 

 



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/10/2012 

WiFi 5.8GHz Band 

Frequency: 5785 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5785 MHz; σ = 5.25 mho/m; εr = 34.9; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(4.04, 4.04, 4.04); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 
 

Right Touch/802.11a/Ch157/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.096 mW/g 
 

Right Touch/802.11a/Ch157/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 
Reference Value = 4.71 V/m; Power Drift = 0.169 dB 
Peak SAR (extrapolated) = 0.397 W/kg 
SAR(1 g) = 0.063 mW/g; SAR(10 g) = 0.019 mW/g 
Maximum value of SAR (measured) = 0.104 mW/g 

  

 
0 dB = 0.104mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/10/2012 

WiFi 5.8GHz Band 

Frequency: 5785 MHz; Duty Cycle: 1:1 
 

Right Touch/802.11a/Ch157/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Maximum value of SAR (measured) = 0.097 mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/10/2012 

WiFi 5.8GHz Band 

Frequency: 5825 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5825 MHz; σ = 5.33 mho/m; εr = 34.9; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(4.04, 4.04, 4.04); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 
 

Right Touch/802.11a/Ch165/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.113 mW/g 
 

Right Touch/802.11a/Ch165/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 
Reference Value = 4.94 V/m; Power Drift = -0.137 dB 
Peak SAR (extrapolated) = 0.234 W/kg 
SAR(1 g) = 0.061 mW/g; SAR(10 g) = 0.020 mW/g 
Maximum value of SAR (measured) = 0.109 mW/g 

  

 
0 dB = 0.109mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/10/2012 

WiFi 5.8GHz Band 

Frequency: 5745 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5745 MHz; σ = 5.23 mho/m; εr = 35; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(4.04, 4.04, 4.04); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 
 

Right Tilt/802.11a/Ch149/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.066 mW/g 
 

Right Tilt/802.11a/Ch149/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 
Reference Value = 4.08 V/m; Power Drift = -0.175 dB 
Peak SAR (extrapolated) = 0.173 W/kg 
SAR(1 g) = 0.039 mW/g; SAR(10 g) = 0.013 mW/g 
Maximum value of SAR (measured) = 0.072 mW/g 

  

 
0 dB = 0.072mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/10/2012 

WiFi 5.8GHz Band 

Frequency: 5785 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5785 MHz; σ = 5.25 mho/m; εr = 34.9; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(4.04, 4.04, 4.04); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 
 

Right Tilt/802.11a/Ch157/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.076 mW/g 
 

Right Tilt/802.11a/Ch157/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 
Reference Value = 4.24 V/m; Power Drift = -0.055 dB 
Peak SAR (extrapolated) = 0.162 W/kg 
SAR(1 g) = 0.046 mW/g; SAR(10 g) = 0.016 mW/g 
Maximum value of SAR (measured) = 0.080 mW/g 

  

 
0 dB = 0.080mW/g 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/10/2012 

WiFi 5.8GHz Band 

Frequency: 5825 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5825 MHz; σ = 5.33 mho/m; εr = 34.9; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(4.04, 4.04, 4.04); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 
 

Right Tilt/802.11a/Ch165/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.081 mW/g 
 

Right Tilt/802.11a/Ch165/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2.5mm 
Reference Value = 4.21 V/m; Power Drift = -0.122 dB 
Peak SAR (extrapolated) = 0.203 W/kg 
SAR(1 g) = 0.048 mW/g; SAR(10 g) = 0.017 mW/g 
 

  

 
0 dB = 0.081mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/9/2012 

WiFi 5.2GHz Band 

Frequency: 5180 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5180 MHz; σ = 5.29 mho/m; εr = 48.3; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.23, 4.23, 4.23); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Rear/802.11a/Ch36/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.117 mW/g 

 

Rear/802.11a/Ch36/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 

Reference Value = 5.04 V/m; Power Drift = -0.144 dB 

Peak SAR (extrapolated) = 0.261 W/kg 

SAR(1 g) = 0.057 mW/g; SAR(10 g) = 0.019 mW/g 

Maximum value of SAR (measured) = 0.125 mW/g 

  

 
0 dB = 0.125mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/9/2012 

WiFi 5.2GHz Band 

Frequency: 5240 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5240 MHz; σ = 5.37 mho/m; εr = 48.2; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.23, 4.23, 4.23); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Rear/802.11a/Ch48/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.164 mW/g 

 

Rear/802.11a/Ch48/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 

Reference Value = 6.08 V/m; Power Drift = -0.032 dB 

Peak SAR (extrapolated) = 0.320 W/kg 

SAR(1 g) = 0.091 mW/g; SAR(10 g) = 0.028 mW/g 

Maximum value of SAR (measured) = 0.158 mW/g 

  

 
0 dB = 0.158mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/9/2012 

WiFi 5.2GHz Band 

Frequency: 5240 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5240 MHz; σ = 5.37 mho/m; εr = 48.2; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.23, 4.23, 4.23); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Rear with Headset/802.11a/Ch48/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.178 mW/g 

 

Rear with Headset/802.11a/Ch48/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, 

dy=4mm, dz=2.5mm 

Reference Value = 6.19 V/m; Power Drift = -0.129 dB 

Peak SAR (extrapolated) = 0.335 W/kg 

SAR(1 g) = 0.098 mW/g; SAR(10 g) = 0.030 mW/g 

Maximum value of SAR (measured) = 0.173 mW/g 

  

 
0 dB = 0.173mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/9/2012 

WiFi 5.2GHz Band 

Frequency: 5240 MHz; Duty Cycle: 1:1 

 

Rear with Headset/802.11a/Ch48/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, 

dz=5mm 

Maximum value of SAR (measured) = 0.173 mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/9/2012 

WiFi 5.2GHz Band 

Frequency: 5180 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5180 MHz; σ = 5.29 mho/m; εr = 48.3; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.23, 4.23, 4.23); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Front/802.11a/Ch36/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.023 mW/g 

 

Front/802.11a/Ch36/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 

Reference Value = 1.89 V/m; Power Drift = -0.124 dB 

Peak SAR (extrapolated) = 0.055 W/kg 

SAR(1 g) = 0.014 mW/g; SAR(10 g) = 0.00589 mW/g 

Maximum value of SAR (measured) = 0.024 mW/g 

  

 
0 dB = 0.024mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/9/2012 

WiFi 5.2GHz Band 

Frequency: 5220 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5220 MHz; σ = 5.38 mho/m; εr = 48.2; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.23, 4.23, 4.23); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Front/802.11a/Ch48/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.023 mW/g 

 

Front/802.11a/Ch48/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 

Reference Value = 2.04 V/m; Power Drift = -0.152 dB 

Peak SAR (extrapolated) = 0.106 W/kg 

SAR(1 g) = 0.016 mW/g; SAR(10 g) = 0.00628 mW/g 

Maximum value of SAR (measured) = 0.025 mW/g 

  

 
0 dB = 0.025mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/9/2012 

WiFi 5.3GHz Band 

Frequency: 5260 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5260 MHz; σ = 5.41 mho/m; εr = 48.2; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.11, 4.11, 4.11); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Rear/802.11a/Ch52/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.192 mW/g 

 

Rear/802.11a/Ch52/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 

Reference Value = 6.40 V/m; Power Drift = -0.046 dB 

Peak SAR (extrapolated) = 0.347 W/kg 

SAR(1 g) = 0.107 mW/g; SAR(10 g) = 0.036 mW/g 

Maximum value of SAR (measured) = 0.184 mW/g 

  

 
0 dB = 0.184mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/9/2012 

WiFi 5.3GHz Band 

Frequency: 5320 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5320 MHz; σ = 5.46 mho/m; εr = 48.1; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.11, 4.11, 4.11); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Rear/802.11a/Ch64/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.237 mW/g 

 

Rear/802.11a/Ch64/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 

Reference Value = 6.89 V/m; Power Drift = -0.088 dB 

Peak SAR (extrapolated) = 0.445 W/kg 

SAR(1 g) = 0.127 mW/g; SAR(10 g) = 0.041 mW/g 

Maximum value of SAR (measured) = 0.219 mW/g 

  

 
0 dB = 0.219mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/9/2012 

WiFi 5.3GHz Band 

Frequency: 5320 MHz; Duty Cycle: 1:1 

 

Rear/802.11a/Ch64/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Maximum value of SAR (measured) = 0.225 mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/9/2012 

WiFi 5.3GHz Band 

Frequency: 5320 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5320 MHz; σ = 5.46 mho/m; εr = 48.1; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.11, 4.11, 4.11); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Rear with Headset/802.11a/Ch64/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.243 mW/g 

 

Rear with Headset/802.11a/Ch64/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, 

dy=4mm, dz=2.5mm 

Reference Value = 7.05 V/m; Power Drift = -0.018 dB 

Peak SAR (extrapolated) = 0.453 W/kg 

SAR(1 g) = 0.127 mW/g; SAR(10 g) = 0.036 mW/g 

Maximum value of SAR (measured) = 0.234 mW/g 

  

 
0 dB = 0.234mW/g 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/9/2012 

WiFi 5.3GHz Band 

Frequency: 5320 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5320 MHz; σ = 5.46 mho/m; εr = 48.1; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.11, 4.11, 4.11); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Front/802.11a/Ch64/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.028 mW/g 

 

Front/802.11a/Ch64/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 

Reference Value = 2.48 V/m; Power Drift = -0.122 dB 

Peak SAR (extrapolated) = 0.071 W/kg 

SAR(1 g) = 0.024 mW/g; SAR(10 g) = 0.0077 mW/g 

Maximum value of SAR (measured) = 0.039 mW/g 

  

 
0 dB = 0.039mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/9/2012 

WiFi 5.3GHz Band 

Frequency: 5260 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5260 MHz; σ = 5.41 mho/m; εr = 48.2; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(4.11, 4.11, 4.11); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Front/802.11a/Ch52/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.031 mW/g 

 

Front/802.11a/Ch52/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 

Reference Value = 2.26 V/m; Power Drift = -0.101 dB 

Peak SAR (extrapolated) = 0.079 W/kg 

SAR(1 g) = 0.017 mW/g; SAR(10 g) = 0.00534 mW/g 

Maximum value of SAR (measured) = 0.032 mW/g 

  

 
0 dB = 0.032mW/g 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/11/2012 

WiFi 5.5GHz Band 

Frequency: 5520 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5520 MHz; σ = 5.73 mho/m; εr = 47; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(3.72, 3.72, 3.72); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Rear/802.11a/Ch104/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.385 mW/g 

 

Rear/802.11a/Ch104/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 

Reference Value = 8.72 V/m; Power Drift = -0.125 dB 

Peak SAR (extrapolated) = 0.859 W/kg 

SAR(1 g) = 0.228 mW/g; SAR(10 g) = 0.074 mW/g 

Maximum value of SAR (measured) = 0.393 mW/g 

  

 
0 dB = 0.393mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/11/2012 

WiFi 5.5GHz Band 

Frequency: 5580 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5580 MHz; σ = 5.85 mho/m; εr = 46.9; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(3.57, 3.57, 3.57); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Rear/802.11a/Ch116/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.384 mW/g 

 

Rear/802.11a/Ch116/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 

Reference Value = 9.29 V/m; Power Drift = -0.153 dB 

Peak SAR (extrapolated) = 0.984 W/kg 

SAR(1 g) = 0.242 mW/g; SAR(10 g) = 0.075 mW/g 

Maximum value of SAR (measured) = 0.414 mW/g 

  

 
0 dB = 0.414mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/11/2012 

WiFi 5.5GHz Band 

Frequency: 5680 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5680 MHz; σ = 5.95 mho/m; εr = 46.8; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(3.57, 3.57, 3.57); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Rear/802.11a/Ch136/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.460 mW/g 

 

Rear/802.11a/Ch136/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 

Reference Value = 9.55 V/m; Power Drift = -0.086 dB 

Peak SAR (extrapolated) = 0.918 W/kg 

SAR(1 g) = 0.262 mW/g; SAR(10 g) = 0.080 mW/g 

Maximum value of SAR (measured) = 0.473 mW/g 

  

 
0 dB = 0.473mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/11/2012 

WiFi 5.5GHz Band 

Frequency: 5680 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5680 MHz; σ = 5.95 mho/m; εr = 46.8; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(3.57, 3.57, 3.57); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Rear with Headset/802.11a/Ch136/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.873 mW/g 

 

Rear with Headset/802.11a/Ch136/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, 

dy=4mm, dz=2.5mm 

Reference Value = 12.8 V/m; Power Drift = 0.134 dB 

Peak SAR (extrapolated) = 1.92 W/kg 

SAR(1 g) = 0.499 mW/g; SAR(10 g) = 0.146 mW/g 

Maximum value of SAR (measured) = 0.847 mW/g 

  

 
0 dB = 0.847mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/11/2012 

WiFi 5.5GHz Band 

Frequency: 5680 MHz; Duty Cycle: 1:1 

 

Rear with Headset/802.11a/Ch136/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, 

dz=5mm 

Maximum value of SAR (measured) = 0.835 mW/g 

 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/11/2012 

WiFi 5.5GHz Band  

Frequency: 5520 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5520 MHz; σ = 5.73 mho/m; εr = 47; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(3.72, 3.72, 3.72); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Front/802.11a/Ch104/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.043 mW/g 

 

Front/802.11a/Ch104/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 

Reference Value = 3.11 V/m; Power Drift = -0.080 dB 

Peak SAR (extrapolated) = 0.123 W/kg 

SAR(1 g) = 0.033 mW/g; SAR(10 g) = 0.012 mW/g 

Maximum value of SAR (measured) = 0.058 mW/g 

  

 
0 dB = 0.058mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/11/2012 

WiFi 5.5GHz Band 

Frequency: 5580 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5580 MHz; σ = 5.85 mho/m; εr = 46.9; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(3.57, 3.57, 3.57); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Front/802.11a/Ch116/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.045 mW/g 

 

Front/802.11a/Ch116/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 

Reference Value = 2.96 V/m; Power Drift = 0.163 dB 

Peak SAR (extrapolated) = 0.131 W/kg 

SAR(1 g) = 0.030 mW/g; SAR(10 g) = 0.012 mW/g 

Maximum value of SAR (measured) = 0.047 mW/g 

  

 
0 dB = 0.047mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/11/2012 

WiFi 5.5GHz Band 

Frequency: 5680 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5680 MHz; σ = 5.95 mho/m; εr = 46.8; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(3.57, 3.57, 3.57); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Front/802.11a/Ch136/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.032 mW/g 

 

Front/802.11a/Ch136/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 

Reference Value = 2.42 V/m; Power Drift = -0.003 dB 

Peak SAR (extrapolated) = 0.175 W/kg 

SAR(1 g) = 0.021 mW/g; SAR(10 g) = 0.00916 mW/g 

Maximum value of SAR (measured) = 0.035 mW/g 

  

 
0 dB = 0.035mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/11/2012 

WiFi 5.8GHz Band 

Frequency: 5745 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5745 MHz; σ = 6.05 mho/m; εr = 46.6; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(3.81, 3.81, 3.81); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Rear/802.11a/Ch149/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.533 mW/g 

 

Rear/802.11a/Ch149/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 

Reference Value = 10.3 V/m; Power Drift = -0.013 dB 

Peak SAR (extrapolated) = 1.24 W/kg 

SAR(1 g) = 0.312 mW/g; SAR(10 g) = 0.089 mW/g 

Maximum value of SAR (measured) = 0.544 mW/g 

  

 
0 dB = 0.544mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/11/2012 

WiFi 5.8GHz Band 

Frequency: 5785 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5785 MHz; σ = 6.06 mho/m; εr = 46.6; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(3.81, 3.81, 3.81); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Rear/802.11a/Ch157/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.634 mW/g 

 

Rear/802.11a/Ch157/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 

Reference Value = 10.8 V/m; Power Drift = 0.143 dB 

Peak SAR (extrapolated) = 1.24 W/kg 

SAR(1 g) = 0.340 mW/g; SAR(10 g) = 0.096 mW/g 
 

  

 
0 dB = 0.634mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/11/2012 

WiFi 5.8GHz Band 

Frequency: 5825 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5825 MHz; σ = 6.13 mho/m; εr = 46.5; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(3.81, 3.81, 3.81); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Rear/802.11a/Ch165/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.709 mW/g 

 

Rear/802.11a/Ch165/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 

Reference Value = 11.4 V/m; Power Drift = 0.146 dB 

Peak SAR (extrapolated) = 1.60 W/kg 

SAR(1 g) = 0.386 mW/g; SAR(10 g) = 0.106 mW/g 

Maximum value of SAR (measured) = 0.698 mW/g 

  

 
0 dB = 0.698mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/11/2012 

WiFi 5.8GHz Band 

Frequency: 5825 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5825 MHz; σ = 6.13 mho/m; εr = 46.5; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(3.81, 3.81, 3.81); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Rear with Headset/802.11a/Ch165/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.749 mW/g 

 

Rear with Headset/802.11a/Ch165/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, 

dy=4mm, dz=2.5mm 

Reference Value = 12.0 V/m; Power Drift = -0.025 dB 

Peak SAR (extrapolated) = 1.82 W/kg 

SAR(1 g) = 0.417 mW/g; SAR(10 g) = 0.123 mW/g 

Maximum value of SAR (measured) = 0.705 mW/g 

  

 
0 dB = 0.705mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/11/2012 

WiFi 5.8GHz Band 

Frequency: 5825 MHz; Duty Cycle: 1:1 

 

Rear with Headset/802.11a/Ch165/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, 

dz=5mm 

Maximum value of SAR (measured) = 0.732 mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/11/2012 

WiFi 5.8GHz Band 

Frequency: 5745 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5745 MHz; σ = 6.05 mho/m; εr = 46.6; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(3.81, 3.81, 3.81); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Front/802.11a/Ch149/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.034 mW/g 

 

Front/802.11a/Ch149/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 

Reference Value = 1.61 V/m; Power Drift = 0.164 dB 

Peak SAR (extrapolated) = 0.081 W/kg 

SAR(1 g) = 0.016 mW/g; SAR(10 g) = 0.00776 mW/g 

Maximum value of SAR (measured) = 0.029 mW/g 

  

 
0 dB = 0.029mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/11/2012 

WiFi 5.8GHz Band 

Frequency: 5785 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5785 MHz; σ = 6.06 mho/m; εr = 46.6; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(3.81, 3.81, 3.81); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Front/802.11a/Ch157/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.030 mW/g 

 

Front/802.11a/Ch157/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 

Reference Value = 1.91 V/m; Power Drift = 0.145 dB 

Peak SAR (extrapolated) = 0.114 W/kg 

SAR(1 g) = 0.018 mW/g; SAR(10 g) = 0.00591 mW/g 

Maximum value of SAR (measured) = 0.031 mW/g 

  

 
0 dB = 0.031mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/11/2012 

WiFi 5.8GHz Band 

Frequency: 5825 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5825 MHz; σ = 6.13 mho/m; εr = 46.5; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(3.81, 3.81, 3.81); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 

(Mechanical Surface Detection) 

- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 

 

Front/802.11a/Ch165/Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.031 mW/g 

 

Front/802.11a/Ch165/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 

Reference Value = 1.89 V/m; Power Drift = 0.179 dB 

Peak SAR (extrapolated) = 0.110 W/kg 

SAR(1 g) = 0.013 mW/g; SAR(10 g) = 0.00512 mW/g 

Maximum value of SAR (measured) = 0.027 mW/g 

  

 
0 dB = 0.027mW/g 

 


