
Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/7/2012 

WiFi 2.4GHz Band 

Frequency: 2462 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2462 MHz; σ = 1.88 mho/m; εr = 38; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(6.76, 6.76, 6.76); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Left Touch/802.11b/Ch11/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 

Maximum value of SAR (measured) = 0.421 mW/g 

 

Left Touch/802.11b/Ch11/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 

Reference Value = 15.0 V/m; Power Drift = 0.028 dB 

Peak SAR (extrapolated) = 0.565 W/kg 

SAR(1 g) = 0.313 mW/g; SAR(10 g) = 0.178 mW/g 

Info: Interpolated medium parameters used for SAR evaluation. 

Maximum value of SAR (measured) = 0.413 mW/g 

  

 
0 dB = 0.413mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/7/2012 

WiFi 2.4GHz Band 

Frequency: 2462 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2462 MHz; σ = 1.88 mho/m; εr = 38; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(6.76, 6.76, 6.76); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 
 

Left Tilt/802.11b/Ch11/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.326 mW/g 
 

Left Tilt/802.11b/Ch11/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 13.2 V/m; Power Drift = 0.072 dB 
Peak SAR (extrapolated) = 0.521 W/kg 
SAR(1 g) = 0.280 mW/g; SAR(10 g) = 0.151 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.367 mW/g 

  

 
0 dB = 0.367mW/g 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/7/2012 

WiFi 2.4GHz Band 

Frequency: 2462 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2462 MHz; σ = 1.88 mho/m; εr = 38; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 

- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 

- Probe: EX3DV4 - SN3749; ConvF(6.76, 6.76, 6.76); Calibrated: 1/27/2012 

- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 

- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 

 

Right Touch/802.11b/Ch11/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 

Maximum value of SAR (measured) = 0.691 mW/g 

 

Right Touch/802.11b/Ch11/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 

Reference Value = 19.3 V/m; Power Drift = 0.076 dB 

Peak SAR (extrapolated) = 1.39 W/kg 

SAR(1 g) = 0.672 mW/g; SAR(10 g) = 0.327 mW/g 

Info: Interpolated medium parameters used for SAR evaluation. 

Maximum value of SAR (measured) = 0.921 mW/g 

  

 
0 dB = 0.921mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/7/2012 

WiFi 2.4GHz Band 

Frequency: 2462 MHz; Duty Cycle: 1:1 
 

Right Touch/802.11b/Ch11/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.748 mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/7/2012 

WiFi 2.4GHz Band 

Frequency: 2462 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2462 MHz; σ = 1.88 mho/m; εr = 38; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(6.76, 6.76, 6.76); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM B (Twin); Type: SAM B; Serial: TP-105 
 

Right Tilt/802.11b/Ch11/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.583 mW/g 
 

Right Tilt/802.11b/Ch11/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 18.0 V/m; Power Drift = -0.017 dB 
Peak SAR (extrapolated) = 0.964 W/kg 
SAR(1 g) = 0.466 mW/g; SAR(10 g) = 0.220 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.653 mW/g 

  

 
0 dB = 0.653mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/7/2012 

WiFi 2.4GHz Band 

Frequency: 2462 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2462 MHz; σ = 1.94 mho/m; εr = 51.2; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(6.66, 6.66, 6.66); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM A (Twin); Type: SAM A; Serial: 1050 
 

Rear/802.11b/Ch11/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.342 mW/g 
 

Rear/802.11b/Ch11/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 13.3 V/m; Power Drift = -0.160 dB 
Peak SAR (extrapolated) = 0.497 W/kg 
SAR(1 g) = 0.237 mW/g; SAR(10 g) = 0.115 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.329 mW/g 

  

 
0 dB = 0.329mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/7/2012 

WiFi 2.4GHz Band 

Frequency: 2462 MHz; Duty Cycle: 1:1 

 

Rear/802.11b/Ch11/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

 

Info: Interpolated medium parameters used for SAR evaluation. 

Maximum value of SAR (measured) = 0.337 mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/7/2012 

WiFi 2.4GHz Band 

Frequency: 2462 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2462 MHz; σ = 1.94 mho/m; εr = 51.2; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(6.66, 6.66, 6.66); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM A (Twin); Type: SAM A; Serial: 1050 
 

Rear with Headset/802.11b/Ch11/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.285 mW/g 
 

Rear with Headset/802.11b/Ch11/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 12.0 V/m; Power Drift = 0.138 dB 
Peak SAR (extrapolated) = 0.414 W/kg 
SAR(1 g) = 0.194 mW/g; SAR(10 g) = 0.093 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.276 mW/g 

  

 
0 dB = 0.276mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/7/2012 

WiFi 2.4GHz Band 

Frequency: 2462 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2462 MHz; σ = 1.94 mho/m; εr = 51.2; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(6.66, 6.66, 6.66); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM A (Twin); Type: SAM A; Serial: 1050 
 

Front/802.11b/Ch11/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.194 mW/g 
 

Front/802.11b/Ch11/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 9.68 V/m; Power Drift = 0.184 dB 
Peak SAR (extrapolated) = 0.310 W/kg 
SAR(1 g) = 0.166 mW/g; SAR(10 g) = 0.090 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.221 mW/g 

  

 
0 dB = 0.221mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/7/2012 

WiFi 2.4GHz Band 

Frequency: 2462 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2462 MHz; σ = 1.94 mho/m; εr = 51.2; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(6.66, 6.66, 6.66); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM A (Twin); Type: SAM A; Serial: 1050 
 

Edge1/802.11b/Ch11/Area Scan (6x8x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.160 mW/g 
 

Edge1/802.11b/Ch11/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 9.10 V/m; Power Drift = -0.152 dB 
Peak SAR (extrapolated) = 0.243 W/kg 
SAR(1 g) = 0.134 mW/g; SAR(10 g) = 0.075 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.175 mW/g 

  

 
0 dB = 0.175mW/g 

 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/7/2012 

WiFi 2.4GHz Band 

Frequency: 2462 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2462 MHz; σ = 1.94 mho/m; εr = 51.2; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(6.66, 6.66, 6.66); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM A (Twin); Type: SAM A; Serial: 1050 
 

Edge4/802.11b/Ch11/Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.173 mW/g 
 

Edge4/802.11b/Ch11/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 9.45 V/m; Power Drift = 0.086 dB 
Peak SAR (extrapolated) = 0.253 W/kg 
SAR(1 g) = 0.132 mW/g; SAR(10 g) = 0.072 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.174 mW/g 
 

Edge4/802.11b/Ch11/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 9.45 V/m; Power Drift = 0.086 dB 
Peak SAR (extrapolated) = 0.170 W/kg 
SAR(1 g) = 0.090 mW/g; SAR(10 g) = 0.048 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.121 mW/g 

  

 
0 dB = 0.121mW/g 

 

Cube 0 

Cube 1 


