
Plot No. 1 
 

Test Laboratory: UL Verification Services Inc., SAR Lab 3                                        Date/Time: 2/20/2015 10:55:53 AM 

CDMA BC0 

Frequency: 836.52 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.894 S/m; ε r = 40.473; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1380; Calibrated: 7/23/2014 
- Probe: EX3DV4 - SN3773; ConvF(8.91, 8.91, 8.91); Calibrated: 4/22/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM with CRP; Type: QD000P40CD; Serial: 1768 
 
RHS/Touch_1xRTT RC3 SO55_ ch 384/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.574 W/kg 
 
RHS/Touch_1xRTT RC3 SO55_ ch 384/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 
dy=8mm, dz=5mm 
Reference Value = 25.79 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 0.661 W/kg 
SAR(1 g) = 0.512 W/kg; SAR(10 g) = 0.386 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.577 W/kg 

  

 0 dB = 0.577 W/kg = -2.39 dBW/kg 
 
  



Plot No. 2 
 

Test Laboratory: UL Verification Services Inc., SAR Lab 3                                        Date/Time: 2/23/2015 11:11:59 PM 

CDMA BC0 

Frequency: 836.52 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 1.02 S/m; ε r = 54.862; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1380; Calibrated: 7/23/2014 
- Probe: EX3DV4 - SN3773; ConvF(8.77, 8.77, 8.77); Calibrated: 4/22/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1213 
 
Rear/1xRTT RC3 SO32_ ch 384/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.742 W/kg 
 
Rear/1xRTT RC3 SO32_ ch 384/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm 
Reference Value = 27.31 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.882 W/kg 
SAR(1 g) = 0.686 W/kg; SAR(10 g) = 0.507 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.778 W/kg 

  

 0 dB = 0.778 W/kg = -1.09 dBW/kg 
 
  



Plot No. 3 
 

Test Laboratory: UL Verification Services Inc., SAR Lab 4                                        Date/Time: 2/20/2015 2:11:39 PM 

CDMA BC1 

Frequency: 1851.25 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 
Medium parameters used (interpolated): f = 1851.25 MHz; σ = 1.384 S/m; ε r = 38.701; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1377; Calibrated: 8/27/2014 
- Probe: EX3DV4 - SN3929; ConvF(7.23, 7.23, 7.23); Calibrated: 5/9/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM with CRP; Type: SAM;  
 
LHS/Touch_ 1xRTT_RC3 SO55_ch 25/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.19 W/kg 
 
LHS/Touch_ 1xRTT_RC3 SO55_ch 25/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 
dy=8mm, dz=5mm 
Reference Value = 29.78 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 1.53 W/kg 
SAR(1 g) = 0.988 W/kg; SAR(10 g) = 0.613 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.23 W/kg 

  

 0 dB = 1.23 W/kg = 0.90 dBW/kg 
  



Plot No. 4 
 

Test Laboratory: UL Verification Services Inc., SAR Lab 4                                        Date/Time: 2/20/2015 9:17:57 PM 

CDMA BC1 

Frequency: 1851.25 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 
Medium parameters used (interpolated): f = 1851.25 MHz; σ = 1.458 S/m; ε r = 51.42; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1377; Calibrated: 8/27/2014 
- Probe: EX3DV4 - SN3929; ConvF(7.25, 7.25, 7.25); Calibrated: 5/9/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI-B V5.0; Type: QDOVA001BB; Serial: S/n:1216 
 
Front/1xRTT_RC3 SO32_ch 25/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.20 W/kg 
 
Front/1xRTT_RC3 SO32_ch 25/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm 
Reference Value = 28.99 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 1.53 W/kg 
SAR(1 g) = 1 W/kg; SAR(10 g) = 0.643 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.21 W/kg 

  

 0 dB = 1.21 W/kg = 0.83 dBW/kg 
 
  



Plot No. 5 
 

Test Laboratory: UL Verification Services Inc., SAR Lab 5                                        Date/Time: 2/20/2015 6:07:02 PM 

LTE Band 4 

Frequency: 1732.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 
Medium parameters used (interpolated): f = 1732.5 MHz; σ = 1.357 S/m; εr = 40.127; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1439; Calibrated: 5/14/2014 
- Probe: EX3DV4 - SN3749; ConvF(7.53, 7.53, 7.53); Calibrated: 1/26/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: TWIN SAM v5.0; Type: QD000P40CD; Serial: TP:1829 
 
LHS/Touch_QPSK RB 1/0_ch 20175/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.716 W/kg 
 
LHS/Touch_QPSK RB 1/0_ch 20175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 
dy=8mm, dz=5mm 
Reference Value = 22.89 V/m; Power Drift = 0.00 dB 
Peak SAR (extrapolated) = 1.04 W/kg 
SAR(1 g) = 0.662 W/kg; SAR(10 g) = 0.416 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.817 W/kg 

  

 0 dB = 0.817 W/kg = -0.88 dBW/kg 
 
  



Plot No. 6 
 

Test Laboratory: UL Verification Services Inc., SAR Lab 5                                        Date/Time: 2/20/2015 10:03:22 PM 

LTE Band 4 

Frequency: 1745 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 
Medium parameters used: f = 1745 MHz; σ = 1.477 S/m; εr = 51.301; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1439; Calibrated: 5/14/2014 
- Probe: EX3DV4 - SN3749; ConvF(7.34, 7.34, 7.34); Calibrated: 1/26/2015;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1213 
 
Rear/QPSK RB 1/0_ch 20300/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (measured) = 1.20 W/kg 
 
Rear/QPSK RB 1/0_ch 20300/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm 
Reference Value = 29.07 V/m; Power Drift = -0.17 dB 
Peak SAR (extrapolated) = 1.63 W/kg 
SAR(1 g) = 0.989 W/kg; SAR(10 g) = 0.619 W/kg 
Maximum value of SAR (measured) = 1.24 W/kg 

  

 0 dB = 1.24 W/kg = 0.93 dBW/kg 
 
  



Plot No. 7 
 

Test Laboratory: UL Verification Services Inc., SAR Lab 3                                        Date/Time: 2/24/2015 7:28:54 PM 

LTE Band 5 

Frequency: 836.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 
Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.91 S/m; εr = 42.068; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1380; Calibrated: 7/23/2014 
- Probe: EX3DV4 - SN3773; ConvF(8.91, 8.91, 8.91); Calibrated: 4/22/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM with CRP; Type: QD000P40CD; Serial: 1768 
 
RHS/Touch_QPSK RB 1/49 _ch 20525/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.431 W/kg 
 
RHS/Touch_QPSK RB 1/49 _ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 
dy=8mm, dz=5mm 
Reference Value = 23.34 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 0.559 W/kg 
SAR(1 g) = 0.426 W/kg; SAR(10 g) = 0.310 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.493 W/kg 

  

 0 dB = 0.493 W/kg = -3.07 dBW/kg 
  



Plot No. 8 
 

Test Laboratory: UL Verification Services Inc., SAR Lab 3                                        Date/Time: 2/24/2015 1:17:36 PM 

LTE Band 5 

Frequency: 836.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 
Medium parameters used (interpolated): f = 836.5 MHz; σ = 1.02 S/m; εr = 54.863; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1380; Calibrated: 7/23/2014 
- Probe: EX3DV4 - SN3773; ConvF(8.77, 8.77, 8.77); Calibrated: 4/22/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1213 
 
Rear/QPSK RB 1/49 _ch 20525/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.617 W/kg 
 
Rear/QPSK RB 1/49 _ch 20525/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm 
Reference Value = 25.06 V/m; Power Drift = -0.09 dB 
Peak SAR (extrapolated) = 0.713 W/kg 
SAR(1 g) = 0.553 W/kg; SAR(10 g) = 0.407 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.634 W/kg 

  

 0 dB = 0.634 W/kg = -1.98 dBW/kg 
 
  



Plot No. 9 
 

Test Laboratory: UL Verification Services Inc., SAR Lab 2                                        Date/Time: 2/24/2015 10:29:15 PM 

LTE Band 12 

Frequency: 707.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 
Medium parameters used (interpolated): f = 707.5 MHz; σ = 0.924 S/m; ε r = 54.171; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 1/14/2015 
- Probe: EX3DV4 - SN3991; ConvF(9.85, 9.85, 9.85); Calibrated: 5/16/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM with CRP; Type: SAM;  
 
RHS/Touch_QPSK RB 1/0_ch 23095/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.333 W/kg 
 
RHS/Touch_QPSK RB 1/0_ch 23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 
dy=8mm, dz=5mm 
Reference Value = 18.074 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 0.365 W/kg 
SAR(1 g) = 0.298 W/kg; SAR(10 g) = 0.233 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.326 W/kg 

  

 0 dB = 0.326 W/kg = -4.87 dBW/kg 
 
  



Plot No. 10 
 

Test Laboratory: UL Verification Services Inc., SAR Lab 2                                        Date/Time: 2/25/2015 10:11:47 AM 

LTE Band 12 

Frequency: 707.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 
Medium parameters used (interpolated): f = 707.5 MHz; σ = 0.924 S/m; ε r = 54.171; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 1/14/2015 
- Probe: EX3DV4 - SN3991; ConvF(9.85, 9.85, 9.85); Calibrated: 5/16/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI A v5.0; Type: QDOVA002AA; Serial: S/n:1198 
 
Rear/QPSK RB 1/0_ch 23095/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.447 W/kg 
 
Rear/QPSK RB 1/0_ch 23095/Zoom Scan (6x7x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm 
Reference Value = 21.778 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 0.513 W/kg 
SAR(1 g) = 0.404 W/kg; SAR(10 g) = 0.307 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.449 W/kg 

  

 0 dB = 0.449 W/kg = -3.48 dBW/kg 
 
  



Plot No. 11 
 

Test Laboratory: UL Verification Services Inc., SAR Lab 4                                        Date/Time: 2/23/2015 12:41:48 PM 

LTE Band 25 

Frequency: 1882.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 
Medium parameters used (interpolated): f = 1882.5 MHz; σ = 1.447 S/m; ε r = 38.748; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1377; Calibrated: 8/27/2014 
- Probe: EX3DV4 - SN3929; ConvF(7.23, 7.23, 7.23); Calibrated: 5/9/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM with CRP; Type: SAM;  
 
LHS/Touch_ QPSK RB 1/0 ch 26365/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.956 W/kg 
 
LHS/Touch_ QPSK RB 1/0 ch 26365/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 
dy=8mm, dz=5mm 
Reference Value = 26.49 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 1.17 W/kg 
SAR(1 g) = 0.753 W/kg; SAR(10 g) = 0.465 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.911 W/kg 

  

 0 dB = 0.911 W/kg = -0.40 dBW/kg 
 
  



Plot No. 12 
 

Test Laboratory: UL Verification Services Inc., SAR Lab 4                                        Date/Time: 2/23/2015 5:15:34 PM 

LTE Band 25 

Frequency: 1860 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 
Medium parameters used: f = 1860 MHz; σ = 1.55 S/m; ε r = 51.39; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1377; Calibrated: 8/27/2014 
- Probe: EX3DV4 - SN3929; ConvF(7.25, 7.25, 7.25); Calibrated: 5/9/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI-B V5.0; Type: QDOVA001BB; Serial: S/n:1216 
 
Rear/QPSK RB 1/0 ch 26140/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (measured) = 1.13 W/kg 
 
Rear/QPSK RB 1/0 ch 26140/Zoom Scan (7x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm 
Reference Value = 25.97 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 1.49 W/kg 
SAR(1 g) = 0.904 W/kg; SAR(10 g) = 0.568 W/kg 
Maximum value of SAR (measured) = 1.15 W/kg 

  

 0 dB = 1.15 W/kg = 0.61 dBW/kg 
 
  



Plot No. 13 
 

Test Laboratory: UL Verification Services Inc., SAR Lab 1                                        Date/Time: 2/20/2015 7:44:35 PM 

Wi-Fi 2.4GHz 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 
Medium parameters used (interpolated): f = 2437 MHz; σ = 1.82 S/m; ε r = 40.51; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/7/2014 
- Probe: EX3DV4 - SN3902; ConvF(7.29, 7.29, 7.29); Calibrated: 5/19/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: TP 1751 
 
RHS/Touch_802.11b_ch 6/Area Scan (9x14x1): Measurement grid: dx=12mm, dy=12mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.317 W/kg 
 
RHS/Touch_802.11b_ch 6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 13.697 V/m; Power Drift = 0.13 dB 
Peak SAR (extrapolated) = 0.568 W/kg 
SAR(1 g) = 0.264 W/kg; SAR(10 g) = 0.121 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.379 W/kg 

  

 0 dB = 0.379 W/kg = -4.21 dBW/kg 
  



Plot No. 14 
 

Test Laboratory: UL Verification Services Inc., SAR Lab 1                                        Date/Time: 2/20/2015 3:18:29 PM 

Wi-Fi 2.4GHz 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 
Medium parameters used (interpolated): f = 2437 MHz; σ = 1.981 S/m; ε r = 50.972; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/7/2014 
- Probe: EX3DV4 - SN3902; ConvF(7.35, 7.35, 7.35); Calibrated: 5/19/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI-B v5.0; Type: QDOVA002AA; Serial: TP:1195 
 
Rear/Area 802.11b_ch 6/Area Scan (9x14x1): Measurement grid: dx=12mm, dy=12mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.105 W/kg 
 
Rear/Area 802.11b_ch 6/Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 7.450 V/m; Power Drift = 0.14 dB 
Peak SAR (extrapolated) = 0.168 W/kg 
SAR(1 g) = 0.090 W/kg; SAR(10 g) = 0.047 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.120 W/kg 

  

 0 dB = 0.120 W/kg = -9.21 dBW/kg 
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