
Plot No. 1 
 

Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 2/19/2013 

Wi-Fi 5 GHz 

Frequency: 5200 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0 C̄; Liquid Temperature: 24.0 C̄ 

Medium parameters used: f = 5200 MHz; ů = 5.366 mho/m; Ůr = 48.225; ɟ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Averaged Fast SAR: Polynomial fit 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(4.15, 4.15, 4.15); Calibrated: 3/14/2012 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1117 
 

Main Ant., Rear/ 802.11a Ch 40/Area Scan (8x9x1):  Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.193 mW/g 
 

Main Ant., Rear/ 802.11a Ch 40/Zoom Scan (7x7x12)/Cube 0:  Measurement grid: dx=4mm, dy=4mm, 

dz=2mm 
Reference Value = 5.932 V/m; Power Drift = 0.14 dB 
Peak SAR (extrapolated) = 0.534 W/kg 
SAR(1 g) = 0.136 mW/g; SAR(10 g) = 0.041 mW/g  
Maximum value of SAR (measured) = 0.265 mW/g 

  

 
0 dB = 0.260mW/g 

 



Plot No. 2 
 

Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 2/16/2013 

Wi-Fi 5 GHz 

Frequency: 5220 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0 C̄; Liquid Temperature: 24.0 C̄ 

Medium parameters used: f = 5220 MHz; ů = 5.448 mho/m; Ůr = 47.026; ɟ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Averaged Fast SAR: Polynomial fit 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(4.15, 4.15, 4.15); Calibrated: 3/14/2012 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1117 
 

Main Ant., Rear/ 802.11a Ch 44/Area Scan (8x9x1):  Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.217 mW/g 
 

Main Ant., Rear/ 802.11a Ch 44/Zoom Scan (7x7x12)/Cube 0:  Measurement grid: dx=4mm, dy=4mm, 

dz=2mm 
Reference Value = 6.294 V/m; Power Drift = -0.16 dB 
Peak SAR (extrapolated) = 0.441 W/kg 
SAR(1 g) = 0.123 mW/g; SAR(10 g) = 0.041 mW/g  
Maximum value of SAR (measured) = 0.231 mW/g 

  

 
0 dB = 0.230mW/g 

 



Plot No. 3 
 

Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 2/14/2013 

Wi-Fi 5 GHz 

Frequency: 5200 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0 C̄; Liquid Temperature: 23.0 C̄ 

Medium parameters used: f = 5200 MHz; ů = 5.423 S/m; Ůr = 47.069; ɟ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(4.15, 4.15, 4.15); Calibrated: 3/14/2012;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1117 
 

Main Ant., Edge 1/ 802.11a Ch 40/Area Scan (11x16x1):  Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.105 W/kg 
 

Main Ant., Edge 1/ 802.11a Ch 40/Zoom Scan (7x7x12)/Cube 0:  Measurement grid: dx=4mm, 

dy=4mm, dz=2mm 
Reference Value = 4.307 V/m; Power Drift = 0.07 dB 
Peak SAR (extrapolated) = 0.221 W/kg 
SAR(1 g) = 0.058 W/kg; SAR(10 g) = 0.019 W/kg  
Maximum value of SAR (measured) = 0.138 W/kg 

  

 
0 dB = 0.138 W/kg = -8.60 dBW/kg 

 



Plot No. 4 
 

Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 2/14/2013 

Wi-Fi 5 GHz 

Frequency: 5220 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0 C̄; Liquid Temperature: 23.0 C̄ 

Medium parameters used: f = 5220 MHz; ů = 5.448 S/m; Ůr = 47.026; ɟ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(4.15, 4.15, 4.15); Calibrated: 3/14/2012;  
- Sensor-Surface: 2mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1117 
 

Main Ant., Edge 1/ 802.11a Ch 44/Area Scan (11x16x1):  Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.122 W/kg 
 

Main Ant., Edge 1/ 802.11a Ch 44/Zoom Scan (7x7x12)/Cube 0:  Measurement grid: dx=4mm, 

dy=4mm, dz=2mm 
Reference Value = 4.583 V/m; Power Drift = -0.10 dB 
Peak SAR (extrapolated) = 0.525 W/kg 
SAR(1 g) = 0.061 W/kg; SAR(10 g) = 0.022 W/kg  
Maximum value of SAR (measured) = 0.137 W/kg 

  

 
0 dB = 0.137 W/kg = -8.63 dBW/kg 

 



Plot No. 5 
 

Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 2/16/2013 

Wi-Fi 5 GHz 

Frequency: 5200 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0 C̄; Liquid Temperature: 24.0 C̄ 

Medium parameters used: f = 5200 MHz; ů = 5.423 mho/m; Ůr = 47.069; ɟ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Averaged Fast SAR: Polynomial fit 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(4.15, 4.15, 4.15); Calibrated: 3/14/2012 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1117 
 

Main Ant., Edge 4/ 802.11a Ch 40/Area Scan (6x11x1):  Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 1.028 mW/g 
 

Main Ant., Edge 4/ 802.11a Ch 40/Zoom Scan (7x7x12)/Cube 0:  Measurement grid: dx=4mm, 

dy=4mm, dz=2mm 
Reference Value = 13.701 V/m; Power Drift = -0.15 dB 
Peak SAR (extrapolated) = 2.992 W/kg 
SAR(1 g) = 0.674 mW/g; SAR(10 g) = 0.172 mW/g  
Maximum value of SAR (measured) = 1.391 mW/g 

  

 
0 dB = 1.390mW/g 

 



Plot No. 6 
 

Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 2/17/2013 

Wi-Fi 5 GHz 

Frequency: 5220 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0 C̄; Liquid Temperature: 24.0 C̄ 

Medium parameters used: f = 5220 MHz; ů = 5.448 mho/m; Ůr = 47.026; ɟ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Averaged Fast SAR: Polynomial fit 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(4.15, 4.15, 4.15); Calibrated: 3/14/2012 
- Sensor-Surface: 2mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1117 
 

Main Ant., Edge 4/ 802.11a Ch 44/Area Scan (6x11x1):  Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.995 mW/g 
 

Main Ant., Edge 4/ 802.11a Ch 44/Zoom Scan (7x7x12)/Cube 0:  Measurement grid: dx=4mm, 

dy=4mm, dz=2mm 
Reference Value = 14.145 V/m; Power Drift = -0.11 dB 
Peak SAR (extrapolated) = 3.524 W/kg 
SAR(1 g) = 0.797 mW/g; SAR(10 g) = 0.204 mW/g  
Maximum value of SAR (measured) = 1.744 mW/g 

  

 
0 dB = 1.740mW/g 

 



Plot No. 7 
 

Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 2/20/2013 

Wi-Fi 5 GHz 

Frequency: 5200 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0 C̄; Liquid Temperature: 24.0 C̄ 

Medium parameters used: f = 5200 MHz; ů = 5.366 mho/m; Ůr = 48.225; ɟ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Averaged Fast SAR: Polynomial fit 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(4.15, 4.15, 4.15); Calibrated: 3/14/2012 
- Sensor-Surface: 2mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1117 
 

Aux Ant., Rear/ 802.11a Ch 40/Area Scan (8x11x1):  Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.211 mW/g 
 

Aux Ant., Rear/ 802.11a Ch 40/Zoom Scan (7x7x12)/Cube 0:  Measurement grid: dx=4mm, dy=4mm, 

dz=2mm 
Reference Value = 5.959 V/m; Power Drift = 0.18 dB 
Peak SAR (extrapolated) = 0.380 W/kg 
SAR(1 g) = 0.108 mW/g; SAR(10 g) = 0.035 mW/g  
Maximum value of SAR (measured) = 0.207 mW/g 

  

 
0 dB = 0.210mW/g 

 


