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2. SAR Measurement Setup 
 

Robotic System 
These measurements are performed using the DASY52 automated dosimetric 
assessment system. The DASY52 is made by Schmid & Partner Engineering AG 
(SPEAG) in Zurich, Switzerland and consists of high precision robotics system (Staubli), 
robot controller, Intel Core2 computer, near-field probe, probe alignment sensor, and the 
generic twin phantom containing the brain equivalent material. The robot is a six-axis 
industrial robot performing precise movements to position the probe to the location 
(points) of maximum electromagnetic field (EMF) (see Fig. 2.1). 

System Hardware 
A cell controller system contains the power supply, robot controller teach pendant 
(Joystick), and a remote control used to drive the robot motors. The PC consists of the 
HP Intel Core2 computer with Windows XP system and SAR Measurement Software 
DASY52, A/D interface card, monitor, mouse, and keyboard. The Staubli Robot is 
connected to the cell controller to allow software manipulation of the robot.  A data 
acquisition electronic (DAE) circuit that performs the signal amplification, signal 
multiplexing, AD-conversion, offset measurements, mechanical surface detection, 
collision detection, etc. is connected to the Electro-optical coupler (EOC).  The EOC 
performs the conversion from the optical into digital electric signal of the DAE and 
transfers data to the PC plug-in card. 
 

 
Figure 2.1 SAR Measurement System Setup 
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3. Probe and Dipole Calibration 
 
See Appendix D and E.
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4. Phantom & Simulating Tissue Specifications 
Head & Body Simulating Mixture Characterization 

The head and body mixtures consist of the material based on the table listed below. The 
mixture is calibrated to obtain proper dielectric constant (permittivity) and conductivity of 
the desired tissue. Body tissue parameters that have not been specified in IEEE1528-
2013 are derived from the issue dielectric parameters computed from the 4-Cole-Cole 
equations. 
 
 

Table 4.1 Typical Composition of Ingredients for Tissue 
 

Ingredients 
Simulating Tissue 

900 MHz Body 2450 MHz Body 

Mixing Percentage 

Water 52.50 73.20 
Sugar 45.00 0.00 
Salt 1.40 0.04 
HEC 1.00 0.00 
Bactericide 0.10 0.00 
DGBE 0.00 26.70 
Dielectric Constant Target 55.00 52.70 
Conductivity (S/m) Target 1.05 1.95 
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5. ANSI/IEEE C95.1 – 1992 RF Exposure Limits [2] 
Uncontrolled Environment 

Uncontrolled Environments are defined as locations where there is the exposure of 
individuals who have no knowledge or control of their exposure. The general 
population/uncontrolled exposure limits are applicable to situations in which the general 
public may be exposed or in which persons who are exposed as a consequence of their 
employment may not be made fully aware of the potential for exposure or cannot 
exercise control over their exposure. Members of the general public would come under 
this category when exposure is not employment-related; for example, in the case of a 
wireless transmitter that exposes persons in its vicinity. 

Controlled Environment 
Controlled Environments are defined as locations where there is exposure that may be 
incurred by persons who are aware of the potential for exposure, (i.e. as a result of 
employment or occupation). In general, occupational/controlled exposure limits are 
applicable to situations in which persons are exposed as a consequence of their 
employment, who have been made fully aware of the potential for exposure and can 
exercise control over their exposure. This exposure category is also applicable when the 
exposure is of a transient nature due to incidental passage through a location where the 
exposure levels may be higher than the general population/uncontrolled limits, but the 
exposed person is fully aware of the potential for exposure and can exercise control over 
his or her exposure by leaving the area or by some other appropriate means. 
 

Table 5.1 Human Exposure Limits 
 

 UNCONTROLLED ENVIRONMENT 
General Population 
(W/kg) or (mW/g) 

CONTROLLED ENVIROMENT 
Professional Population 

(W/kg) or (mW/g) 
SPATIAL PEAK SAR1 
     Head 1.60 8.00 

SPATIAL AVERAGE SAR2 
     Whole Body 0.08 0.40 

SPATIAL PEAK SAR3 
     Hands, Feet, Ankles, Wrists 4.00 20.00 

 

                                                 
1 The Spatial Peak value of the SAR averaged over any 1 gram of tissue (defined as a tissue volume in the shape of 
a cube) and over the appropriate averaging time. 
2 The Spatial Average value of the SAR averaged over the whole body. 
3 The Spatial Peak value of the SAR averaged over any 10 grams of tissue (defined as a tissue volume in the shape 
of a cube) and over the appropriate averaging time. 
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6. Measurement Uncertainty 

 
Measurement uncertainty table is not required per KDB 865664 D01 v01 section 2.8.2 page 12.  
SAR measurement uncertainty analysis is required in the SAR report only when the highest 
measured SAR in a frequency band is Ó 1.5 W/kg for 1-g SAR.  The equivalent ratio (1.5/1.6) 
should be applied to extremity and occupational exposure conditions.  The highest reported 
value is less than 1.5 W/kg. Therefore, the measurement uncertainty table is not required. 
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7. System Validation 
Tissue Verification 

Table 7.1 Measured Tissue Parameters 
  900 MHz Body 2450 MHz Body 
Date(s)  Oct. 9, 2015 Dec. 10, 2015 
Liquid Temperature (ęC) 20.0 Target Measured Target Measured 
Dielectric Constant: Ů 55.00 54.38 52.70 52.40 
Conductivity: ů 1.05 1.07 1.95 1.98 

 
See Appendix A for data printout. 

Test System Verification 
Prior to assessment, the system is verified to the ±10% of the specifications at the test 
frequency by using the system kit.  Power is normalized to 1 watt.  (Graphic Plots 
Attached) 

Table 7.2 System Dipole Validation Target & Measured 

 Test 
Frequency 

Targeted 
SAR1g 
(W/kg) 

Measure 
SAR1g (W/kg) 

Tissue Used 
for Verification 

Deviation 
Target and 
Fast SAR 

to SAR (%) 

Plot 
Number 

09-Oct-2015 900 MHz 10.70 10.70 Body + 0.00 1 
10-Dec-2015 2450 MHz 52.10 51.90 Body - 0.38 2 

See Appendix A for data plots. 
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Figure 7.1 Dipole Validation Test Setup 
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8. SAR Test Data Summary 
See Measurement Result Data Pages 
 
See Appendix B for SAR Test Data Plots. 
See Appendix C for SAR Test Setup Photos. 

Procedures Used To Establish Test Signal 
The device was either placed into simulated transmit mode using the manufacturer’s test 
codes or the actual transmission is activated through a base station simulator or similar 
equipment. See data pages for actual procedure used in measurement. 

Device Test Condition 
In order to verify that the device was tested at full power, conducted output power 
measurements were performed before and after each SAR measurement to confirm the 
output power unless otherwise noted. If a conducted power deviation of more than 5% 
occurred, the test was repeated.  The power drift of each test is measured at the start of 
the test and again at the end of the test.  The drift percentage is calculated by the 
formula ((end/start)-1)*100 and rounded to three decimal places.  The drift percentage is 
calculated into the resultant SAR value on the data sheet for each test. 
 
The EUT was tested in on the back, left, right and top side of the device where the 
antenna was within 25 mm of that side.  All measurements were conducted with the side 
of the device in direct contact with the phantom. 
 
The device was transmitting at a maximum of 100% duty cycle.  The device can operate 
at a maximum of 45.92% duty cycle.  Therefore, the SAR value was scaled to the lower 
duty cycle on page 22. 
 
The antenna was on a minimum of 10 cm of Styrofoam during each test. 
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9. Test Equipment List 
 

Table 9.1 Equipment Specifications 
Type Calibration Due Date Calibration Done Date Serial Number 
Staubli Robot TX60L N/A N/A F07/55M6A1/A/01 
Measurement Controller CS8c N/A N/A 1012 
ELI4 Flat Phantom N/A N/A 1065 
Device Holder N/A N/A N/A 
Data Acquisition Electronics 4 04/15/2016 04/15/2015 1416 
SPEAG E-Field Probe EX3DV4 04/27/2016 04/27/2015 3662 
Speag Validation Dipole D900V2 12/03/2015 12/03/2012 1d044 
Speag Validation Dipole D2450V2 08/10/2016 08/10/2015 881 
Agilent N1911A Power Meter 05/20/2017 05/20/2015 GB45100254 
Agilent N1922A Power Sensor 06/25/2017 06/25/2015 MY45240464 
Advantest R3261A Spectrum Analyzer 03/26/2017 03/26/2015 31720068 
Agilent (HP) 8350B Signal Generator  03/26/2017 03/26/2015 2749A10226 
Agilent (HP) 83525A RF Plug-In  03/26/2017 03/26/2015 2647A01172 
Agilent (HP) 8753C Vector Network Analyzer 03/26/2017 03/26/2015 3135A01724 
Agilent (HP) 85047A S-Parameter Test Set 03/26/2017 03/26/2015 2904A00595 
Agilent (HP) 8960 Base Station Sim. 03/31/2017 03/31/2015 MY48360364 
Anritsu MT8820C 07/28/2017 07/28/2015 6201176199 
Agilent 778D Dual Directional Coupler N/A N/A MY48220184 
MiniCircuits BW-N20W5+ Fixed 20 dB 
Attenuator 

N/A N/A N/A 

MiniCircuits SPL-10.7+ Low Pass Filter N/A N/A R8979513746 
Aprel Dielectric Probe Assembly N/A N/A 0011 
Body Equivalent Matter (900 MHz) N/A N/A N/A 
Body Equivalent Matter (2450 MHz) N/A N/A N/A 
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10. Conclusion 
The SAR measurement indicates that the EUT complies with the RF radiation exposure 
limits of the FCC/IC. These measurements are taken to simulate the RF effects 
exposure under worst-case conditions. Precise laboratory measures were taken to 
assure repeatability of the tests. The tested device complies with the requirements in 
respect to all parameters subject to the test. The test results and statements relate only 
to the item(s) tested. 
 
Please note that the absorption and distribution of electromagnetic energy in the body is 
a very complex phenomena that depends on the mass, shape, and size of the body; the 
orientation of the body with respect to the field vectors; and, the electrical properties of 
both the body and the environment. Other variables that may play a substantial role in 
possible biological effects are those that characterize the environment (e.g. ambient 
temperature, air velocity, relative humidity, and body insulation) and those that 
characterize the individual (e.g. age, gender, activity level, debilitation, or disease). 
Because innumerable factors may interact to determine the specific biological outcome 
of an exposure to electromagnetic fields, any protection guide shall consider maximal 
amplification of biological effects as a result of field-body interactions, environmental 
conditions, and physiological variables.  
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Appendix A – System Validation Plots and Data 
 
 
************************************************************ 
Test Result for UIM Dielectric Parameter  
Fri 09/Oct/2015 
Freq Frequency(GHz) 
FCC_eH Limits for Head Epsilon 
FCC_sH Limits for Head Sigma 
FCC_eB Limits for Body Epsilon 
FCC_sB Limits for Body Sigma 
Test_e Epsilon  of  UIM 
Test_s Sigma of UIM 
************************************************************ 
Freq  FCC_eB FCC_sB Test_e Test_s 
0.8900  55.03 1.04 54.42 1.06 
0.9000  55.00 1.05 54.38 1.07 
0.9023  55.00 1.052 54.373 1.072* 
0.9100  55.00 1.06 54.35 1.08 
0.9150  54.995 1.06 54.335 1.085* 
0.9200  54.99 1.06 54.32 1.09 
0.9277  54.975 1.068 54.305 1.098* 
0.9300  54.97 1.07 54.30 1.10 
0.9400  54.95 1.07 54.27 1.10 
0.9500  54.93 1.08 54.25 1.11 
 
* value interpolated 
 
************************************************************ 
Test Result for UIM Dielectric Parameter  
Thu 10/Dec/2015 
Freq Frequency(GHz) 
FCC_eH Limits for Head Epsilon 
FCC_sH Limits for Head Sigma 
FCC_eB Limits for Body Epsilon 
FCC_sB Limits for Body Sigma 
Test_e Epsilon  of  UIM 
Test_s Sigma of UIM 
************************************************************ 
Freq  FCC_eB FCC_sB Test_e Test_s 
2.4100  52.75 1.91 52.48 1.94 
2.4200  52.74 1.92 52.46 1.95 
2.4300  52.73 1.93 52.44 1.96 
2.4400  52.71 1.94 52.42 1.97 
2.4500  52.70 1.95 52.40 1.98 
2.4600  52.69 1.96 52.38 1.99 
2.4700  52.67 1.98 52.36 2.01 
2.4800  52.66 1.99 52.35 2.02 
 
* value interpolated 
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Appendix B – SAR Test Data Plots 
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Appendix C – SAR Test Setup Photos 
 

 
Test Position Back 0 mm Gap 
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Appendix D – Probe Calibration Data Sheets 
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Appendix E – Dipole Calibration Data Sheets 
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Appendix F – Phantom Calibration Data Sheets 
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