














Channel：
 Stored FM Radio Channel Quantity：

NOAA Channel：
Frequency Stability：
Modulation Mode：

Dimension：
Weight：

Operating Temperature：
Antenna Impedance：

General Specifications

RECEIVING

200 
20
10
±1ppm
FM:11KΦF3E(12.5KHz),16KΦF3E(25KHz)
115mmX60mmX37.5mm
234g
-20℃+60℃
50Ω

F1(50∽76)
F2(108∽135.9975)
F3(136∽173.9975)
F4(174∽349.9975)
F5(350∽399.9975)
F6(400∽469.9975)
F7(470∽599.9975)
WFM(76∽108)
F2(108∽135.9975)

WFM(20dB SINAD)
AM(10dB S/N)

Audio Frequency：
Audio Distortion：

≥0.5W
≤10%

-121dBm
-121dBm
-123dBm
-123dBm
-123dBm
-123dBm
-121dBm
-110dBm
-113dBm

Sensitivity：FM(12dB SINAD)

Specifications Specifications

All stated specifications are subject to 
change without notice or obligation.

TRANSMITTING

  
Frequency：

Frequency：

Frequency：

Output Power：
Emission Current：

Max Frequency Deviation：

Modulation Distortion：
Stray Power：

Adjacent Channel Power：

Residual Modulation：

UHF420∽450MHz

UHF430∽440MHz

UHF400∽470MHz
UHF350∽400MHz
≤5W
≤1.5A
≤5KHz(25KHz),
≤2.5KHz(12.5KHz)
≤5%
≤7.5uW
70dB(25KHz),
60dB(12.5KHz)
40dB

VHF144∽148MHz

VHF144∽146MHz

VHF136∽174MHz

≤5W
≤1.5A
≤5KHz(25KHz),
≤2.5KHz(12.5KHz)
≤5%
≤7.5uW
70dB(25KHz),
60dB(12.5KHz)
40dB

●FCC version transmitting band

●CE version transmitting band

●NORMAL version transmitting band
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