
FCC Form 312, Response to Question 24: 
 
OneWeb requests access to the following frequency bands (also included and further explained 
in the Legal Narrative and Technical Annex filed with this Amendment):  
 

Type of Link and Transmission Direction Frequency Ranges 

Gateway-to-Satellite 

12.75 – 13.25 GHz 
13.75 – 14.5 GHz 
15.43 – 15.63 GHz 
17.8  – 18.1 GHz 
27.5 – 30.0 GHz 
42.5 – 43.5 GHz 
47.2 – 50.2 GHz 
50.4 – 51.4 GHz 
71.0 – 76.0 GHz 
81.0 – 86.0 GHz

Satellite-to-Gateway 
19.3 – 19.7 GHz 
37.5 – 42.5 GHz 
71.0 – 76.0 GHz

User Terminal-to-Satellite 

12.75 – 13.25 GHz 
14.0 – 14.5 GHz 
17.8 – 18.1 GHz 
28.35 – 29.1 GHz 
29.5 – 30.0 GHz 
47.2 – 50.2 GHz 
50.4 – 51.4 GHz

Satellite-to-User Terminal 

10.7 – 12.7 GHz 
18.1 – 18.6 GHz 
18.8 – 19.4 GHz 
19.6 – 20.2 GHz 
37.5 – 42.5 GHz

 


